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IUCAA 

 
 

Copy of Advertisement 
 

SITC OF CLASS 1000 AND CLASS 10000 CLEANROOM FACILITY OF NEW IUCAA-2 
BUILDING AT IUCAA, PUNE 

The Director, Inter-University Centre for Astronomy and Astrophysics (IUCAA), Savitribai Phule 
Pune University Campus, Ganeshkhind, Pune – 411007, invites technical 
& financial bids for “Tender for SITC Of Class 1000 and Class 10000 Cleanroom Facility of New 
IUCAA-2 Building At IUCAA, Pune” from reputed bidders. 

 
Interested bidders may view and download the tender document from Government Central Procurement 
Portal https://eprocure.gov.in/eprocure/app. The tender document is also available on IUCAA’s 
website https://www.iucaa.in/tenders   

 
The tender document has to be submitted through CPPP only. 

 
IUCAA reserves the right to reject any or all of the tenders without assigning any reasons. 

 
 
 
 

Estate Manager 

https://eprocure.gov.in/eprocure/app
https://www.iucaa.in/tenders
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IMPORTANT MILESTONES AND CONTACT INFORMATION 
 

1. Date of commencement 8th (Eighth) day after the letter of intent is received 
by the contractor of start the work. 

2. Date of completion 4 (Four) calendar months from the 8th day of 
receipt work order (including monsoon season). 

3. Defects liability Period 24 (Twenty-Four) calendar months from the date of 
completion. 

4. Period of final measurements Thirty days from the date of submission of Final bill 
with all necessary papers. 

5. The Interim Certificate / Running 
Bill Value 

Minimum assessed bill value should not be less then 
Rupees 30/- Lakhs. 

6. Period of Honoring Certificate Thirty days from the issue of final bill. 

7. Earnest Money Deposit (EMD) Rs. 9,00,000/- (Rs. Nine Lacs Only) in the form of 
online payment. Refund: EMD of unsuccessful 
bidders during first stage (technical evaluation) shall 
be returned within 30 days of declaration of result 
of the first stage, i.e. technical evaluation. 
 
Bids of the unsuccessful bidders shall be returned 
to them earliest after expiry of the final bid validity 
and latest on or before the 30th day after the award 
of the Contract / Work Order. 

8. Security Deposit (SD) The SD will be 5% of the Accepted tender value/final 
Contract/Work Order value. 
 
The EMD already submitted will be converted into 
Security Deposit and the balance amount of SD will 
be recovered from first 4 RA bills in equal 
installments. Security Deposit will be refunded to 
the vendor on completion of all contractual 
obligations including the Defect Liability Period + 60 
days. 

9. Performance Security (PS) / 
Performance Guarantee (PG) 

The PS/PG will be 3% of the accepted tender value. 
The same has to submitted within 21 days from 
the award of contract/letter of Intent/work order. 
The PG will be released after satisfactory 
completion of work. 
The PS can also be submitted in the form of 
Performance Bank Guarantee (PBG) drawn on a 
Nationalized Bank. 
If, PS is not submitted within 21 days, then the penalty 
of Rs. 5000/- per day will be applied. 

10. Contact information of IUCAA 
representative for visit to site, 
technical information / 
clarification, etc. 

Mr. Nitin Ohol 
Estate Manager, IUCAA Tel. 020-25604334,  
Email: nitin_ohol@iucaa.in   
              tenders.estate@iucaa.in 

mailto:nitin_ohol@iucaa.in
mailto:tenders.estate@iucaa.in
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SECTION – I 
Tender Notice / Information 

 
Inter-University Centre for Astronomy and Astrophysics (IUCAA), Post Bag 4, Ganeshkhind, 
Savitribai Phule Pune University Campus, Pune 411 007, invites tenders in two-bid system, i.e. 
“Technical Bid” and “Financial Bid” from reputed vendors for “Tender for SITC Of Class 1000 and 
Class 10000 Cleanroom Facility of New IUCAA-2 Building At IUCAA, Pune” 

 
Tender available on CPPP 
Submission of questionnaire for Pre-Bid Meeting 

: 13/10/2026 at 1700 hrs. 
: 19/10/2026 up to 1100 hrs 

Pre-Bid Meeting : 21/10/2026 at 1100 hrs. 
Closing date & time for receipt of Tender : 03/11/2026 at 1100 hrs. 
Tender opening date & time : 04/11/2026 at 1100 hrs. 
Earnest Money Deposit (EMD) : Rs.9,00,000/- (Rs. Nine Lacs Only) 
 
1) Bidders shall ensure that their tenders, complete in all respects, are uploaded at 

https://eprocure.gov.in/eprocure/app on or before the closing date and time indicated as above. 
2) EMD should be paid through NEFT/RTGS only. Photo copy of transaction ID or UTR no. should 

be uploaded along with technical bid. Micro and Small Enterprises (MSEs) are provided tender 
documents free of cost and are exempted from payment of earnest money, subject to furnishing of 
relevant valid certificate for claiming exemption. 

3) The Minimum turnover of the bidder shall not be less than Rs. 6 Crores (Indian Rupees Six 
Crores only) per annum for last three financial years, i.e. 2023-2024, 2024-2025 and 2025-2026. 

4) In the event of any of the above-mentioned dates being declared as a holiday / closed day for IUCAA, 
the tenders will be received/opened on the next working day at the appointed time. 

5) The Estate Manager, IUCAA, Pune - 411007 on behalf of IUCAA reserves the right to postpone the 
date of opening of tender without assigning any reason thereof. 

6) Technical Bid consists of all documents mentioned in the Technical Bid form along with EMD. 
Financial Bid consists of the prices and for all Commercial Terms and Conditions. A tender in which 
any of the prescribed condition(s) is not fulfilled or any condition including that of conditional rebate 
are put forth by any bidder then their bid shall be summarily rejected. However, tenders with 
unconditional rebate will be considered. 

7) IUCAA reserves the right to reject any or all of the tenders without assigning any reason thereof. 
 
 
Estate Manager 
Inter-University Centre for Astronomy and Astrophysics, 
Post   Bag  4, Ganeshkhind, Pune - 411   007. 
Tel.   (020)   25604100 
Email- tenders.estate@iucaa.in   

https://eprocure.gov.in/eprocure/app
mailto:tenders.estate@iucaa.in
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SECTION - II 
Technical Bid Form 

(To be filled by Bidder) 
1 Bidder’s Name (firm/company Name) and Address  
2 Company Registration / Shop Act License No. and Validity Period/Date  
3 The Bidder must have minimum five years valid dealership 

certificate of VRV/VRF unit in one brand only (Valid Dealership 
Certificate from OEM must be attached) 

 

4 Nature of Business & Establishment Year  
5 Telephone Nos. 

Mobile No. Fax Nos. 
 

6 Contact Person Name Designation Mobile 
E-mail 

 

7 EMD Paid (Proof to be Attached)  
8 NSIC / MSME Registration Certificate (valid certificate to be attached if 

any) 
 

9 PAN Details PAN No. (Photocopy to be attached)  
10 PF/ESI/GST/Professional Tax details 

 Reg. No. PF (copy to be attached) 
 Reg. No. ESI (copy to be attached) 
 Reg No.  GST (copy to be attached) 
 Reg No. Profession Tax (copy to be attached) 

 

 

11 Organizational Capability (staff strength) 
No. of Engineers  …  
No. of Supervisors …  
No of Technicians … Quality Engineers … 

 

12 Financial capacity over last 3 years (Income tax  return/Certified  
balance sheet of the firm along with CA’s certificate for the respective 
year’s turnover) 
FY 2023-2024 
FY 2024-2025 
FY 2025-2026 

13 Last Five years continuous experience of the firm in the field of providing 
such services in Central Govt. establishment/Autonomous bodies of 
GOI/Corporation of GOI/Reputed Public or Private Organizations (Provide 
details in enclosed tabular form) 

 

14 Provide following details of Institutional/Similar type of SITC of Class 
1000 and Class 10000 Cleanroom Facility projects completed within the last 
5 years of similar nature: 
1) Minimum three Institutional/Similar type SITC of Class 1000 and Class 
10000 Cleanroom Facility projects costing more than Rs 1.80 Crores
 OR 
2) Minimum two Institutional/Similar type of SITC of Class 1000 and 
Class 10000 Cleanroom Facility projects costing more than Rs. 2 Crores         
OR 
3) Minimum one Institutional/Similar type of SITC of Class 1000 and 
Cl  10000 Cl  F ili  j  i   h  R  2 50 
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 a) Name & address of the project 

Type of Work Start date Completion date Final Bill Value Scope of work 
Client contact details (Name, tele, fax, e-mail). 

 b) Name & address of the project 
Type of Work Start date Completion date Final Bill Value Scope of work 
Client contact details (Name tele, fax, e-mail). 

 c) Name & address of the project 
Type of Work Start date Completion date Final Bill Value Scope of work 
Client contact details (Name tele, fax, e-mail). 

15 List of Clients for whom the bidder has executed works of similar nature 
16 List along with details of any arbitration cases / legal disputes on Current 

/ previous projects – (Mention name of project, reason for dispute, party filing the suit and 
its current status) 

17 Is the company ISO Certified? 
18 List any awards, recognitions on previously executed projects 
19 Address of Pune Office 

20 Prepared and submitted by (Name & Signature) 
Notes: – 

1. The Inter-University Centre for Astronomy & Astrophysics, Pune reserves the right to accept or reject 
any or all applications without assigning any reason. 

2. The vendors/bidder has to fill/complete the technical bid form and Compliance sheet mentioned in 
clause no.17.8 in all respects. Every statement made in the technical bid format should be 
supported by documentary proof for consideration and all pages of the tender should be verified and 
signed by the authorized person in this behalf. Otherwise the tender is liable to be rejected. 

3. Please support Completed Work (Form No. I) and Work in hand (Form No. II) information with 
copy of the Work order/Contract from the client, Otherwise the tender is liable to be rejected. 

 
Date: Yours faithfully, 

 
Place: (Signature of the Authorized person) 

Name: 

Designation: 

Seal: 
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SECTION - III 
GENERAL TERMS AND CONDITIONS 

1. Introduction: 
 

1.1 IUCAA has issued these tender enquiry documents for “SITC of Class 1000 and Class 10000 
Cleanroom Facility of New IUCAA-2 Building At IUCAA, Pune”. 

1.2 It is important to note that the proposed Class 1000 and Class 10,000 cleanroom facilities 
will be located in the basement (below ground level) of the new IUCAA-2 building. 

1.3 This section provides the relevant information as well as instructions to assist the prospective 
bidders in preparation and submission of tenders. It also includes the mode and procedure 
to be adopted by IUCAA for receipt and opening as well as scrutiny and evaluation of 
tenders and subsequent placement of contract. 

1.4 Before formulating the tender and submitting the same to IUCAA, the bidder should read 
and examine all the terms, conditions, instructions etc. contained in the tender documents. 
Failure to provide and/or comply with the required information, instructions etc. 
incorporated in these tender documents may result in rejection of their tender. 

 
2. Language of Tender: The tender submitted by the bidder and all subsequent correspondence and 

documents relating to the tender exchanged between the bidder and IUCAA shall be written in 
the English language, unless otherwise specified in the tender enquiry. However, the language of 
any printed literature furnished by the bidder in connection with its tender may be written in any 
other language provided the same is accompanied by an English translation and, for purposes of  
interpretation of the tender, the English translation shall prevail. 

 
3. Cleanroom Requirements: Bidders should carefully note and comply with the following 

requirements applicable to the proposed Class 1000 and Class 10,000 Cleanroom facilities – 
 

3.1)  The cleanroom shall be maintained at a controlled temperature of 22°C ± 1°C and a 
relative humidity (RH) of 50% ± 5% under all operating conditions. The HVAC and 
environmental control systems shall be suitably designed to ensure that these parameters are 
consistently maintained within the specified limits. 
3.2) A positive pressure of 10 Pascals (Pa) must be maintained in the cleanroom relative to 
adjacent areas. The HVAC and air-balancing systems must be designed and commissioned in such 
a way that this pressure differential is consistently maintained under normal operating conditions. 
3.3) The quantities indicated in the BOQ (Bill of Quantities) are approximate and have been 
provided solely for budgetary and estimation purposes. The actual quantities required shall be 
determined based on the site conditions, actual measurements, and project requirements. 
 
The Contractor shall be responsible for assessing and providing all quantities necessary for the 
satisfactory and complete execution of the work, irrespective of the quantities indicated in the 
BOQ. The Contractor shall, therefore, take into account the actual quantities required in 
accordance with the site conditions and functional requirements of the project. 
 
Payment shall be made strictly on the basis of the actual work executed at site and the quantities 
duly measured and recorded in accordance with the applicable measurement procedures and 
contractual provisions. 
 

4. Eligibility Criteria for Bidders: The bidders should meet the following criteria to qualify in 
the tendering process. (Sufficient proof with authorized work order & completion certificate to 
be  submitted) 
4.1 The vendor should have completed minimum ONE similar Institutional SITC of Class 1000 

and Class 10000 Cleanroom Facility Project costing more than Rs. 2.50 Crores (Indian 
Rupees Two Crores Fifty Lakhs only) in the last five financial years. 

OR 
4.2 The vendor should have completed minimum TWO similar Institutional SITC of Class 1000 
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and Class 10000 Cleanroom Facility Project costing more than Rs. 2 Crores (Indian Rupees 
Two Crore only) in the last five financial years. 

OR 
4.3 The vendor should have completed minimum THREE similar Institutional SITC of Class 1000 

and Class 10000 Cleanroom Facility Project costing more than Rs. 1.80 Crores (Indian Rupees 
One Crore Eighty Lakhs only) in the last five financial years. 

 
4.4 The bidder must have minimum five years ‘Valid Dealership Certificate of VRV/VRF unit’ 

in one brand only from OEM. 
 

4.5 Scanned copy of Compliance sheet of offered products/items (Annexure 1 to 16) must be 
attached with Technical Bid.  

The bidder must fill up all the details in Annexures 1 to 16  – "Guaranteed Technical 
Particulars”. The statement such as 'as per brochure', 'as per attached', 'as per IS', 'as per 
specification', 'Yes'. 'No', 'Will provide later', 'NA',  etc. shall be considered as details not 
furnished and such offers will be rejected. 
 

4.6 All scanned copies of documents complying with the eligibility criteria (Work Order, ESI, PF 
Registration, GST Registration, Professional Tax Certificate,  PAN, Shop Act License, Income 
Tax Return and other applicable certificates) must be submitted along with the technical bid. 
Failure to do so will result in rejection of the tender without further evaluation. 

 
4.7 The bidder shall have a minimum annual turnover of Rs. 6.00 Crores (Indian Rupees 

Six Crores only) in each of the last three financial years. 
 

4.8 To ensure effective and efficient after-sales service, the bidder must have an established office 
in Pune, which has been continuously operational for a minimum period of five (5) years prior 
to the date of submission of the tender. Bidders who do not meet this requirement shall be 
considered non-responsive, and their tenders shall be liable for rejection. 

 
4.9 It is mandatory for at least one employee or owner of the bidding company to have successfully 

completed a ‘Cleanroom Certified Professional (CCP) Certification Program’ conducted by 
ISHRAE, ASHRAE or another reputed and recognized organization. The Tenderer shall 
submit valid documentary evidence of the certification along with the tender technical bid. The 
bids of those bidders who do not fulfil any of the above-mentioned criterion shall be 
summarily rejected. 

 
4.10  CCTV OEM Qualification Criteria : 

 
1. The OEM shall ensure that the MAC addresses assigned to the Cameras and NVRs are valid and 
officially registered in the name of the OEM. Valid documentary evidence of such registration shall 
be submitted along with the bid.  
 
2. The OEM shall have an established manufacturing facility in India along with the necessary 
infrastructure and technical support capabilities to ensure timely after-sales service. 
    
3. OEM company for Camera & NVR should have its own company registered in India since last 
10 year. Any representation through a Dealer/ Distributor/ Joint Venture/ Subsidiary/ consortium 
shall not be treated as OEM. This has to be supported by necessary statutory documents. OEM 
should be a registered business entity in India with their own office in India. Submit Certificate of 
Incorporation under the provisions of companies Act, 1956.    
  
4. The offered CCTV Cameras shall support ONVIF Profiles S, G, and T. The offered model shall 
be listed on the official ONVIF website and a  valid ONVIF conformance/test report for the offered 
model shall be submitted along with the bid.  
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5. The Intellectual Property Rights (IPR) of all manufactured final product and source code of all 
software including firmware should not reside in countries sharing land borders with India, until 
unless specifically allowed by the Government of India and is registered with the Competent 
Authority of Government of India. Proof of IPR & source code residing in which country and 
requisite permission & registration with Competent Authority of Govt. of India, as applicable to 
comply with the above, shall be provided by the OEMs.  
 
6. CCTV cameras must comply with the MEITY guidelines  “Public Procurement (Preference to 
Make in India) Order 2017-Notifying CCTV/Video Surveillance dated 6th March 2024, Essential 
Requirements (ERs) for security, to ensure the security of CCTV systems. The OEM must submit a 
security testing report issued by an STQC lab. 
 
7. OEM should not be blacklisted by any Central/State Govt. Organization, PSU, Public Listed 
Company or Indian Army. 
 
8. With reference to Order (Public Procurement No. 1) issued vide No. F.No.6/18/2019-PPD dated 
23rd July, 2020, OEM and Bidder should not be from such a country that shares Land Border with 
us. OEM and Bidder should submit the declaration against this clause. 
 
9. OEM to confirm that the CCTV Cameras are not installed with standards like -GB28181, 
GB/T28181-2011, GB/T28181-2011, GBT 28181- 2011, GBT28181- 2011,GB/T28181-2016, etc., 
protocols/standards which allow certain organizations to bypass all security parameters and look 
into the devices directly. 
 
10. Video Management software should be cyber secured (OWASP) by STQC. 

 
5. Eligible Goods and Services: All goods and related services to be supplied under the contract 

shall have their origin in India or other countries, subject to any restriction imposed in this regard. 
The term “origin” used in this clause means the place where the goods are mined, grown, 
produced, or manufactured or from where the related services are arranged and supplied. 

6. Tendering Expenses: The bidder shall bear all the costs and expenditure incurred and/or to be 
incurred by it in connection with its tender including preparation, mailing and submission of its 
tender and for subsequent processing of the same. IUCAA will, in no case be responsible or liable 
for any such costs, expenditure etc. regardless of the conduct or outcome of the tendering process. 

7. Content of Tender Enquiry Documents: The relevant details required for construction & services, 
the terms, conditions and procedure for tendering, tender evaluation, placement of contract, 
the applicable contract terms and, also, the standard formats to be used for this purpose are 
incorporated in the above-mentioned documents. The interested bidders are expected to examine 
all such details etc. to proceed further. 

8. Amendments to Tender Enquiry Documents: 
8.1 At any time prior to the deadline for submission of tenders, IUCAA may, for any reason it 

deems fit, modify the tender enquiry documents by issuing suitable amendment(s) to it. All 
such amendments shall form part of this tender document and shall be binding on all the 
bidders. 

8.2 In order to provide reasonable time to the prospective bidders to take necessary action in 
preparing their tenders as per the amendments, IUCAA may, at its discretion extend the 
deadline for the submission of tenders and other allied time frames, which are linked with that 
deadline. 

9. Clarification of Tender Enquiry Documents & Pre-Bid Meeting: A bidder requiring any 
clarification or elucidation on any issue of the tender enquiry documents may take up the same 
with IUCAA in writing by e-mail. A pre-bid technical meeting will be held at IUCAA, Pune on  
21/10/2026 at 11:00 hrs. to discuss and resolve the queries and doubts, if any from the prospective 
bidders. Clarifications/questionnaire sought should be sent by email to tenders.estate@iucaa.in   
latest by 11:00 hrs. on 19/10/2026. Clarifications/discussions/minutes of the pre-bid meeting will 

mailto:tenders.estate@iucaa.in
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form a part of the tender document. Pre-bid meeting will be arranged at IUCAA campus. 
One Set of hard copy of tender document & drawings shall be available at IUCAA office during 
office hours. 

10. Contacting IUCAA: 
10.1 From the time of submission of tender to the time of awarding of the contract, if a bidder 

needs to contact IUCAA for any reason relating to this tender enquiry and/or its tender, it 
should do so only in writing to tenders.estate@iucaa.in   

10.2 In case a bidder attempts to influence IUCAA in its decision(s) during scrutiny, comparison 
and/or evaluation of tenders and/or awarding the contract, the tender of such a bidder shall 
be liable for rejection in addition to appropriate legal action(s) being taken against such a 
bidder at the discretion of IUCAA. 

11. Corrupt or Fraudulent Practices: IUCAA requires that the bidders who wish to bid for against 
IUCAA’s tender have the highest standards of ethics. IUCAA shall reject bids of those bidders 
who are found to be engaged in corrupt and/or fraudulent practices. This also applies to a 
successful bidder who has been awarded the contract and is found to be engaged in corrupt or 
fraudulent practices during the execution of the contract. 

12. Interpretation of the clauses in the Tender Document/Contract Document: In case of any 
ambiguity in or dispute arising out of or related to (including the interpretation of any of the clauses 
in this tender document/purchase order/contract), decision of the Director, IUCAA or his nominee 
shall be final and binding on all parties. 

13. Tender currencies: The bidder shall quote only in Indian Rupees. 
14. Tender Prices: Bidder has to check and fill all the fields mentioned in the price bid. The quoted 

rates shall be inclusive of all the relevant taxes excluding GST. The GST shall be calculated 
automatically on the Gross Total and shown separately at the end in the BOQ sheet. The Net Total 
shall be the summation of the Gross Total and the GST. All the bidders should ensure that they are 
GST compliant and their quoted tax structure/rates are as per GST Law. 

15. Taxes: GST shall be levied as per prevailing rates. 
16.  Docu ments establish in g Good’s Conf ormi ty to Tender Enquiry d ocument.: 

16.1 The bidder shall provide in its tender the required as well as the relevant documents like 
technical data, literature, drawings etc. to establish that the goods and services offered in the 
tender, fully conform to the goods and services specified by the procuring entity in the tender 
documents. For this purpose, the bidder shall also provide a clause-by-clause commentary 
on the technical specifications and other technical details incorporated by the procuring 
entity in the tender documents to establish technical responsiveness of the goods and 
services offered in its tender. In case, there is any variation and/or deviation between the 
goods & services prescribed by the procuring entity and that offered by the bidder, the bidder 
shall list out the same in a chart form without ambiguity and provide the same along with 
its tender. 

16.2 If a bidder furnishes wrong and/or misguiding data, statement(s) etc. about technical 
acceptability of the goods and services offered by it, its tender will be liable to be ignored 
and rejected in addition to other remedies available to the procuring entity in this regard. 

17. Earnest Money Deposit (EMD): The Earnest Money is required to protect IUCAA against the 
risk of the bidder’s unwarranted conduct as amplified under GCC. 
17.1 The amount of EMD will be Rs. 9,00,000/- (Rs. Nine Lacs Only). 
17.2  A tender fee of Rs. 2000/- plus 18% GST, totaling Rs. 2360/-, must be paid at the time of 

tender submission.  
17.3 The EMD and tender fee shall be denominated in Indian Rupees. 
17.4 Scanned copy of the EMD and tender fee paid receipt (as the case may be) must be 

uploaded along with the Technical Bid. 
17.5 The EMD shall be furnished through NEFT/RTGS only. IUCAA’s bank details for the 

purpose of payment of EMD are as follows: - 
Name of the Beneficiary: Inter-University Centre for Astronomy & Astrophysics 
Bank Account Number - 98060100000188 
Nature of Bank Account - Savings Bank Account, 

mailto:tenders.estate@iucaa.in
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MICR NO. - 411012053 Name of the Bank - Bank of Baroda Address 
of the branch - Bank of Baroda, IUCAA Extension counter, Pune 
University Campus, Pune - 411007. 
Bank Branch Code – EXTPOO, 
IFSC Code- BARB0EXTPOO, Swift Code - BAR B IN BB PCB 

17.6 Unsuccessful bidder's earnest money shall be returned to them without any interest after 
issuing the work order / LOI to the successful bidder. In case of the bidder whose offer is 
accepted, the EMD shall be converted into Security Deposit. [Please refer Section III, 
Clause 26, for further details on Security Deposit.] 

17.7 EMD of a bidder will be forfeited, if the bidder withdraws or amends their bid or impairs or 
derogates from the tender in any respect within the period of validity of their tender. The 
successful bidder’s earnest money shall be forfeited, if they fail to furnish the balance 
amount of Performance security within the aforementioned period. 

17.8 Micro and Small Enterprises (MSEs) are provided tender documents free of cost and are 
exempted from payment of earnest money, subject to furnishing of relevant valid certificate 
for claiming exemption. MSEs must provide proof of their being registered as MSE 
(indicating the terminal validity date of their registration) for the item tendered, with any 
agency mentioned in the notification of the Ministry of Micro, Small and Medium 
Enterprises (Ministry of MSME), indicated on the website of MSME. 

17.9 Security Deposit will be released upon completion of all contractual obligations including 
Defect Liability Period + 60 days. 

18. Tender Validity: 
18.1 The Bids shall remain valid for acceptance for a period of 90 days from the date of tender 

opening prescribed in the tender document. Any bid valid for a shorter period shall be treated as 
unresponsive and rejected summarily. 

18.2 In exceptional cases, the bidders may be requested by IUCAA to extend the validity of their 
bids up to a specified period. Such request(s) and responses thereto shall be conveyed by e- 
mail followed by registered-post/courier. In all such cases the bidders will (i) have to extend  
the bid validity without any change or modification in their original tender and 
(ii) extend the validity period of the EMD accordingly. However, EMDs of those bidders 
who express their inability to do so shall not be forfeited and their bids shall not be 
considered for further process. 

18.3 In case the day up to which the tenders are to remain valid falls on/ is subsequently declared as 
a holiday or closed day for IUCAA the tender validity shall automatically be extended up 
to the next working day. 

19. Withdrawal of Tender: No tender should be withdrawn after the deadline for submission of 
tender and before expiry of the tender validity period. If a bidder withdraws the tender during this 
period, it will result in forfeiture of the earnest money furnished by the bidder in its tender. 

20. Preparation of Bids: 
20.1 For preparation of bids, the bidders shall search the tender from published tender list 

available  on  site  and  download  the  complete  tender  document  and  shall  consider 
corrigendum issued, if any, before submitting their bids. After selecting the tender document, 
the same shall be moved to the ‘My favorite’ folder of bidders account from where bidder 
can view all the details of the tender document. 

20.2 Bidder shall go through the tender document carefully to understand the documents required to 
be submitted as part of the bid. Bidders shall note the number of covers in which the bid 
documents have to be submitted, the number of documents – including the names and 
content of each of the document that need to be submitted. Any deviations from these may 
lead to rejection of their bid. 

20.3 Any pre-bid clarifications if required, then same may be obtained online through the tender 
site, or through the contact details given in the tender document. 

20.4 Bidders should get ready in advance the bid documents in the required format 
(pdf/xls/rar/dwf/jpg formats) to be submitted as indicated in the tender document/schedule. 
Bid documents may be scanned with 100 dpi with black and white option which helps in 
reducing size of the scanned document. 
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20.5 Bidders can update well in advance, the documents such as experience certificates, annual 
report, PAN, GST & other details etc., under “My Space / Other Important Document” 
option, which can be submitted  as  per  tender  requirements.  This  will  facilitate  the bid 
submission process faster by reducing upload time of bids. 

20.6 The tender documents may be downloaded from http://eprocure.gov.in/eprocure/app till the 
last date of submission of tender. The Tender must be submitted online through CPP Portal  
http://eprocure.gov.in/eprocure/app 

20.7 The bidder should submit the bid online in two parts viz. Technical Bid and Financial 
Bid.  Technical Bid in cover-1 & Financial Bid in “.xls” format in Cover-2. 

21. Submission of Technical and Financial Bids: 
21.1 All pages of the bid (except for un-amended printed literature) shall be initialed by the person 

or persons signing the bid. The bidder's name stated on the proposal shall be the exact legal 
name of the firm. 

21.2 Any other condition or guideline for submission of the bids shall be notified by IUCAA if it 
finds necessary. 

21.3 IUCAA may, at its discretion, extend the deadline for the submission of bids by amending 
the bidding documents, in which case all rights and obligations of IUCAA and Bidder 
previously subject to the deadline will thereafter be subject to the deadline as extended. 

21.4 At any time prior to the deadline for submission of bids, IUCAA may, for any reason, 
whether at its own initiative or in response to a clarification requested by a prospective 
bidder, notify changes in the bidding documents through an amendment. 

21.5 The amendments, if any, shall be notified on the CPP portal and the amendments shall 
be binding on all the bidders. Hence, the bidders shall view the notification in complete 
before submitting their bids. 

21.6 The bidder responding to announcement shall be deemed to have read and understood 
the documents in complete. Where counter terms and conditions have been offered by 
the bidder, the same shall not be deemed to have been accepted by IUCAA, unless a 
specific written acceptance thereof is obtained. 

20.7 SUBMISSION OF BIDS: 
i. Bidder should log into CPP Portal well in advance for bid submission so that he/ she 

upload the bid in time i.e., on or before the bid submission time. Bidder will be 
responsible for any delay. 

ii. Bidder should submit the EMD as per the instructions specified  in  the  NIT  / tender 
document. The details of the EMD should tally with the details available in the 
scanned copy and the data entered during bid submission time. Otherwise, the 
uploaded bid will be rejected. 

iii. While submitting the bids online, the bidder shall read the terms & conditions (of 
CPP portal) and accept the same in order to proceed further to submit their bid. 

iv. Bidder shall digitally sign and upload the required bid documents one by one as 
indicated  in the tender document. 

v. Bidders shall note that the very act of using Digital Signature Certificate (DSC) for 
downloading the tender document and uploading their offers is deemed to be a 
confirmation that they have read all sections and pages of the tender document without 
any exception and have understood the complete tender document and are clear about the 
requirements of  the tender document. 

vi. Bid documents may be scanned with 100 dpi with black and white option which helps 
in reducing size of the scanned document. For the file size of less than 1 MB, the 
transaction uploading time will be very fast. 

vii. If price quotes are required in xls format, utmost care shall be taken for uploading 
Schedule of quantities & Prices and any change/ modification of the price schedule  
shall render it unfit for bidding. 
Bidders shall download the Schedule of Quantities & Prices, in .xls format and save 
it without changing the name of the file. Bidder shall quote their rate in figures in 
the appropriate cells, thereafter save and upload the file in financial bid cover (Price 
bid) only. 

http://eprocure.gov.in/eprocure/app
http://eprocure.gov.in/eprocure/app
http://eprocure.gov.in/eprocure/app
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If the template of Schedule of Quantities & Prices file is found to be 
modified/corrupted in the eventuality by the bidder, the bid will be rejected, 
including  forfeiture of EMD. 
The bidders are cautioned that uploading of financial bid elsewhere i.e. other than 
in cover 2 will result in rejection of the tender. 

viii. Bidders shall submit their bids through online e-tendering system to the Tender 
Inviting Authority (TIA) well before the bid submission end date & time (as per Server 
System Clock). The TIA will not be held responsible for any sort of delay or the 
difficulties faced during the submission of bids online by the bidders at the eleventh 
hour. 

ix. After the bid submission (i.e. after Clicking “Freeze Bid Submission” in the portal), the 
bidders shall take print out of system generated acknowledgement number and keep 
it as a record of evidence for online submission of bid, which will also act as an entry pass 
to participate in the bid opening. 

x. Bidders should follow the server time being displayed on bidder’s dashboard at the top 
of the tender site, which shall be considered valid for all actions of requesting, bid 
submission,  bid opening etc., in the e-tender system. 

xi. All the documents being submitted by the bidders would be encrypted using PKI 
(Public Key Infrastructure) encryption techniques to ensure the  secrecy  of  the data. The 
data entered cannot be viewed by unauthorized persons until the time of bid opening. 
The confidentiality of the bids is maintained using the secured Socket Layer 128-bit 
encryption technology. 

xii. Technical & Financial bids has to be uploaded on or before Bid Submission End Date 
& Time mentioned in the tender documents. 

20.8 Assistance to Bidders: 
i. Any queries relating to the tender document and the terms and conditions contained 

therein should be addressed to the Tender Inviting Authority for a tender or the 
relevant contract person indicated in the tender. The contact number for the IUCAA 
helpdesk is 020-25604134/36 between 10:30 hrs to 17:00 hrs. 

ii. Any queries relating to the process of online bid submission or queries relating to CPP 
Portal in general may be directed to the 24X7 CPP Portal Helpdesk. The 24 x 7 Help 
Desk Number 0120-4200462, 0120-4001002 and 0120-4001005. The helpdesk email id 
is support-eproc@nic.in 

iii. All interested eligible bidders are requested to submit their bids online on CPP Portal  
http://eprocure.gov.in/eprocure/app as per the criteria given in this document: 

a) Technical Bid should be upload online in cover-1. 
b) Financial Bid should be upload online in cover-2. 

Both Technical and Financial Bid covers should be placed online on the CPP Portal 
(http://eprocure.gov.in/eprocure/app). 

20.9 TECHNICAL BID (Cover-1): Signed and Scanned copies of the Technical bid 
documents as under must be submitted online on CPPP Portal: 
http://eprocure.gov.in/eprocure/app . List of Documents to be scanned and uploaded (Under 
Cover-1) within the period of bid submission Otherwise the tender is liable to be rejected.: 

i. Scanned Copy of EMD and tender fee paid receipt / MSE registration certificate 
(indicating the terminal validity date of their registration) 

ii. Scanned copy of duly filled Technical Bid form (Section I) along with supporting 
documents & commercial / legal terms & conditions with proper seal and signature of 
authorized person on each page of the bid submitted. 

iii. Scanned copy of Completion Certificate of valid registered contractor for One 
Institutional/ Similar type of SITC of Class 1000 and Class 10000 Cleanroom Facility 
Project Work of costing not less than Rs. 2.50 Crores in last five financial years Or 
Two Institutional/Similar type of SITC of Class 1000 and Class 10000 Cleanroom 
Facility Project Works of more than 2  Crores in last five financial years¸ Or Three 
Institutional/Similar type of SITC of Class 1000 and Class 10000 Cleanroom Facility 

mailto:support-eproc@nic.in
http://eprocure.gov.in/eprocure/app
http://eprocure.gov.in/eprocure/app
http://eprocure.gov.in/eprocure/app
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Project Work more than 1.80 Crores in last five financial years from Government / 
Semi Government/Public sector or reputed private bodies (in Form I). The contractor 
will have to produce a certificate from an officer not below the rank of Deputy Engineer, 
for the works pertaining to Govt. Dept. or Semi Govt. Institutes / Dept. or equivalent 
from their respective Heads. The details of ongoing works (Forms II). 

iv. Scanned copy of Abstract of work done (annual  financial  turnover) shall not be less 
than Rs 6.00 Cores (Rs. Six Crores) per annum in SITC of Class 1000 and Class 10000 
Cleanroom Facility during last three financial years (i.e. 23-24, 24-25, 25-26) (Form III). 
The work done certificates issued by Govt./Semi Govt./Reputed private bodies to be 
attached in support of turnover. The certificate shall have name of work, date of start, 
date of completion and amount of work done of in last five financial years as above. The 
turnover certified by chartered accountant shall not be accepted. Income tax returns 
certificate should be attached. 

v. Scanned copy of duly filled Undertaking / Acceptance Letter (Form III). 
vi. Scanned copies of the duly filled Declaration Form (Form IV& VI) & Form V. 
vii. Scanned copy of valid Dealership Certificate of VRV/VRF unit from OEM minimum 

five years in one brand only. 
viii. Scanned copy of Partnership Deed/Certificate of Registration in case of Pvt. Ltd. 

Company with list of Directors, their names and address with telephone numbers, if the 
tenderer is a partnership firm / Pvt. Ltd. Company, Power of Attorney / Resolution of Board 
of Director’s for authorized signatory. 

ix. Scanned copy of Declaration regarding any ongoing disputes/litigations (or any history 
thereof) with respect to any work executed / being executed by the tenderer with details of 
disputes/litigations, if applicable 

x. Scanned copy of make of goods/items offered as per approved make list.  
xi. Scanned copy of Compliance sheets Annexures  - 01 to 16. 
xii. Scanned documents of all eligibility criteria should be attached Copy of work orders, 

ESI, PF, GST, PAN, Shop Act License, IT returns etc. 
 

20.10 FINANCIAL BID (Cover-2): 
i. The currency of all quoted rates shall be Indian Rupees. 

ii. In preparing the financial bids, bidders are expected to consider the requirements and 
conditions laid down in this Tender document. The financial bids should be uploaded 
online  as per  the specified “.xls” format i.e. Price Bid Excel sheet attached as 
‘.xls’ with the tender and based on the scope of work, service conditions and other terms 
of the tender document. It should include all costs associated with the Terms of 
Reference/Scope of Work of the assignment. 

22. Tender Opening: 
22.1 IUCAA will open the tenders at the specified date and time and at the specified place 

as indicated. In case the specified date of tender opening falls on declared holiday or closed 
day for the purchaser, the tenders will be opened at the appointed time and place on 
the next working day. 

22.2 In the case of two-bid system mentioned above, the technical bids are to be opened in 
the first instance, at the prescribed time and date. These bids shall be scrutinized and 
evaluated by the competent authority / committee with reference to parameters prescribed 
in the tender document. Thereafter, in the second stage, the financial bids of only the 
technically qualified / acceptable offers (as decided in the first stage) shall be opened 
for further scrutiny and evaluation by giving an advance intimation to the technically 
successful bidders. IUCAA reserves the right to select the vendor on the basis of past 
performance and experience of the firm. The decision of IUCAA shall be final and 
representation of any kind shall not be entertained on the above. IUCAA shall have no 
obligation to convey reason for rejection of any bid. 

23. Preliminary Scrutiny of Tenders: 
23.1 The tenders will first be scrutinized to determine whether they are complete and meet the 
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essential and important requirements, conditions etc. as prescribed in the tender enquiry 
document. The tenders, which do not meet the basic requirements, are liable to be treated as 
unresponsive and shall be ignored. 

23.2 The following are some of the important aspects, for which a tender may be treated to be 
unresponsive and shall be ignored; 
a) Incomplete tender documents, absence of the firm's stamp and signature on tender 

documents. 
b) Tender is submitted without necessary supporting papers 
c) Tender validity is shorter than the required period. 
d) Required EMD has not been provided/paid. 
e) Bidder has not agreed to give the required performance security. 
f) Bidder has not agreed to essential condition(s) specially incorporated in the tender 

enquiry. 
g) Tender is conditional tender. 

24. Minor Informality /Irregularity /Non-Conformity: If during the preliminary examination, 
IUCAA finds any minor informality or irregularity or non-conformity in a tender, IUCAA may 
waive the same, provided it does not constitute any material deviation or financial impact and, 
also, does not prejudice or affect the ranking order of the bidders. In case, if IUCAA conveys its 
observation on such ‘minor’ issues to the bidder by asking the bidder to respond by a specified 
date, and the bidder does not reply by the specified date or gives evasive reply without clarifying 
the point at issue in clear terms, such tender will be liable to be ignored. 
If IUCAA observed, that contractor had inadvertently missed out to submit some documents 
asked in the technical bid form, then IUCAA may ask contractor to submit the same. IUCAA may 
convey its observation on such ‘minor’ issues to the bidder by registered/speed post/email/fax etc. 
asking the bidder to respond by a specified date. If the bidder does not reply by the specified date 
or gives evasive reply without clarifying the point at issue in clear terms, such tender shall be 
liable to be rejected/ignored. 

25. Code of Integrity in Public Procurement; Misdemeanors and Penalties:- 
25.1 Code of Integrity: Procuring authorities as well as bidders, suppliers, contractors, and 

consultants - should observe the highest standard of ethics and should not indulge in 
following prohibited practices, either directly or indirectly, at any stage during the Tender 
Process or during the execution of resultant contracts: 

(1)“Corrupt practice” - making offer, solicitation or acceptance of a bribe, reward or gift 
or any material benefit, in exchange for an unfair advantage in the Tender Process or to 
otherwise influence the Tender Process; 

(2)“Fraudulent practice” - any omission or misrepresentation that may mislead or 
attempt to mislead so that financial or other benefits may be obtained or an obligation 
avoided. Such practices include a false declaration or false information for participation 
in a tender process or to secure a contract or in the execution of the contract; 

(3)“Anti-competitive practice” - any collusion, bid-rigging or anti-competitive 
arrangement, or any other practice coming under the purview of the Competition Act, 
2002, between two or more bidders, with or without the knowledge of the Procuring 
Entity, that may impair the transparency, fairness, and the progress of the Tender 
Process or to establish bid prices at artificial, non-competitive levels; 

(4)“Coercive practice” - harming or threatening to harm persons or their property to 
influence their participation in the Tender Process or affect the execution of a contract; 

(5)“Conflict of interest” – participation by a bidding firm or any of its affiliates who are 
either involved in the Consultancy Contract to which this procurement is linked; or if 
they are part of more than one bid in the procurement; or if their personnel have a 
relationship or financial or business transactions with any official of procuring entity 
who are directly or indirectly related to tender or execution process of contract; or 
improper use of information obtained by the (prospective) bidder from the Procuring 
Entity with an intent to gain unfair advantage in the Tender Process or for personal 

gain; 
(6)“Obstructive practice” - materially impede procuring entity’s investigation into 
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allegations of one or more of the above mentioned prohibited practices either by 
deliberately destroying, falsifying, altering; or by concealing of evidence material to 
the investigation; or by making false statements to investigators and/ or by coercive 
practices mentioned above, to prevent it from disclosing its knowledge of matters 
relevant to the investigation or from pursuing the investigation; or by impeding the 
procuring entity’s rights of audit or access to information; 

25.2 Obligations for Proactive Disclosures: 
a) Procuring authorities, bidders, suppliers, contractors, and consultants are obliged under 

this Code of Integrity to suo-moto proactively declare any conflict of interest (coming 
under the definition mentioned above - pre-existing or as and as soon as these arise at 
any stage) in any Tender Process or execution of the contract. Failure to do so shall 
amount to a violation of this code of integrity. 

b) Any bidder must declare, whether asked or not in a bid-document, any previous 
transgressions of such code of integrity during the last three years or of being under any 
category of debarment by the Central Government or by the Ministry/ Department of 
the Procuring Organisation from participation in Tender Processes. Failure to do so 
shall amount to a violation of this code of integrity. 

26. Misdemeanors and Penalties: The following shall be considered misdemeanors - if a bidder/ 
contractor either directly or indirectly, at any stage during the Tender Process or during the 
execution of resultant contracts: 

i. violates the code of Integrity mentioned herein or the Integrity Pact, if included in the 
Tender/ Contract; 

ii. has been convicted of an offence: 
a) under the Prevention of Corruption Act, 1988; or 
b) the Indian Penal Code or any other law for the time being in force for causing any loss 

of life or property or causing a threat to public health as part of the execution of a public 
procurement contract. 

iii. It is determined by the Government of India to have doubtful loyalty to the country or 
national security consideration. 

iv. Employs a government servant, who has been dismissed or removed on account of 
corruption or employs a non-official convicted for an offence involving corruption or 
abetment of such an offence, in a position where he could corrupt government servants or 
employs a government officer within one year of his retirement, who has had business 
dealings with him in an official capacity before retirement. 

27. Penalties for Misdemeanors: Without prejudice to and in addition to the rights of the procuring 
entity to other remedies as per the Tender-documents or the contract, if the procuring entity 
concludes that a (prospective) bidder/ contractor directly or through an agent has violated this 
code of integrity or committed a misdemeanor in competing for the tender or in executing a 
contract, the procuring entity shall be entitled to take appropriate measures, including the 
following: 
(a) if his bids are under consideration in any procurement: 

➢ Enforcement of Bid Securing Declaration in lieu of forfeiture or encashment of Bid 
Security. 

➢ calling off of any pre-contract negotiations, and; 
➢ rejection and exclusion of Bidder from the Tender Process 

(b) if a contract has already been awarded: 
➢ Termination of Contract for Default and availing all remedies prescribed thereunder; 
➢ Encashment and/ or Forfeiture of any contractual security or bond relating to the 

procurement; 
➢ Recovery of payments including advance payments, if any, made by the procuring 

entity along with interest thereon at the prevailing rate (MIBID - Mumbai Interbank 
Bid Rate); 

(c) Remedies in addition to the above: In addition to the above penalties, the procuring entity 
shall be entitled, and it shall be lawful on his part to: 
➢ File  information  against  Bidder  or  any  of  its  successors,  with  the  Competition 
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Commission of India for further processing, in case of anti-competitive practices; 
➢ Initiate proceedings in a court of law against Bidder or any of its successors, under the 

Prevention of Corruption Act, 1988 or the Indian Penal Code or any other law for 
transgression not addressable by other remedies listed in this sub-clause. 

➢ Remove Bidder or any of its successors from the list of registered suppliers for a period 
not exceeding three years. Suppliers removed from the list of registered bidders or their 
related entities may be allowed to apply afresh for registration after the expiry of the 
period of removal. 

➢ Initiation of suitable disciplinary or criminal proceedings against any individual or staff 
found responsible. 

25. Opening of Financial bids: 
25.1 The Financial bids of all eligible, technically qualified and shortlisted bidders will be opened. 

The date and time of opening of financial bids shall be informed only to the shortlisted 
bidders. 

25.2 IUCAA- reserves the right to accept the offer in full or in parts or reject summarily or partly & 
cancel the bid without giving any reason. 

26.  Bidder’s capability to perform the contract: 
26.1 IUCAA, through the above process of tender scrutiny and tender evaluation will determine to 

its satisfaction whether the bidder, whose tender has been determined as the lowest 
evaluated responsive tender is eligible, qualified and capable in all respects to perform the 
contract satisfactorily. 

26.2 The above-mentioned determination will, inter alia, consider the bidder’s financial, 
professional capabilities for satisfying all the requirements of IUCAA as incorporated in the 
tender document. Such determination will be based upon scrutiny and examination of all 
relevant data and details & supporting document submitted by the bidder in its tender as well 
as such other allied information as deemed appropriate by IUCAA. 

27. Notification of Award: IUCAA will notify the successful bidder that its tender for construction of 
building, has been accepted. The notification of award shall constitute the conclusion of the 
contract. IUCAA will inform the successful bidder in due course by e-mail. 

28. Issue of Contract: After notification of award, IUCAA will send the duly executed contract/work 
order to the successful bidder by email/registered/speed post etc. The successful bidder shall return a 
copy of the order, duly executed and dated, to IUCAA in person / by registered / speed post / 
courier within fifteen days of receipt of the same from IUCAA, failing which IUCAA may treat the 
contract to be repudiated. 

29. Taxes and Duties, Fees etc.: Bidder shall be entirely responsible for payment of all taxes, duties, 
fees, levies, applicable cess etc. during the contract period. 

30. ESI, PF & other regulatory rules & laws: Agency has to cover his workers & staff under ESI & 
PF scheme and comply with local laws & statutes dealing with employment of persons necessary 
reports to be submitted. 

31. Security Deposit (SD): SD will be 5 % of the accepted tender value. EMD will be converted in to 
the SD and balance amount of SD will be recovered from first 4 RA bill in equal installments. 
Security Deposit will be refunded to the vendor on completion of all contractual obligations 
including the Defect Liability Period + 60 days. 

32. Performance Guarantee / Performance Bank Guarantee: Within 21 days from the date of 
receipt of letter of intent/Work Order, the successful bidder shall submit a Performance Security 
for 3% amount of the accepted contract value. The PG shall be paid through NEFT/RTGS/PBG. 
Photo copy of transaction ID or UTR no. must be provided. In the event of any amendment issued to 
the contract, the bidder shall, within 21 days of issue of the amendment, furnish the performance 
guarantee of the corresponding amendment value, rendering the same valid in all respects in terms of 
the contract, as amended. If bidder fails to submit balance performance guarantee amount within 
21 days, from the date of award of Contract / Work Order / Amendment, there shall be a penalty 
of Rs. 5000/- per day (Rupees Five thousand only per day) up to a maximum of 5% of the 
WO/Contract value. 

32.1 Subject to above, IUCAA will release the performance guarantee without any interest to 
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the bidder after satisfactory completion of work. 
32.2 Failure of the successful bidder in providing performance guarantee and/ or returning 

contract copy duly signed in terms of GCC above shall make the bidder liable for 
forfeiture of its EMD and, also, for further actions by IUCAA against it. 

32.3 If the bidder furnishes Performance Bank Guarantee to IUCAA for an amount equal to 
three per cent (3%) of the total value of the contract valid up to contract period 
(satisfactory completion of work), then the amount of Performance Guarantee will be 
refunded. Performance Bank Guarantee must be issued by a Nationalized Bank in 
India and in the prescribed form. 

32.4 In the event of any loss due to bidder’s failure to fulfill its obligations in terms of the 
contract, the amount of the performance guarantee shall be payable to IUCAA to 
compensate for the same. IUCAA shall have the right to deduct full or part of the 
performance guarantee and shall refund the balance amount, if any, to the Agency on the 
termination/completion of the  term of the Contract. 

33. Payment: 
33.1 The payment will be made as per the exact measurement basis. 
33.2 The minimum running (R.A) certified bill value shall be of minimum Rs 30/- Lakhs. To 

accelerate the pace of work, IUCAA will release an ad-hoc payment of 75% against the RA 
bill submitted by the contractor and duly evaluated. This advance amount will be adjusted 
at the time of final certification of the RA bill.  The final bill payment will be made within 
30 days after satisfactory completion of the work and issue of Consultant’s and PMC 
certificate. All payments shall be made through RTGS/NEFT/LC. 

33.3 GST will be paid as per prevailing rates, TDS & other taxes will be recovered as per 
prevailing rates of Income tax act. 

33.4 Payment of Wages and other conditions of employment of workers should be not inferior to 
as stipulated in the Minimum Wages Act. All formalities and procedures prescribed under 
the Contract Labour Act, Minimum Wages Act and other related acts should be strictly 
adhered to IUCAA’s responsibility as Principle Employer should be fully protected. The 
necessary legal registers, forms, returns, and liaison with local (concerned authorities) etc. 
required as per the law of the land are to be maintained by the Agency and should be made 
available for inspection by the Inter-University Centre for Astronomy and Astrophysics at 
any time. The Agency will have its workers covered under ESI, PF and other Acts as 
applicable from time to time at its own cost. 

34. Termination and Penalty/Liquidated Damage (LD) : It shall be the primary responsibility of 
the contractor that work contract is executed as per terms and conditions stipulated under this 
contract to the complete satisfaction of IUCAA. If the completion of project is delayed beyond 
stipulated time period, then the penalty shall be applicable at the rate of 0.5% per week of 
incomplete project cost, up-to maximum of 5% of the work order value. In extreme cases, IUCAA 
may issue show cause notice to Agency giving 15 (fifteen) days for  improvement, failing which 
the work contract shall be liable to be terminated along with forfeiture of the performance guarantee. 
Decision of IUCAA in this regard shall be treated as final and binding on the Agency. If the Agency 
refuses to carry out the work under this contract at any stage before the expiry of the period of 
contract, the work contract shall be liable to be terminated by IUCAA without giving any notice 
along with forfeiture of the performance guarantee. In such situations IUCAA may get the work 
done from any other person/firm at the risk and cost of the Agency till new contract is awarded 
or 60 days period whichever is earlier. An expenditure so incurred by IUCAA shall be deducted 
from the payments due to the Agency. 

34.1 Termination for insolvency: If the bidder is declared by any competent authority/court as 
bankrupt or otherwise insolvent, the contract shall be deemed to be terminated from the date 
of such declaration however, such termination will not prejudice or affect the rights and 
remedies which have accrued and / or will accrue thereafter to IUCAA. 

34.2 Termination for convenience: IUCAA reserves the right to terminate the contract, in whole or 
in part, by serving written notice to the bidder at any time during the currency of the 
contract. The notice shall specify that the termination is for the convenience of IUCAA. The 
notice shall also indicate inter alia, the extent to which the bidder’s performance under the 
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contract is terminated, and the date with effect from which such termination will become 
effective. 
The goods and services which are complete and ready in terms of the contract for delivery 
and performance within thirty days after the bidder’s receipt of the notice of termination may 
be accepted by IUCAA following the contract terms, conditions and prices. For the remaining 
goods and services, IUCAA may decide: 

a) to get any portion of the balance completed and delivered at the contract terms, 
conditions and prices; and / or 

b) to cancel the remaining portion of the goods and services and compensate the bidder 
by paying an agreed amount for the cost incurred by the bidder towards the remaining 
portion  of the goods and services. 

34.3 IUCAA, reserves the right to terminate the said contract at any time on the ground of 
ineffective services rendered by the agency. IUCAA will be the sole judge to determine the 
facts. 

35. Force Majeure: Notwithstanding the provisions contained in tender document clauses, the bidder 
shall not be liable for imposition of any such sanction so long the delay and/or failure of the bidder in 
fulfilling its obligations under the contract is the result of an event of force majeure. 

35.1 For purposes of this clause, force majeure means an event beyond the control of the bidder 
and not involving the bidder’s fault or negligence and which is not foreseeable. Such events 
may include, but are not restricted to, acts of IUCAA either in its sovereign or contractual 
capacity, wars or revolutions, hostility, acts of public enemy, civil commotion, sabotage, 
fires, floods, explosions, epidemics, quarantine restrictions, strikes, lockouts, and freight 
embargoes. 

35.2 If a force majeure situation arises, the bidder shall promptly notify IUCAA in writing of such 
conditions and the cause thereof within twenty-one days of occurrence of such event. Unless 
otherwise directed by IUCAA in writing, the bidder shall continue to perform its obligations 
under the contract as far as reasonably practical, and shall seek all reasonable alternative 
means for performance not prevented by the force majeure event. 

35.3 If the performance in whole or in part or any obligation under this contract is prevented or 
delayed by any reason of force majeure for a period exceeding sixty days, either party may at 
its option terminate the contract without any financial repercussion on either side. 

35.4 In case due to a force majeure event IUCAA is unable to fulfill its contractual commitment 
and responsibility, IUCAA will notify the bidder accordingly and subsequent actions taken 
on similar lines described in above sub-paragraphs. 

36. Settlement of Disputes: 
36.1 Any dispute arising out of the terms of this contract or in the interpretation of any clause 

herein shall be settled by mutual discussion between the nominated authorities of IUCAA 
and the Agency or their authorized representatives. The Director of IUCAA will be the final 
authority in resolving such disputes. 

36.2 In the event of a dispute or difference which cannot be resolved by mediation, the same shall 
be referred to an Arbitration Tribunal consisting of three members. Either party shall give 
notice to the other regarding its decision to refer the matter to arbitration. Within 30 days of 
such notice, one Arbitrator shall be nominated by each party and the Umpire Arbitrator shall 
be nominated by agreement between the parties to this agreement. The venue of the 
arbitration will be Pune. Subject to the aforesaid, the Arbitration and Conciliation Act, 1996 
with amendments and the rules there under and any statutory modification thereof for the 
time being in force shall apply to the Arbitration proceedings. 

37. Governing language: The contract shall be written in English language following the provision as 
contained in tender document. All correspondence and other documents pertaining to the 
contract, which the parties exchange, shall also be written accordingly in English language. 

38. Applicable Law: The contract shall be interpreted in accordance with the laws of India. 
39. Contacting IUCAA Authorities: No bidder shall contact any of the IUCAA authorities on any 

matter relating to their bid, from the time of the opening of the bids to the time the contract is 
awarded. 
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40. Committee Duly Constituted by IUCAA Reserves the Right to Accept any Bid and to Reject 
Any or All Bids: A committee duly constituted by IUCAA reserves the right to reject, accept or 
prefer any bid and to annul the bidding process and reject all bids at any time prior to award of 
contract, without thereby incurring any  liability  to  the  affected  bidder  or bidders or any 
obligation to inform the affected bidder or bidders of the ground for its actions and decisions. 
IUCAA also reserves the right to accept any bid in part or split the contract between two or more 
bidders. 

41. Eligibility of bidders from specified countries: Orders issued by the Government of India 
restricting procurement from bidders from certain countries that share a land border with India 
shall apply to this procurement. 

(1) Any bidder from a country that shares a land border with India (https://mea.gov.in/india-
and- neighbours.htm ), excluding countries as listed on the website of the Ministry of External 
Affairs (http://meadashboard.gov.in/indicators/92), to which the Government of India has 
extended lines of credit or in which the Government of India is engaged in development projects 
(hereinafter called ‘Restricted  Countries’)  shall  be  eligible  to  bid  in  this  tender  only  if  
Bidder  is  registered (https://dipp.gov.in/sites/default/files/Revised-Application-Format-for-
Registration-of-Bidders-  15Oct2020.pdf) with the Registration Committee constituted by the 
Department for Promotion of Industry and Internal Trade (DPIIT). Bidders shall enclose the 
certificate in this regard from appropriate Government of India authority. 
In Bids for Turnkey contracts, including Works contracts, the successful bidder shall not be 
allowed to sub-contract works to any contractor from such Restricted Countries unless such 
contractor is similarly registered. 
If Bidder has proposed to sub-contract Services or incidental Goods directly/ indirectly from the 
vendors from such countries, such bidder/vendor shall be required to be registered with the 
Competent Authority. However, if Bidder procures raw material, components, and sub-assemblies 
from such countries' vendors, such vendors shall not require registration. 
"Bidder from such Restricted Countries" means: - 

(i) An entity incorporated, established, or registered in such a country; or 
(ii) A subsidiary of an entity incorporated, established, or registered in such a country; or 
(iii) An  entity  substantially  controlled  through  entities  incorporated,  established,  or 

registered in such a country; or 
(iv) An entity whose beneficial owner is situated in such a country; or 
(v) An Indian (or other) agent of such an entity; or 
(vi) A natural person who is a citizen of such a country; or 

(vii) A consortium/ joint venture where any member falls under any of the above 
(2)The beneficial owner shall mean: 

 In a company or Limited Liability Partnership, the beneficial owner is the natural person(s). 
Whether acting alone or together or through one or more juridical persons, controlling 
ownership interest or exercises control through other means. 

Explanation- 
"Controlling ownership interest" means ownership of or entitlement to more than twenty- 
five percent of the company's shares or capital or profits. 
“Control” shall include the right to appoint a majority of the directors or to control the 
management or policy decisions including by virtue of their shareholding or management 
rights or shareholder agreements or voting agreements; 

(a) In the case of a partnership firm, the beneficial owner is the natural person(s) who, whether 
acting alone or together or through one or more juridical persons, has ownership of 
entitlement to more than fifteen percent of capital or profits. 

(b) In case of an unincorporated association or body of individuals, the beneficial owner is the 
natural person(s), who, whether acting alone or together or through one or more juridical 
person, has ownership of or entitlement to more than fifteen percent of the property or 
capital or profits of such association or body of individuals; 

(c) Where no natural person is identified under (a) or (b) or (c) above, the beneficial owner is 
the relevant natural person who holds the position of senior managing official. 

(d) In case of a trust, the identification of beneficial owner(s) shall include identification of 

https://mea.gov.in/india-and-neighbours.htm
https://mea.gov.in/india-and-neighbours.htm
https://mea.gov.in/india-and-neighbours.htm
http://meadashboard.gov.in/indicators/92
https://dipp.gov.in/sites/default/files/Revised-Application-Format-for-Registration-of-Bidders-15Oct2020.pdf
https://dipp.gov.in/sites/default/files/Revised-Application-Format-for-Registration-of-Bidders-15Oct2020.pdf
https://dipp.gov.in/sites/default/files/Revised-Application-Format-for-Registration-of-Bidders-15Oct2020.pdf
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the author of the trust, the trustee, the beneficiaries with fifteen percent or more interest in 
the trust and any other natural person exercising ultimate effective control over the trust 
through a chain of control or ownership. 

42. Public Procurement (Preference to Make in India), Order 2017:   
This Institute is following and abide with the Public Procurement (Preference to Make in India), 
Order2017, DIPP, MoCI Order No. P-45021/2/2017-B.E.II dated 15th June 2017 and subsequent 
amendments to the order. Accordingly, preference will be given to the Make in India products while 
evaluating the bids, subject to technically qualifying & meeting the Institute’s technical 
requirements. however, it is the sole responsibility of the bidder(s) to specify the product quoted by 
them is of Make in India product along with respective documentary evidence as stipulated in the 
aforesaid order and the quality as mentioned in the tender in the technical bid itself. 
a) IUCAA Pune shall compare all substantially responsive bids to determine the lowest valuated 

bid. This Institute is following and abide with the Public Procurement (Preference to Make in 
India), Order 2017, DIPP, MoCI Order No. P45021/2/2017-B.E.II dated 15th June 2017 and its 
subsequent amendments. Accordingly, preference will be given to the Make in India products 
while evaluating the bids, however, it is the sole responsibility of the bidder(s) to specify the 
product quoted by them is of Make in India product along with respective documentary 
evidence as stipulated in the aforesaid order in the technical bid itself. 

b) As per the above order and its subsequent amendments “Local Content” means the amount of 
value added in India which shall be value of the item procured (excluding net domestic indirect 
taxes) minus the value of the imported content in the item (including all the custom duties) as a 
proportion of the total value, in percent. Accordingly, the suppliers will be classified in 
following categories. 

i. Class I local Supplier – has local content equal to more than 50% 
ii. Class II local Supplier – has local content more than 20% but less than 50% 

c) Verification of Local Content: The Class I Local Supplier /Class II Local Supplier/Non-Local 
Supplier at the time of bidding shall be required to indicate the percentage of local content and 
provide self-certification that the items offered meet the local content requirement. The details 
of the location(s) at which the local value addition is made also needs to be specified. 

d) Procedure for Purchase Preference to ‘Class-I local supplier’ in procurement of goods or 
works which are divisible in nature: NOT APPLICABLE FOR THE SUBJECT 
TENDER 

i) Among all qualified bids, the lowest bid will be termed as L1. If L1 is ‘Class-I local 
supplier’, the contract for full quantity will be awarded to L1.   If L1 bid is not a ‘Class-
I local supplier’, 50% of the order quantity shall be awarded to L1. Thereafter, the lowest 
bidder among the ‘Class-I local supplier’, will be invited to match the L1 price for the 
remaining 50% quantity subject to the Class-I local supplier’s quoted price falling within 
the margin of purchase preference, and contract for that quantity shall be awarded to 
such ‘Class-I local supplier’ subject to matching the L1 price. 

ii) In case such lowest eligible ‘Class-I local supplier’ fails to match the L1 price or accepts 
less than the offered quantity, the next higher ‘Class-I local supplier’ within the margin 
of purchase preference shall be invited to match the L1 price for remaining quantity and 
so on, and contract shall be awarded accordingly. 

iii) In case some quantity is still left uncovered on Class-I local suppliers, then such balance 
quantity may also be ordered on the L1 bidder. 

e) Procedure for Purchase Preference to ‘Class-I local supplier’ in procurement of goods 
or works which are not divisible in nature and in procurement of goods/services/works 
where the bid is evaluated on price alone: APPLICABLE FOR THE SUBJECT 
TENDER 
i) Among all qualified bids, the lowest bid will be termed as L1. If L1 is ‘Class-I local 

supplier’, the contract will be awarded to L1. 
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ii) If L1 is not ‘Class-I local supplier’, the lowest bidder among the ‘Class-I local supplier’, 
will be invited to match the L1 price subject to Class-I local supplier’s quoted price 
falling within the margin of purchase preference, and the contract shall be awarded to 
such ‘Class-I local supplier’ subject to matching the L1 price. 

iii) In case such lowest eligible ‘Class-I local supplier’ fails to match the L1 price, the ‘Class- 
I local supplier’ with the next higher bid within the margin of purchase preference shall 
be invited to match the L1 price and so on and contract shall be awarded accordingly. 

iv) In case none of the ‘Class-I local supplier’ within the margin of purchase preference 
matches the L1 price, the contract may be awarded to the L1 bidder. 

In case of procurement in excess of Rs.10 crores, the suppliers shall be required to provide the certificate 
from the statutory auditor or cost auditor of the company giving the percentage of local content. 

 
Note: In case a complaint is received by the procuring agency or the concerned Ministry/Department 
against the claim of a bidder regarding local content/ domestic value addition in an electronic product, 
the same shall be referred to STQC. 
Any complaint referred to IUCAA PUNE shall be disposed of within 4 weeks. The bidder shall be 
required to furnish the necessary documentation in support of the domestic value addition claimed in an 
electronic product to IUCAA PUNE. If no information is furnished by the bidder, such laboratories may 
take further necessary action, to establish the bonfires of the claim. 
A complaint fee of Rs.2 Lakh or 1% of the value of the domestically manufactured electronic products 
being procured (subject to a maximum of Rs. 5 Lakh), whichever is higher, to be paid by Demand Draft 
to be deposited with IUCAA PUNE. In case, the complaint is found to be incorrect, the complaint fee 
shall be forfeited. In case, the complaint is upheld and found to be substantially correct, deposited fee of 
the complainant would be refunded without any interest. 
False declarations will be in breach of the Code of Integrity under Rule 175(1)(i)(h) of the General 
Financial Rules for which a bidder or its successors can be debarred for up to two years as per Rule 151 
(iii) of the General Financial Rules along with such other actions as may be permissible under law. The 
bidders can be debarred for a period up to two years as, per Rule 151(iii) of GFR 2017, in case of false 
declaration. 
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SECTION-IV 
GENERAL RULES AND DIRECTIONS FOR THE GUIDANCE OF 

BIDDERS (FORM B-2) 
 
 

ITEM RATE TENDER AND CONTRACT FOR WORKS 
 

ESTATE EPARTMENT 
IUCAA, PUNE 

 
Name of Work: “SITC of Class 1000 and Class 10000 Cleanroom Facility of New IUCAA-2 
Building at IUCAA Pune.” 

GENERAL RULES AND DIRECTIONS FOR THE GUIDANCE OF 
CONTRACTORS. 

1. All works proposed to be executed by contract shall be notified in a B-2 (Item rate) form of 
invitation to tender pasted on a board hussng up in the office IUCAA, Pune - 7. 
This form will state the work to be carried out as well as the date for submitting and opening 
tenders, and the time allowed for carrying out the work, also the amount of the EMD to be 
deposited with the tender and the amount of security deposit to be deposited by the successful 
tenderer, and the percentage, if any, to be deducted from bills. It will also state whether a refund 
of a quarry fees, royalties, dues and ground rents will be granted. Copies of the specifications, 
designs and drawings, estimated rates, scheduled rates and any other documents required in 
connection with the work shall be signed by the IUCAA for the purpose of identification and 
shall also be open for inspection to contractors at the office of the Estate Manager office during 
office hours. 

Where the works are proposed to be executed according to the specifications recommended to a 
contractor and approved by a competent authority on behalf of the IUCAA, Pune such 
specifications with designs and drawings shall form part of the accepted tender. 

2. In the event of the tender being submitted by a firm, it must be signed separately by each partner 
thereof, and in the event of the absence of any partner, it shall be signed his behalf by a person 
holding a power of attorney authorizing him to do so. 

3. The IUCAA authority competent to dispose of the tender shall have the right of rejecting all or 
any of the tender. 

4. No receipt for any payment, alleged to have been made by a contractor in regard to any matter 
relating to his tender or the contract, shall be valid and binding on IUCAA of Pune unless it is 
signed by the Estate Manager. 

5. All works shall be measured net by standard measures and according to the rules and customs of 
the Public Works Department and their rates shall be without references to any local custom. 

6. Under no circumstances shall any contractor be entitled to claim enhanced rates for any items in 
this contract. 

7. All corrections and additions or pasted slips should be initialed. 
8. The measurements of work will be taken according to the usual methods as in use in 

P.W.D. Red Book / I.S. Codes and no proposals to adopt alternative methods will be accepted. 
The Engineer-in-charge decision as to what is the usual method in use in the Department will be  
final. 

9. Successful tenderer will have to produce PAN-Card, GST certificate issued by Income Tax 
Department otherwise their R.A. Bills will not be paid by the IUCAA, Pune 

10. The contractor will have to construct shade for storing controlled and valuable materials brought 
by the contractor at the work site, having double locking arrangements at contractor’s cost. The 
materials will be taken for use in the presence of the departmental person. No material will be 
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allowed to be removed from the site of works. 
11. The contractor will have to make his own security arrangement for the protection of material and 

the equipment. The owner security arrangement for the protection of material and the equipment. 
The owner /IUCAA will be not responsible for any theft. 

12. Tap off’s for temporary water and electricity shall be provided on site at single source (free of 
cost). The Contractor shall make its own arrangement thereafter from the Tap off’s for Works 
and all costs in relation thereto shall be borne solely by the Contractor. 

 
CONDITIONS FOR COVID & MALARIA ERADICATION ANTI MALARIA AND OTHER   

HEALTH MEASURES 
 
a. The anti-malaria and other health measures shall be as directed by the Joint Director (Malaria 

and Filarial) of Health Services, Pune. 
b. The contractor shall see that mosquito-genic conditions are not created so as keep vector 

population to minimum level. 
c. The Contractor shall carry out anti –malaria measures in the area as per guidelines prescribed 

under National Malaria Eradication Programme and as directed by the Joint Director (Malaria 
and Filarial) of Health Services, Pune. 

d. In case of default in caring out prescribed anti-malaria measures resulting in increase in 
malaria incidence, contractor shall be liable to pay to IUCAA the amount spent by the IUCAA 
on anti-malaria measures to control the situation in addition to fine. 

e. Contractor is expected to follow all guidelines of measures towards COVID prevention as per 
State and Central government guidelines, to be included in the quoted rates. No extra charges 
will be paid towards above measures. 

 

 
 
To ensure the specified quality of work which shall also include necessary surveys, temporary works 
etc., and the contractor shall prepare a quality assurance plan and get the same approved from the 
Engineer-in-charge within eight days from the date of work order. For this, contractor shall submit 
an organization chart of his technical personnel to be deployed on the work along with their 
qualification, job descriptions defining the functions of reporting, supervising inspecting and 
approving. The contractor shall also submit a list of tools, equipment’s and the machinery and 
instrumentation which he proposes to use for the construction and for testing in the field and/or in the 
laboratory and monitoring. The contractor shall modify/supplement the organization chart and the list 
of machinery, equipment etc. as per the direction of the Engineer-in-charge and shall deploy the 
personnel and equipment on the field as per the approved chart and list respectively. The contractor 
shall submit written method statements detailing his exact proposals of execution of the work in 
accordance with the specifications. He shall get these approved from the Engineer-in-charge. The 
quality of the work shall be properly documented through certificates, records, check-lists and logbooks 
of results etc. Such records shall be compiled from the beginning of the work and be continuously 
updated and supplemented and this shall be the responsibility of the contractor. The contractor shall 
prepare detailed completion shop/GA drawings. He shall also   prepare  and  submit  a  maintenance 
manual giving procedure for maintenance, with the period of maintenance works including 
inspections, tools and equipment to be used, means of accessibility for all parts of the structure. He shall 
also include in the manual, the specifications for maintenance work that would be appropriate for his 
design and technique of construction. This manual shall be submitted  within the contract period. 

QUALITY ASSURANCE AND MAINTENANCE 
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SECTION-V 
TECHNICAL SPECIFICATIONS (Electrical Work) 

 
ELECTRIC POWER DISTRIBUTION AND WIRING : 

 
1 Introduction 
The electric power will be received and distributed in a building, through following means:- 

 
(i) Cabling and switchgear to receive power. 
The building is divided into convenient number of parts, each part served by a 
rising main system to distribute power vertically/horizontally. 

 
(ii) Power flows from rising main through tap-off box to floor main board to final DBs 
and then to wiring. 

 
(iii) Dedicated circuit for different loads such as lighting, HVAC, power plug loads shall be provided, 
wherever possible. 

 
(iv) Rising main, which takes care of general lighting and power outlet load of the building, should 
have independent cables for lighting as well as power, wherever possible. Other loads like lifts, water 
pump sets, other motor loads are fed by independent cables of suitable capacity fed from properly 
designed essential/ nonessential LT power panels with suitably designed switchgear having necessary 
control and safely features. 

 
(v) Therefore, the distribution/wiring system essentially consists of provision of cables, 
switchgear, rising main, bus-ducting, earthing, laying of pipes/ conduits etc. (in surface or recess) based 
on proper detailed designing to decide on various sizes/capacities of these components and various 
controls and safeties involved, to provide an efficient, reliable, safe and adequate electrical distribution 
and wiring system. 

 
(vi) A typical schematic diagram of power distribution of a building is enclosed. (See Fig. 3) 

 
2. System of Distribution and Wiring. 
(i) The wiring shall be done from a distribution system through main and/or branch distribution 
boards. The system design and location of boards will be properly worked out. 

 
(ii) Each main distribution board and branch distribution board shall be controlled by an incoming 
circuit breaker/linked switch with fuse. Each outgoing circuit shall be controlled by a circuit 
breaker/switch with fuse. 

 
(iii) For non-residential and residential buildings as far as possible DBs shall be separate for light and 
power. 

 
(iv) Only MCCB/MCB/HRC fuse type DBs shall be used. Rewireable type fuses shall not be used. 
(v) Three phase DBs shall not be used for final circuit distribution as far as possible. 

 
(vi) ‘Power’ wiring shall be kept separate and distinct from light wiring, from the level of 
circuits, i.e., beyond the branch distribution boards. Conduits for light/power wiring shall be separate. 

 
(vii) Essential/non-essential/UPS distribution each will have a completely independent and separate 
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distribution system starting from the main, switchboard up to final wiring for each system. As for 
example, conduit carrying non-essential wiring shall not have essential or UPS wiring. Wiring for 
essential and UPS supply will have their own conduit system. No mixing of wiring is allowed. 
(viii) Generally, no switchboard will have more than one source of incoming supply. More than one 
incoming supply will be allowed only at main board with proper safety and interlocking so that only 
one source can be switched on at a time. 

 
(ix) Each MDB/DB/Switch Board will have reasonable spare outgoing ways for future expansion. 

 
(x) Balancing of 3-phase circuit shall be done. 

 
3. Wiring 

 
3.1 Submain & Circuit Wiring 
(a) Submain Wiring: 
Submain wiring shall mean the wiring from one main/distribution switchboard to another. 

 
(b) Circuit Wiring 
Circuit wiring shall mean the wiring from the distribution board to the 1st tapping point inside the 
switch box, from where point wiring starts. 

 
3.2 Measurement of Submain and Circuit Wiring: 
(i) Circuit and submain wiring shall be measured on linear basis along the run of the wiring. The 
measurement shall include all lengths from end to end of conduit or channel as the case may be, 
exclusive of interconnections inside the switchboard etc. The increase on account of diversion or 
slackness shall not be included in the measurement. 

 
(ii) The length of circuit wiring with two wires shall be measured from the distribution board to the 
nearest switch box from which the point wiring starts. Looping of switch boxes also will be counted 
towards circuit wiring, measured along the length of conduit/channel. 

 
(iii) When wires of different circuits are grouped in a single conduit/ channel, the same shall be 
measured on linear basis depending on the actual number and sizes of wires run. 

 
(iv) Protective (loop earthing) conductors, which are run along the circuit wiring and the submain 
wiring, shall be measured on linear basis and paid for separately. 

 
Note: Conduit carrying submain will not carry circuit/point wiring. Similarly, conduit carrying circuit 
wiring will not carry submain/point wiring. Conduit carrying point wiring will not carry submain/circuit 
wiring. 
3.3 Measurement of Other Wiring Work 
Except as specified above for point wiring, circuit wiring and submain wiring, other types of wiring 
shall be measured separately on linear basis along the run of wiring depending on the actual number 
and sizes of wires run. 

 
3.4 Point Wiring 
3.4.1 Definition 
A point (other than socket outlet point) shall include all work necessary in complete wiring to the 
following outlets from the controlling switch or MCB. 

 
(a) Ceiling rose or connector (in the case of points for ceiling/exhaust fan points, prewired light fittings, 
and call bells). 
(b) Ceiling rose (in case of pendants except stiff pendants). 
(c) Back plate (in the case of stiff pendants). 
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(d) Lamp holder (in the case of goose neck type wall brackets, batten holders and 
fittings which are not prewired). 

 
3.4.2 Scope 
Following shall be deemed to be included in point wiring: 
(a) Conduit/channel as the case may be, accessories for the same and wiring cables between the switch 
box and the point outlet, loop protective earthing of each fan/light fixture. 

 
(b) All fixing accessories such as clips, screws, Phil plug, rawal plug etc. as required. 

 
(c) Metal or PVC switch boxes for control switches, regulators, sockets etc, recessed or surface type, 
and phenolic laminated sheet covers over the same. 

 
(d) Outlet boxes, junction boxes, pull-through boxes etc. but excluding metal boxes if any, provided 
with switchboards for loose wires/conduit terminations. 

 
(e) ) Control switch or MCB, as specified. 

 
(f) 3 pin or 6 pin socket, ceiling rose or connector as required. (2 pin and 5 pin socket outlet shall not 
be permitted.) 
(g) Connections to ceiling rose, connector, socket outlet, lamp holder, switch etc. 

 
(h) Bushed conduit or porcelain tubing where wiring cables pass through wall etc. 
(Note: In areas where false ceiling is provided, termination of wires should be at the fittings. Flexible 
conduits from ceiling junction box to the fittings shall be provided duly coupled at both ends. This shall 
be included within the scope of point wiring.) 

 
(i) Interconnecting wiring between switches within the switch box on the same circuit. 

 
3.4.3 Measurement 
(a) Point Wiring (other than socket outlet points) 

 
(i) Unless and otherwise specified, there shall be no linear measurement for point wiring for light points, 
fan points, exhaust fan points and call bell points. These shall be measured on unit basis by counting, 
and classified as laid down in 3.4.4. 

 
3.4.4 Classification 
Points measured under 3.4.3 on unit basis shall be classified as under according to the type of building: 

 
(a) Residential Buildings 
(i) Group ‘A’, for point wiring for type I, type II and type III residential quarters and hostels. 
(ii) Group ‘B’, for point wiring for type IV and above type of residential quarters and barracks. 

 
 
(b) Non-residential Buildings 
Group ‘C’ for all types of non-residential buildings such as offices, hospitals, laboratories, educational 
institutions, libraries etc. 

 
(c) For any Other Type of Building 
The group under which the points are to be classified shall be decided by the concerned Chief Engineer 
(Elect.). 
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Point Wiring for Socket Outlet Points 
(i) The light plug (6 A) point and power (16 A) point wiring shall be measured on linear basis, from 
the respective tapping point of live cable, namely, switch box, another socket outlet point, or the sub- 
distribution board as the case may be, up to the socket outlet. 

 
(ii) The metal/PVC box with cover, switch/MCB, socket outlet and other accessories shall be measured 
and paid as a separate item. 
Note: There shall normally be no “on the board” light plug point. 

 
(iii) The power point outlet may be 16A/6A six pin socket outlet, where so specified in the tender 
documents. 

 
 
3.4.5 Group Control Point Wiring 
(i) In the case of points with more than one point controlled by the same switch, such points shall be 
measured in parts i.e. (a) from the switch to the first point outlet as one point and classified according 
to 3.4.4, and (b) for the subsequent points, the distance from that outlet to the next one and so on, shall 
be treated as separate point(s) and classified according to 3.4.4. 

 
(ii) No recovery shall be made for non-provision of more than one switch in such cases. 

 
3.4.6 Twin Control Light Point Wiring 

 
(i) A light point controlled by two numbers of two way switches shall be measured as 
two points from the fitting to the switches on either side and classified according to 3.4.4. 

 
(ii) No recovery shall be made for non-provision of more than one ceiling rose or connector in such 
cases. 

 
3.4.7 Multiple Controlled Call Bell Point Wiring: 

 
(i) In the case of call bell points with a single call bell outlet, controlled from more than one place, the 
points shall be measured in parts i.e. 

 
(a) from the call bell outlet to one of the nearest ceiling roses meant for connection to bell push, treated 
as one point and classified according to 3.4.4, and 

 
(b) from that ceiling rose to the next one and so on, shall be treated as separate point(s) and classified 
according to 3.4.4. 

 
(ii) No recovery shall be made for non-provision of more than one ceiling rose or connector for 
connection to call bell in such cases. 

 
3.5 Wiring System: 

 
(i) Wiring shall be done only by the looping system. Phase/live conductors shall be looped at the switch 
box. For point wiring, neutral wire/earth wire looping for the 1st point shall be done in the switch box; 
and neutral/earth looping of subsequent points will be made from point outlets. 

 
(ii) In wiring, no joints in wiring will be permitted anywhere, except in switch box or point outlets, 
where jointing of wires will be allowed with use of suitable connector. 

 
(iii) The wiring throughout the installation shall be such that there is no break in the neutral wire except 
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in the form of linked switchgear. 
 
(iv) Light, fans and call bells shall be wired in the ‘lighting’ circuits. 15A/16A socket outlets and other 
power outlets shall be wired in the ‘power’ circuits. 5A/6A socket outlets shall also be wired in the 
‘power’ circuit both in residential as well as nonresidential buildings. 

 
(v) Colour Coding 

 
Following colour coding shall be followed in wiring: 
Phase : Red/Yellow/Blue.(Three phase wiring) 
Live : Red (Single phase wiring) 
Neutral : Black 
Earth : Green. 

 
(vi) Termination of Circuit into Switchboard 
Circuit will consist of phase/neutral/earth wire. Circuit will terminate in a switch board 
(first tapping point, where from point wiring starts) in following manner: Phase wire terminated in 
phase connector. Neutral wire terminated in neutral connector. 
Earth wire terminated in earth connector. The switchboard will have phase, neutral and earth terminal 
connector blocks to receive phase/ neutral/ earth wire. 

 
3.6 Run of Wiring: 
(i) The type of wiring shall be as specified in the tender documents namely, surface conduit/recessed 
conduit, steel/PVC, channel. 

 
(ii) Surface wiring shall run as far as possible along the walls and ceiling, so as to be easily accessible 
for inspection. 

 
(iii) Above false ceiling, in no case, open wiring shall be allowed. Wiring will be done in recessed 
conduit or surface steel conduit. 

 
(iv) In recessed conduit system, routes of conduit will be planned, so that various inspection boxes 
provided don’t present a shabby look. Such boxes can be provided 5 mm above plaster level, and they 
can be covered with plaster of paris with marking of junction boxes. 

 
(v) Where number of electrical services like electrical wiring, telephone wiring, computer cabling, pass 
through corridors, it may be proper to plan such service with properly designed aluminum/PVC 
channels duly covered by a false ceiling, so that subsequently such service can be maintained and 
additional cables can be provided. 

 
(vi) Generally conduits for wiring will not be taken in floor slabs. When it is unavoidable special 
precaution to be taken to provide floor channels with provision for safety and maintenance. 
Alternatively, false flooring can be provided. 

 
3.7 Passing through Walls or Floors: 
(i) When wiring cables are to pass through a wall, these shall be taken through a protection (steel/ PVC) 
pipe or porcelain tube of suitable size such that they pass through in a straight line without twist or 
cross in them on either porcelain, PVC or other approved material. 

 
(ii) All floor openings for carrying any wiring shall be suitably sealed after installation. 

 
3.8 Joints in Wiring: 
(i) No bare conductor in phase and/or neutral or twisted joints in phase, neutral, and/or protective 
conductors in wiring shall be permitted. 
(ii) There shall be no joints in the through-runs of cables. If the length of final circuit or submain is 
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more than the length of a standard coil, thus necessitating a through joint, such joints shall be made by 
means of approved mechanical connectors in suitable junction boxes. 
(iii) Termination of multistrand conductors shall be done using suitable crimping type thimbles. 

 
3.9 Ratings of Outlets 
(to be adopted for design). 

 
(i) Incandescent lamps in residential and non-residential buildings shall be rated at 60W and 100W 
respectively. 

 
(ii) Ceiling fans shall be rated at 60W. Exhaust fans, fluorescent tubes, compact fluorescent tubes, 
HPMV lamps, HPSV lamps etc. shall be rated according to their capacity. Control gear loses shall be 
also considered as applicable. 

 
(iii) 6A and 16A socket outlet points shall be rated at 100W and 1000W respectively, unless the actual 
values of loads are specified. 

 
3.10 Capacity of Circuits 
(i) Lighting circuit shall feed light/fan/ call bell points. Each circuit shall not have more than 800 Watt 
connected load or more than 10 points whichever is less. However, in case of CFL points where load 
per point may be less, number of points may be suitably increased. 

 
(ii) Power circuit in non-residential building will have only one outlet per circuit. 

 
(iii) Each power circuit in residential building can feed following outlets: 
(a) Not more than 2 Nos. 16A outlets. 
(b) Not more than 3 Nos. 6A outlets. 
(c) Not more than 1 No.16A and 2 Nos. 6A outlets. 

 
(iv) Load more than 1 KW shall be controlled by suitably rated MCB and cable size shall be decided 
as per calculations. 

 
(v) Power Wiring with Bus Trunking 
It is permitted to meet large-scale power requirement in a hall, or floor, with use of single phase or 3 
phase bus bars running inside a metal enclosure. This will be provided with careful design and use of 
factory fabricated bus-trunking of reputed make, conforming to relevant BIS standards and with 
standard accessories like End feed unit, tap off with necessary safety features like over current, short- 
circuit and earth fault protection. Such trunking will be of specified breaking KA rating. 

 
3.11 Socket Outlets 
(i) Socket outlets modular type shall be 6A 3 pin, 16 Amp 3 pin or 16/6 Amp 6 pin. 5pin socket outlets 
will not be permitted. 
The third pin shall be connected to earth through protective (loop earthing) conductor. 2 pin or 5 pin 
sockets shall not be permitted to be used. 

 
(ii) Conductors connecting electrical appliances with socket outlets shall be of flexible type with an 
earthing conductor for connection to the earth terminal of plug and the metallic body of the electrical 
appliance. 

 
(iii) Sockets for the power outlets of rating above 1KW shall be of industrial type with associated plug 

top and controlling MCB. 
 
(iv) Where specified, shutter type (interlocking type) of sockets shall be used. 

 
(v) Every socket outlet shall be controlled by a switch or MCB, as specified. The control switch/MCB 
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shall be connected on the ‘live’ side of the line. 
 
(vi) 5A/6A and 15A/16A socket outlets shall be installed at the following positions, unless otherwise 
specified. 

 
(a) Non-residential buildings – 23 cm above floor level. 

 
(b) Kitchen – 23 cm above working platform and away from the likely positions of stove and sink. 

 
(c) Bathroom – No socket outlet is permitted for connecting a portable appliance thereto. MCB/IC 
switch may be provided above 2 m for fixed appliances, and at least 1 m away from shower. 

 
(d) Rooms in residences: – 23 cm above floor level, or any other level in special cases as desired by 
the Engineer-in-charge / IUCAA authorities. 

 
(vii) Unless and otherwise specified, the control switches for the 6A and 16A socket outlets shall be 
kept along with the socket outlets. 

 
3.12 Cables : (i) Copper conductor cable only will be used for submain/ circuit/ point wiring. 

 
(ii) Minimum size of wiring: 
Light Wiring : 1.5 sq.mm. 
Power Wiring : 4.0 sq.mm. 
Power circuit rated : More than 1 KW, Size as per calculation. 

 
(iii) Insulation  :  Copper  conductor  cable  shall  be  PVC  insulated  FRLSH  conforming  to  BIS 
Specification. 

 
(iv) Multi stranded : Cables are permitted to be used. 

 
3.13 Flexible Cable 
(i) Conductor of flexible cables shall be of copper. The cross sectional area of conductor for flexible 
cable shall be as per design. 

 
(ii) Only 3 core flexible cables shall be used for connecting single-phase appliances. 

 
(iii) Unless the flexible cables are mechanically protected by armour, or tough rubber, or PVC sheath, 
these shall not be used in workshops and other places where they are liable to mechanical damage. 

 
(iv) Flexible  cable  connection  to  bell  push  from  ceiling  rose  shall  be  taken  through  steel 
conduit/metallic casing and capping. 

 
3.14 Wiring Accessories: 
(a) Control Switches for Point 

 
(i) Control switches (single pole switch) carrying not more than 16A shall be modular type. The switch 
shall be ‘On’ when the knob is down. 

 
(ii) (a) In type I, II & III quarters, Barracks & school buildings (except principal’s & staff rooms) etc. 
modular type switches shall be provided (unless specifically asked for by the user department / 
Architect.) 
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(b) Modular type switches to be provided for remaining types of buildings i.e. in all types of remaining 
non-residential buildings & residential buildings of type IV & above & Transit hostel or as may be 
decided by the Architect/ user department. (Note: Provision is meant for new constructions and in 
existing buildings during rewiring if the building work renovation is also in progress in the area. 
Otherwise existing type of modular switches will be continued.) 

 
(iii) It is recommended to provide double pole MCB in proper enclosure as power outlet for window 
type AC units, geysers etc. 

 
(b) Switch Box 
(i) Switch box shall be hot dip galvanized, factory fabricated, suitable in size for surface/ recess 
mounting and suitable in size for accommodating the required number of switches and accessories 
(where required to be used for applications other than modular switches/ sockets). 
(ii) Switch box also can be of non-metallic material. The technical sanctioning authority will approve 
specified makes of reputed quality and specifications. 

 
(c) Switch Box Covers (for application other than modular type) 
Phenolic laminated sheets of approved shade shall be used for switch box covers. These shall be of 3 
mm thick synthetic phenolic resin bonded laminated sheet as base material and conforming to grade P- 
I of IS 2036 : 1974. 
Note: Specification for switch boxes is covered in the chapters on the various types of wiring. 

 
(d) Ceiling Rose: 
(i) A ceiling rose shall not be used on a circuit, the voltage of which normally exceeds 250V. 

 
(ii) Only one flexible cord shall be connected to a ceiling rose. Specially designed ceiling roses shall 
be used for multiple pendants. 

 
(iii) A ceiling rose shall not embody fuse terminal as an integral part of it. 

 
(e) Lamp Holders: 
(i) Lamp holders may be batten, angle, pendant or bracket holder type as required. The holder shall be 
made of brass and shall be rigid enough to maintain shape on application of a nominal external pressure. 
There should be sufficient threading for fixing the base to the lamp holder part so that they do not open 
out during attention to the lamp or shade. 

 
(ii) Lamp holders for use on brackets and the like shall have not less than 1.3 cm nipple, and all those 
for use with flexible pendant shall be provided with cord grips. 

 
(iii) All lamp holders shall be provided with shade carriers. 

 
(iv) Where center contact Edison Screw lamp holders are used, the outer or screw contact shall be 
connected to the ‘middle wire’, or the neutral conductor of the circuit. 

 
(f) Fittings: 
Types : The type of fittings shall be as specified in tender documents. 
Indoor Type Fittings 
(i) Where conductors are required to be drawn through tube or channel leading to the fitting, the tube 
or channel must be free from sharp angles or projecting edge, and of such size as will enable them to 
be wired with the conductors used for the final circuit without removing the braiding or sheathing. As 
far as possible all such tubes or channels should be of sufficient size to permit 
looping back. 
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(ii) Wires used within prewired fittings shall be flexible with PVC insulation and 14/0.193 mm 
(minimum) copper conductors. The leads shall be terminated on built-in-terminal block, ceiling rose or 
connector, as required. 

 
(iii) Fittings using discharge lamps shall be complete with power factor correction capacitors, either 
integrally or externally. An earth terminal with suitable marking shall be provided for each fitting for 
discharge lamps. 

 
(iv) Fittings shall be installed such that the lamp is at a height of 2.4m above floor level, unless 
otherwise directed by the Engineer-in-charge. 

 
(v) Fittings made of CRCA shall be phosphatized and powder/epoxy painted. 

 
For coastal areas and humid area like toilets, kitchen, for prolonging the life of such fittings, corrosion 
free materials like engineering plastic, aluminum, stainless steel etc. should be used. 
Outdoor Fittings Outdoor fittings shall have suitable IP protection. It is preferable that street light 
fittings are of cast aluminum body of IP 65, for reducing recurring maintenance cost and improved 
performance. Where required IP 66 fittings also can be provided for reducing maintenance frequency 
and cost. Other fittings, which are not available with tested IP 65/54 protection, can be properly 
fabricated with weatherproof features, proper gasketing etc. As far as 
possible corrosion free material like cast aluminum, stainless steel, engineering plastics may be used 
for fabrication of such fittings, to prolong life of such fittings. There should not be any exposed wiring 
in such outdoor fittings. 

 
3.15 Attachment of Fittings and Accessories 
(a) Conduit Wiring System 
(i) All accessories like switches, socket outlets, call bell pushes and regulators shall be fixed in flush 
pattern inside the switch/regulator boxes. Accessories like ceiling roses, brackets, batten holders etc. 
shall be fixed on outlet boxes. The fan regulators may also be fixed on outlet boxes, if so directed by 
the Engineer-in-charge. 

 
(ii) Aluminum alloy or cadmium plated iron screws shall be used to fix the accessories to their bases. 

 
(iii) The switch box/regulator box shall normally be mounted with their bottom 1.25 m from Floor 
level, unless otherwise directed by the Engineer-in-charge. 

 
(b) Fixing to Walls and Ceiling 
(i) Wooden plugs for fixing to wall/ceiling will not be allowed. Fixing will be done with the help of 
PVC sleeves/Rowel plugs/ dash fasteners as required. 

 
(ii) Drilling of holes shall be done by drilling machines only. No manual drilling of hole will be allowed. 

 
3.16 Fans, Regulators and Clamps: 
(a) Ceiling Fans: (i) Ceiling fans including their suspension shall conform to relevant Indian Standards. 

 
(ii) The capacity of a ceiling fan to meet the requirement of a room with the longer dimension D meters 
should be about 55 D m3/min. 

 
(iii) The height of fan blades above the floor should be (3H + W)/4, where H is the height of the room, 
and W is the height of the work plane. 

 
(iv) The minimum distance between fan blades and the ceiling should be about 0.3 meters. 
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(v) When actual ventilated zone does not cover the entire room area, then optimum size of ceiling fan 
should be chosen based on the actual usable area of the room, rather than the total floor area of the 
room. 

 
(vi) The number of fans and the optimum sizes for rooms of different dimensions are given in the 
following table: 

 
 
Note : This table is indicative only. Case specific design should be done by field officers based on site 
conditions & constraints. 

 
(vii) Energy Efficient fans with 28 watt, BEE 5 star rating or complying with IS 374: 1979,shall be 
used. The minimum service value of fans shall be 3.5 m3/min/W and air delivery 230 m3/min. The 
values of service factor and air delivery for ceiling fans with 1200 mm sweep are given in the table 
below: 

 
Star Rating Index Calculation for Ceiling Fans (1200 mm sweep) 

 
* Where x is the base service value as per IS 374 : 1979. BEE has proposed a base service value of 3.2 

at present and would upgrade it to higher value once the BIS value is finalised. 
* The BIS has proposed from the year 2010 the service value of 3.5. 
* All ceiling fans covered under this standard shall comply with 28 watt, minimum air delivery of 230 
m3/min. 
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(viii) Step Type Electronic regulators should be used instead of resistance type regulators for 
controlling speed of fans. 

 
(ix) All ceiling fans shall be wired to ceiling roses or to special connector boxes, and suspended from 
hooks or shackles, with insulators between hooks and suspension rods. There shall be no joint in the 
suspension rod. 

 
(x) For wooden or steel joists and beams, the suspension shall consist of GI flat of size not less than 40 
mm x 6 mm, secured on the sides of the joists or beams by means of two coach screws of size not less 
than 5 cm for each flat. Where there is space above the beam, a through-bolt of size not less than 1.5 
cm dia, shall be placed above the beam from which the flats are suspended. In the latter case, the flats 
shall be secured from movements by means of another bolt and nut at the bottom of the beam. A hook 
consisting of MS rod of size not less than 1.5 cm dia shall be inserted between the MS flat through oval 
holes on their sides. Alternatively, the flats may be bent inwards to hold tightly between them by means 
of a bolt and nut, a hook of ‘S’ form. 

 
(xi) In the case of ‘I’ beams, flats shall be shaped suitably to catch the flanges and shall be held together 
by means of a long bolt and nut. 

 
(xii) For concrete roofs, a 12 mm dia. MS rod in the shape of ‘U’ with their vertical legs bent 
horizontally at the top at least 19 cm on either side, and bound to the top reinforcement of the roof shall 
be used. 

 
(xiii) In buildings with concrete roofs having a low ceiling height, where the fan clamp mentioned 
under sub-clause (v) above cannot be used, or wherever specified, recessed type fan clamp inside 
metallic box. 

 
(xiv)  Canopies on top of suspension rod shall effectively hide the suspension. 

 
(xv) The leading in wire shall be of nominal cross sectional area not less than 1.5 sq. mm. FRLSH and 
shall be protected from abrasion. 

 
(xvi) Unless otherwise specified, all ceiling fans shall be hung 2.75 m above the floor. 

 
(xvii) In the case of measurement of extra down rod for ceiling fan including wiring, the same shall be 
measured in units of 10 cm. Any length less than 5 cm shall be ignored. 

 
(xviii) The wiring of extra down rod shall be paid as supplying and drawing cable in existing  conduit. 

 
(b) Exhaust Fans: 

 
(i) Exhaust fans shall conform to relevant Indian Standards. 

 
(ii) Exhaust fans shall be erected at the places indicated by the Engineer-in charge. For fixing an exhaust 
fan, a circular opening shall be provided in the wall to suit the size of the frame, which shall be fixed 
by means of rag bolts embedded in the wall. The hole shall be neatly plastered to the original finish of 
the wall. The exhaust fan shall be connected to the exhaust fan point, which shall be wired as near to 
the opening as possible, by means of a flexible cord, care being taken to see that the blades rotate in the 
proper direction. 

 
(iii) Exhaust fans for installation in corrosive atmosphere, shall be painted with special PVC paint or 
chlorinated rubber paint. 
(iv) Installation of exhaust fans in kitchens, dark rooms and such other special locations need careful 
consideration; any special provisions needed shall be specified. 
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(c) Regulators 
The metallic body of regulators of ceiling fans/exhaust fans shall be connected to earth by protective 
conductor. 

 
3.17 Marking of Switch Boards 
(i) Schematic Diagram 
First a comprehensive schematic diagram for each building is to be prepared, starting from Main LT 
Panel, rising main, submain boards, DBs, etc. and the manner in which they are connected. This will 
include essential, non-essential and UPS systems. Sizes of interconnecting main/ submain cables shall 
be indicated. 

 
(ii) Marking of each Main Board 
Each main board/submain board shall be marked indicating rating of each incoming/outgoing switch 
and the details of load/area it feeds. Detail/size of incoming and outgoing cable also shall be marked 
indicating from where the incoming cable has originated. 

 
(iii) Marking of Distribution Board 
Each Distribution Board shall be marked indicating detail of incoming switch (Size of cable and from 
where it is fed) and marking of each outgoing MCB indicating the area it feeds. Suitable marking sticker 
will be suitably fixed to indicate such details. 

 
(iv) Marking of Power/Light DBs 
Power/light DBs shall be marked ‘P’ and ‘L’ respectively. 

 
(v) Marking for Non-essential/Essential/UPS/Switch Boards 
Each  switchboard  shall  be  marked  essential/non-essential/UPS  to  indicate  the  nature  of  such 
switchboards. 

 
(vi) Marking of Main Earthing Terminal 
Main earthing terminals in main/submain switchboard shall be permanently marked,  as “Safety Earth 
– Don’t Remove”. 

 
3.18 LT Distribution Switchgear 
Only following type switchboards will be used: 
(a) ) Main/Submain switchboard of cubicle type. 

 
(b) DBs – Conventional DBs of reputed makes can also be used with the approval of technical 
sanctioning authority in addition to prewired DB. 
(c) Specially designed switchboards. Also specially designed switchboards can be used with detailed 
specification and fabrication drawings approved by the technical sanctioning authority. 
(d) Specifications of cubicle panel and pre-wired DB are given in Clause 7.1.2 of Chapter 7. 

 
3.19 Location of Switchboards: 

 
(i) Switchboards are to be located in common areas like corridors, lobby etc. and not to be located in 
locked room. 

 
(ii) Switchboard shall be located only in dry situation and in well-ventilated space. They shall not be 
placed in the vicinity of storage battery or exposed to chemical fume. 

 
(iii) Switchboards shall not be erected above gas stove, or sinks or within 2.5 meter of any washing unit 
in washing rooms of launderings or in the bath rooms, toilets, or kitchen. 
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(iv) As far as possible main boards shall not be located in basement. Such main boards can be located 
in ground floor. 

 
(v) It is preferable to locate floor main boards in rising main shafts of adequate size, with steel doors 
(having ventilation) or in suitable room. 

 
(vi) Similarly DBs can be in suitable places in corridor walls having double doors. 

 
(vii) Locating main boards under staircase or standing open in corridor is not a desirable practice, 
besides being highly unaesthetic. 

 
(viii) The main switchboard, which receives power to the building, should be invariably located in a 
switch room, having round the clock access, for emergency attendance to the switchboard. 

 
3.20 Guidelines for Planning Residential Areas 
(i) U.G. System of Power Distribution, Street Lighting, Telephone Cabling and TV Cabling 
For long-term economical maintenance, better reliability of service, safety, protection against heavy 
rains, storm, wind etc. and aesthetics, underg round cable system will be generally followed. Also 
considering the high cost of land, underground system results in better economic utilization of land 
area, otherwise substantial land route has to be earmarked for overhead lines. 

 
(ii) Efficient working of street lights and staircase lighting is required for security of the colony and 
safety and convenience of the residents. Therefore adequate street lighting, staircase lighting is to be 
provided. Generally back lanes of residential blocks remain dark. Such areas are also to be covered by 
basic street lighting for security. 

 
(iii) Kitchen 
(i) Exhaust fans opening with one point outlet to be provided irrespective of yardstick of provision of 
exhaust fans. 
(ii) In addition to one 16 A 6-pin power outlet for kitchen, one 3 pin 6 Amp. Outlet to be provided for 
water filter. 

 
(iv) Washing Machine 
Location to be finalized in consultation with the Architect. A power outlet plus water supply/drainage 
to be coordinated with Architect/Electrical Engineer. 

 
(v) Meter Board 
(For a Block of Quarters) 
Generally for a block of quarters of 2/3/4 storied, electric supply for each block is received in a meter 
board, where a cubicle meter panel is provided with system of power distribution to each quarter. 
At present such meter boards are invariably located under staircase. This is not a desirable practice 
from technical/aesthetic viewpoint. It is technically desirable to coordinate with Architect to provide 
separate meter room for each block of quarters or a number of blocks. 

 
(vi) Stair Case Lighting 
Stair case lighting is to be treated as an extension of street lighting, for security and convenience of the 
residents. LED (1 x 7 Watt) type stair case lighting may be provided to reduce load. As for example, 
need of 200 quarters can be met with 100 LED fitting (each of 10 watt), with connected load of 1.5 KW 
only. Incandescent stair case lighting and bulk head fittings should not be provided, in view of excessive 
energy consumption and low burning hours. 

 
(vii) Emergency Electric Supply 
For ensuring essential water supply and security lighting, a D.G. set to be provided for each colony to 
take care of water supply pump set, street lighting and essential load requirement of buildings. 
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(viii) Fittings 
Subject to limit of yardstick of fittings for various types of quarters following guidelines to be provided: 
(i) Every room to be provided with one fluorescent fitting for energy saving. 
(ii) Kitchen to be provided with a fluorescent fitting, tapped from a batten holder (through an adopter), 
so that in case of need batten holder can be used with bulbs. 
(iii) Incandescent bulkhead fittings not to be used. 
(iv) Quality fittings of reputed make to be used. 

 
(ix) Main Board of Each Quarter 
It shall be MCB type with provision of ELCB with the incoming MCB. It shall be located in a notch 
with ventilated door cover, in the room connecting to the entry of the quarter. MCB DB shall be pre- 
wired type, for trouble free service. 

 
(x) Corrosion Free Fittings 
Coastal areas and humid areas like kitchen, toilet are subject to corrosion, which substantially reduces 
the useful life of such fittings, besides giving an ugly look on account of rusting. 
Therefore for coastal areas, and other humid areas corrosion free type of fittings (like aluminum, 
stainless steel, engineering plastic) should be used, for ensuring long life of such fittings and to achieve 
life cycle economy, after taking into account recurring expenditure on account of painting of fittings. 

 
(xi) Telephone Wiring 
Telephone wiring is to be provided for each office room/quarter. One outlet up to type III quarters, 
two outlets up to type IV quarters and three outlets above type IV quarters. Such telephone wiring to 
be brought to a tag-block at a suitable point in ground floor. Provisions shall be kept for suitable entry- 
pipe for laying incoming telephone cable. 

 
(xii) TV Cabling 
Internal TV cabling shall be provided, with two outlets up to type III quarters and three outlets for type 
IV quarters and above. Similarly, from suitable point at ground floor, TV cabling shall be provided. 
With use of suitable splitters, such TV cabling to be connected to each quarter. 

 
(xiii) Lighting for Parks 
Colonies are provided with parks. Such parks should be provided with adequate 
lights to include area lights, pathway lights etc. so that the parks can be effectively 
used by the residents and they remain secure during night time. 

 
(xiv) External Pipe Network for Laying Telephone and TV Cabling for the Colony 
Starting from a suitable room, pipe network may be provided to lay telephones/TV cables for the 
colony. Suitable road cross pipe and manholes to be provided for drawing such cables and their 
maintenance. 

 
(xv) Preliminary Estimate to Take Care of Telephone/TV Cabling in a Colony 
At present, such services are provided in a very crude manner making use of existing poles and hanging 
cables. Apart from making colonies shabby, such services are subject to damages and unsatisfactory 
service. Therefore preliminary estimate should provide for such TV/Telephone cabling for the colony. 

 
(xvi) Other Allied Services 
Modern residential colonies require support services like CCTV (for Gate and house security), intercom 
system, basic security system etc. for the safety and convenience of the residents. Therefore, 
preliminary estimate should provide for basic provisions for such safety/security systems. Most of these 
services pay for themselves within 3 / 4 years of installation, besides providing security, which 
sometimes amount to life saving instances. 
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3.21 Guidelines for Planning Office Buildings 
(i) The main objective is to avoid possible fire hazards, which calls for sound detailed designing and 
use of quality equipments and materials executed with sound workmanship and supervision. 
(ii) All control LT Panels, controlling power supply to the entire building will be located in a centralized 
room, from where centralized control and monitoring of the entire power supply system can be made. 
(iii) Earth fault protection shall be provided for each individual building at the LT receiving point i.e. 
Main LT Panel. ELCB shall be provided as a matter of routine in distribution boards. 
(iv) Office buildings are prone to fire hazard during night hours. Therefore, after office 
hours, all the LT Panels should be switched off. Based on need of the building, only the specified LT 
panel to be kept ‘ON’ which feed the loads during night hours. Such panel, called common service 
panel, may feed following loads, which are normally used after office hours:- 
(a) ) Some specified lifts. 
(b) Staircase/ Corridor/ Compound light. 
(c) Fire protection loads. 
(d) Pump Sets. 
(e) Other loads which are kept ‘ON’ after office hours. 

 
NON-METALLIC CONDUIT WIRING SYSTEM : 

 
4.1 Scope 
This chapter covers the detailed requirements for wiring work in non-metallic conduits. 
This chapter covers both surface and recessed types of wiring work. 

 
4.2 Application 
4.2.1 Recessed conduit work is generally suitable for all applications. Surface conduit work may be 
adopted in places like workshops etc. and where recessed work may not be possible to be done. The 
type of work shall be as specified in individual works. 

 
4.2.2 Flexible non-metallic conduits shall be used only at terminations, wherever specified. 

 
4.2.3 Special Precautions 
(i) If the pipes are liable to mechanical damages, they should be adequately protected. 
(ii) Non-metallic conduit shall not be used for the following applications:- 
(a) In concealed/inaccessible places of combustible construction where ambient temperature exceeds 
60 degrees Cent. 
(b) In places where ambient temperature is less than 5 degrees Cent. 
(c) For suspension of fluorescent fittings and other fixtures. 
(d) In areas exposed to sunlight. 

 
4.2 Materials 
4.2.1 Conduits 
(i) All non-metallic conduit pipes and accessories shall be of suitable material complying with IS 2509 
: 1973 and IS 3419 : 1989 for rigid conduits and IS 9537 (Part 5) : 2000 for flexible conduits. The 
interior of the conduits shall be free from obstructions. The rigid conduit pipes shall be ISI marked. 

 
(ii) The conduits shall be circular in cross-section. The conduits shall be designated by their nominal 
outside diameter. The dimensional details of rigid non-metallic conduits are given in Table III. 

 
(iii) No non-metallic conduit less than 20 mm in diameter shall be not used. 

 
(iv) Wiring Capacity: 

 
The maximum number of PVC FRLSH insulated copper conductor cables of 650/1100 V grade 
conforming to IS 694 : 1990 that can be drawn in one conduit of various sizes is given in Table I under 
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clause 4.2.1 (ii). Conduit sizes shall be selected accordingly. 
 
4.2.2 Conduit Accessories: 
(i) The conduit wiring system shall be complete in all respect including accessories. 

 
(ii) Rigid conduit accessories shall be normally of grip type. 

 
(iii) Flexible conduit accessories shall be of threaded type. 

 
(iv) Bends, couplers etc. shall be solid type in recessed type of works, and may be solid or inspection 
type as required, in surface type of works. 

 
(v) Saddles for fixing conduits shall be heavy gauge non-metallic type with base. 

 
(vi) The minimum width and the thickness of the ordinary clips or girder clips shall be 
as per Table IV. 

 
(vii) For all sizes of conduit, the size of clamping rod shall be 4.5 mm (7 SWG) diameter. 

 
4.2.3 Outlets: 

 
(i) The switch box shall be made of either rigid PVC molding, or mild steel, or cast iron on all sides 
except at the front. The regulator boxes shall however be made only of mild steel or cast iron. 

 
(ii) PVC boxes shall comply with the requirements laid down in IS 14772 : 2000. These boxes shall be 
free from burrs, fins and internal roughness. The thickness of the walls and base of PVC boxes shall 
not be less than 2 mm. The clear depth of PVC boxes shall not be less than 60 m. 

 
(iii) The specifications for metallic boxes shall be as per requirements of clause 4.2.3. 

 
(iv) 3 mm thick phenolic laminated sheet covers for all types of boxes shall be as per requirements of 
clause 3.14(c). 

 
5. Installation: 

 
5.1 Common Aspects for Both Recessed and Surface Conduit Works: 
(i) The erection of conduits of each circuit shall be completed before the cables are drawn in. 
(ii) Conduit Joints 
(a) All joints shall be sealed/cemented with approved cement. Damaged conduit pipes/fittings shall not 
be used in the work. Cut ends of conduit pipes shall have neither sharp edges nor any burrs left to avoid 
damage to the insulation of conductors while pulling them through such pipes. 

 
(b) The Engineer-in-charge, with a view to ensuring that the above provision has been carried out, may 
require that the separate lengths of conduit etc. after they have been prepared shall be submitted for 
inspection before being fixed. 

 
(iii) Bends in Conduit : 

 
(a) All bends in the system may be formed either by bending the pipes by an approved method of 
heating, or by inserting suitable accessories such as bends, elbows or similar fittings, or by fixing non- 
metallic inspection boxes, whichever is most suitable. Where necessary, solid type fittings shall be 
used. 

 
(b) Radius of bends in conduit pipes shall not be less than 7.5 cm. No length of conduit shall have more 
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than the equivalent of four quarter bends from outlet to outlet. 
 
(c) Care shall be taken while bending the pipes to ensure that the conduit pipe is not injured, and that 
the internal diameter is not effectively reduced. 

 
(iv) Outlets: All switches, plugs, fan regulators etc. shall be fitted in flush pattern. The fan regulators 
can be mounted on the switch box covers, if so stipulated in the tender specifications, or if so directed 
by the Engineer-in-charge. 

 
(v) Painting 
After installation, all accessible surfaces of metallic accessories shall be painted. 

 
5.2 Additional Requirements for Surface Conduit Work: 
(i) Conduit pipes shall be fixed by heavy gauge non-metallic saddles with base, secured to suitable 
approved plugs with screws in an approved manner, at an interval of not more than 60 cm, but on either 
side of couplers or bends or similar fittings, saddles shall be fixed at a closer distance from the centre 
of such fittings. Slotted PVC saddles may also be used where the PVC pipe can be pushed in through 
the slots. 

 
(ii) Where the conduit pipes are to be laid along the trusses, steel joists etc. the same shall be secured 
by means of saddles or girder clips as required by the Engineering-charge. Where it is not possible to 
use these for fixing, suitable clamps with bolts and nuts shall be used. 

 
(iii) If the conduit pipes are liable to mechanical damage, they shall be adequately protected. 

 
5.3 Additional Requirements for Recessed Conduit Work: 
(i) Making Chase 
Requirements under clause 4.3.3 (i) shall be complied with 

 
(ii) Fixing Conduits in Chase 
(a) The conduit pipe shall be fixed by means of staples, or by means of nonmetallic saddles, placed at 
not more than 60 cm apart, or shall be fixed by any other approved means of fixing. 
(b) At either side of the bends, saddles/staples shall be fixed at a distance of 15 cm from the centre of 
the bends. 

 
(iii) Erection in RCC Work 
Requirements under clause 4.3.3 (iii) shall be complied with. 

 
(iv) Fixing Inspection Boxes 
Requirements under clause 4.3.3 (iv) shall be complied with. 
(v) Fixing Switch Boxes and Accessories 
Requirements under clause 4.3.3 (v) shall be complied with. 
(vi) Fish Wire 
Requirements under clause 4.3.3 (vi) shall be complied with. 
(vii) Bunching of Cables 
For ease of maintenance, cables carrying direct current or alternating current shall always be bunched 
so that the outgoing and return cables are drawn in the same conduits. 

 
5.4 Earthing Requirements 
(i) A protective (earth) conductor shall be drawn inside the conduit in all distribution 
circuits to provide for earthing of non-current carrying metallic parts of the 
installation. These shall be terminated on the earth terminal in the switch boxes, 
and/or earth terminal blocks at the DBs. 
(ii) Gas or water pipe shall not be used as protective conductors (earth medium). 
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TABLE III 
Dimensional Details of Rigid Non-metallic Conduits 

[Clause 5.2.1(ii)] 
(All dimensions in mm) 

 
 
 

TABLE IV 
Ordinary Clips or Girder Clips 

[Clause 5.2.2(vi] 
 

 
 
TRUNKING CABLE MANAGEMENT SYSTEM 

 
6.1 Scope 
This chapter covers the requirements of mini trunking (casing wiring) and adaptable metallic or PVC 
trunking (“otherwise also called wire ways”). 

 
6.2 Adaptable trunking shall be used for power cables and data cables to run parallel in two different 
compartments with partition. 

 
6.1.1 Mini Trunking is suitable for surface wiring work indoors where necessitated, either 
due to aesthetics or technical requirements, such as case of extension of existing wiring, avoidance of 
recessed wiring in RCC columns etc. PVC insulated cables and / or other approved insulated cables 
conforming to IS 694 : 1990 shall be used in this type of work. 
Wherever data cables are used for information outlets, adaptable trunking shall be used. 
6.1.2 (i) This system using PVC trunking shall be adopted in residential buildings, or office 
building where there is a need of tidy wiring system. 

 
(ii) PVC trunking for distribution of Voice Data and Power should be used for cable management and 
should accept RJ45 Data socket and Power socket or other wiring accessory like switches, indicators 
etc. 

 
(iii) Where the trunking has to be necessarily adopted in situations under (i) above, 
PVC trunking shall be used. 

 
(iv) Preferred size of the mini trunking should be 25 x 16 mm, 32 x 16 mm,40 x 25 mm, 40 x 40 mm 
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and for adaptable trunking it should be 100 x 34 mm or 100 x 50 mm or 160 x 50 mm or 200 x 50mm 
for making up to four isolated compartments. 

 
(v) Trunking should be equipped with rail on its surface on which clip-on partition can be clipped which 
should accept frames/plates for wiring devices upto 6/8 modules. 

 
(vi) Trunking should have insulation rating of 5 mega Ohm. Trunking should have the 
following fire resistance characteristics: 
- Operating temperature between – 40 Deg to 60 Deg. C 
- Glow wire test 960 Deg. C 
- Oxygen index – 50 ± 5 
- UL94 – VO 

 
6.2 Material 
6.2.1 The mini trunking and adaptable trunking shall be of the same material, viz. either PVC 
or anodized aluminium in extruded sections. 

 
6.2.2 The mini trunking shall have a square or rectangular body. The trunking cover shall be 
“CLIP-ON” type with double grooving in the case of PVC wire-ways, and CLIP-ON type 
for the metallic wire ways. All surfaces shall have smooth finish inside and outside. The top of the side 
walls of the body shall be suitable for the above types of fixing arrangement of trunking. PVC trunking 
or Aluminium trunking should have uniform thickness throughout its length and shall be of factory 
finish. 

 
6.2.3 PVC trunking shall be of good quality PVC, free from defects like deformation, 
unevenness, blisters, cavities etc. 

 
6.2.4 Dimensions 
(i) The sizes of mini trunking for the various sizes of cables and the maximum number 
of 650/1100 V grade PVC insulated aluminium / copper conductor cables that can be carried in one 
trunking are given size wise in Table V. 

 
(ii) The thickness of the mini trunking & adaptable trunking shall be 1 mm minimum. 

 
(iii) When mini trunking cover is clipped onto the trunking body, cover should completely 
overlap on the base (casing). 

 
6.2.5 Outlet Boxes 
The outlet boxes such as switch boxes, regulator boxes and their phenolic laminated sheet covers shall 
be as per requirements. 

 
6.3 Installation 
6.3.1 Attachment to Wall and Ceiling 
(i) The mini trunking and adaptable trunking shall be fixed by means of suitable screws to approved 
type of asbestos or fire fixing plugs, at intervals not exceeding 60 cm or all sizes for mini trunking. In 
case of Adaptable trunking, the screwing distance shall be such that the weight of the trunking & cable 
hold firmly on the wall or ceiling. On either side of the joints, the distance of the fixing arrangement 
shall not exceed 15 cm from the joint. 

 
(ii) All trunking body shall be fixed directly on wall or ceiling as above. 

 
(iii) Trunking shall be used only on dry walls and ceiling, avoiding outside walls as far as possible and 
shall not be buried in walls not fixed in proximity to gas, steam or water pipes or immediately below 
the heater. 
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(iv) Adaptable trunking shall be with pill off cover for protection against dust. Pill off cover shall be 
removed only on completion of painting of walls. 

 
6.3.2 Passing through Floors or Walls: 
When conductors pass through floors, the same shall be carried in an approved PVC conduit, or heavy 
gauge steel conduit properly bushed at both ends. The conduit shall be carried 20 cm above floor level 
and 2.5 cm below ceiling level and neatly terminated into the casing. Steel conduit pipes wherever 
accessible shall be securely earthed. 

 
6.3.3 Joints in Casing and Capping 
(i) The wire ways in straight runs should be in single piece as far as possible so as to avoid joints. 
Trunking shall be of 2 m or 3 m standard length for the ease of installation. 

 
(ii) All joints shall be scarfed or cut diagonally in longitudinal section, and shall be smoothed down by 
fi ling to make the joints a very close fit as far as possible and without burrs. They shall be screwed at 
joints with two or more screws as would be necessary. 

 
(iii) Joints arising out of bends or diversion shall be done using standard accessories like Internal angle, 
External angle, Flat angle (elbows), Flat junction (T) and end caps. For the separation of data and power 
cables there shall be partition in both trunking and accessories. Internal and external angle shall have 
variable angle for the alignment at the wall corners. In no case the radius of curvature of the cables 
inside a bend shall be less than 6 times their overall diameter. 
6.3.4 Trunking should be of white colour in case of PVC trunking and of white or grey colour 
in case of Aluminum trunking. 

 
(i) Mini Trunking attached to ceiling shall be carried completely across the ceiling/wall whenever 
required by the Engineer-in-charge, instead of being stopped at an outlet location and in all such cases, 
dummy mini trunking must be provided. 

 
6.3.5 Attachment of Capping: 
(i) Wherever required by the Engineer-in-charge, capping shall not be fixed until the work has been 
inspected with the wires in position and approved. The inspection will be done from time to time as the 
work progresses. 

 
(ii) Cover shall be attached to body after all the insulated wires are laid inside. 

 
(iii) No screws or nails shall be used for fixing PVC cover to the body. 

 
(iv) Aluminum cover shall be fixed by using cadmium plated flat head / round head screws with an 
axial spacing not exceeding 30 cm. 

 
6.3.6 Installation of Cables 
(i) For ease of maintenance, cables carrying direct current or alternating current shall always be bunched 
so that the outgoing and return cables are drawn in the same trunking. 

 
(ii) Mini trunking shall be of such a design that it holds the wires inside the trunking body (casing) at 
suitable intervals, so that at the time of opening of the trunking cover (capping), the wires may remain 
in position in the trunking body (casing) and do not fall out. 

 
6.3.7 Earth Continuity 
(i) A protective (earth continuity) conductor shall be drawn inside for earthing of all metallic boxes of 
the installations as well as for connections to the earth pin of the socket outlets. 

 
(ii) In the case of metallic trunking there shall be a metallic link between adjacent trunking covers with 
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screw connections, and also connections from the end casing to the earth terminal of metallic boxes / 
outlets / switch boards as per the case may be, for the complete body earthing of the system. 

 
 
 

TABLE V 
Maximum Number of PVC Insulated 650/1100 Volt Grade 

Aluminum/Copper Conductor Cable conforming to IS 694 : 1990 
[Clause 6.2.4(i)] 

 
Note : Dimensions shown above are outer dimensions of mini trunking. 

 
M.V. PANEL, D.B., RISING MAINS, BUS TRUNKING AND 

OVERHEAD BUS BAR SYSTEM 
 
7.1 Scope 
This covers supply/ erection/ testing and commissioning of the equipments suitable for 415 Volt, 3 
Phase, 50 HZ 4 wire system. 

 
7.2 Requirements 
(i) For each equipment, required IP rating and short circuit rating capacity will be specified. Governing 
BIS also will be specified. 

 
(ii) All the equipments will be factory fabricated in an approved factory having modern fabrication and 
testing process. It shall have seven tank pre-treatment process comprising of degreasing, rinsing, de- 
rusting, rinsing, phosphatising, rinsing and passivation followed by powder coat painting having a paint 
thickness of 60 microns or as specified. The powder paint will be subjected to oven-heated process. All 
panels will be provided with suitable gasket to make it dust/ vermin proof. 

 
 
7.1.1 Specification of LT Cubicle Panel 
(i) Cubicle panel shall be floor mounted (on a base frame) totally enclosed and extensible type. 
The general construction shall conform to IEC 61439. The design shall include all provisions for 
safety of operating and maintenance personnel. Degree of IP protection shall be IP-42 for indoor 
application and 
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IP-54 for outdoors, unless otherwise specified. 
 
(ii) The panel shall be compartmentalized type having space and arrangement for incoming cable/ bus 
ducting, incoming switchgear/ switchgears, bus coupler, insulated and properly supported 
compartmentalized bus bars, outgoing compartmentalized switchgear, bus bar supports, joint shrouds, 
cable alleys of suitable size for cabling routing, support and terminations, inter-connection between bus 
bars and switchgear with auxiliary bus bars/ insulated conductors/ 
strips etc. Also the panel will be provided with necessary instrumentation like CTs, PTs, Ammeters, 
Voltmeters, phase indicating lamps, other required instruments, wiring, fuses etc. 

 
(iii) It shall be fabricated out of CRCA sheet not less than 2.0 mm thick for load bearing 
members and 1.6 mm for doors of LT panels. The framework may be Angle Iron/ Channel/ Bolted type 
construction. General constructions shall employ the principle of compartmentalization and segregation 
of each circuit. Unless otherwise approved, incomer and bus section panels shall be separate and 
independent and shall not be mixed with sections required for feeders. Each section of the rear 
accessible type board shall have hinged access door at the rear. Operating handle of the highest unit 
shall be at a height not more than 1.7 mt. Overall height of the board shall not exceed 2.3 meter. 

 
(iv) Arrangement for Incoming/Outgoing Cable Termination 
Cable entries shall be provided either from the rear or from the front through cable alleys of suitable 
size. Removable gland plate to be provided for each cable entry. Cable support arrangement to be 
provided inside cable alley so that cables are neatly arranged and fixed. From each outgoing switch, 
insulated strip/ conductor of suitable size to be provided up to suitable terminal block, which will 
receive incoming/ outgoing cable termination. It is desirable that cables are not terminated directly to 
switchgear, but terminated through proper terminal blocks. 

 
(v) Specification of Cable Terminal Block: 
Terminal block of reputed make shall be used. The housing material shall be polyamide having 
unbreakable and fi re-retardant characteristic. All the metal parts shall be made up of copper alloy 
including the screws. Mounting shall be ‘Din’ or ‘G-rail’ type. Screws shall be self captive type. No 
protection cover is required, and the block should be touch proof. 

 
(vi) Bus bars/ Supports/ Clearances: 
The bus bar system may comprise of a system of main/ auxiliary bus bars run in bus bar alleys. For bus 
bar material, ratings, current density, insulation, supports, bus bar clearances and joints see para 7.2 
(iii). 

 
(vii) Earthing: 
2 Nos. 20 x 3 mm copper strip for LT panel upto 400 Amp. capacity or 2 Nos. 20 x 5 mm copper strip 
for LT panel of higher capacity shall be fixed all around the panel connected to 2 Nos. earth bus 
copper strips connected to incoming earth conductors. 

 
(viii) Commissioning: 
After erection, the LT panel will be commissioned after: 
(a) Tightening of all nuts and bolts. 
(b) Closing any left out holes to ensure the entire panel is insect proof. 
(c) ) Megger testing. 
(d) Earth testing. 

 
 
7.1.2 Specification of Prewired DB 
As a general practice only prewired MCB/HRC type DBs shall be used, on account approved, incomer 
and bus section panels shall be separate and independent and shall not be mixed with sections required 
for feeders. Each section of the rear accessible type board shall have hinged access door at the rear. 



  Page 49 of 88   

Operating handle of the highest unit shall be at a height not more than 1.7 mt. Overall height of the 
board shall not exceed 2.3 meter. 

 
(iv) Arrangement for Incoming/Outgoing Cable Termination: 
Cable entries shall be provided either from the rear or from the front through cable alleys of suitable 
size. Removable gland plate to be provided for each cable entry. Cable support arrangement to be 
provided inside cable alley so that cables are neatly arranged and fixed. From each outgoing switch, 
insulated strip/ conductor of suitable size to be provided up to suitable terminal block, which will 
receive incoming/ outgoing cable termination. It is desirable that cables are not terminated directly to 
switchgear, but terminated through proper terminal blocks. 

 
(v) Specification of Cable Terminal Block: 
Terminal block of reputed make shall be used. The housing material shall be polyamide having 
unbreakable and fi re-retardant characteristic. All the metal parts shall be made up of copper alloy 
including the screws. Mounting shall be ‘Din’ or ‘G-rail’ type. Screws shall be self captive type. No 
protection cover is required, and the block should be touch proof. 

 
(vi) Bus bars/ Supports/ Clearances 
The bus bar system may comprise of a system of main/ auxiliary bus bars run in bus bar alleys. 
For bus bar material, ratings, current density, insulation, supports, bus bar clearances and joints see 
para 7.2 (iii). 

 
(vii) Earthing 
2 Nos. 20 x 3 mm copper strip for LT panel upto 400 Amp. capacity or 2 Nos. 20 x 5 mm copper strip 
for LT panel of higher capacity shall be fixed all around the panel connected to 2 Nos. earth bus copper 
strips connected to incoming earth conductors. 
(Typical Cubicle Panel is explained in Fig. 8) 

 
(viii) Commissioning 
After erection, the LT panel will be commissioned after: 
(a) Tightening of all nuts and bolts. 
(b) Closing any left out holes to ensure the entire panel is insect proof. 
(c) ) Megger testing. 
(d) Earth testing. 

 
7.1.3 Specification of Prewired DB 
(a) As a general practice only prewired MCB/HRC type DBs shall be used, on account 
vertical power distribution, this is a preferred method, compared to rising cable system and is more 
reliable and safe from point of view of fire hazard 
. 
(b) Tap-off arrangements shall be provided on the rising mains with tap-off boxes. 

 
(c) The rising main shall comprise of sheet metal enclosure, bus bars, tap-off points, tap-off boxes, end 
feed units, fire barriers, expansion joints, thrust pads, end covers and fixing brackets etc. 
(d) The rising main shall conform to IEC 61439 and shall be suitable for 415 V, 3 phase, 50 Hz 
supply and insulation of rising mains shall be capable of withstanding the voltage of 660 volt AC. 
Degree of IP protection and short circuit rating shall be specified. 

 
(ii) Enclosure 
The enclosure shall be made from sheet steel of 1.6 mm thickness. 

 
(iii) Bus bars 
(a) Rating 
Bus bars shall be made of wrought aluminum or aluminum alloy, or electric grade copper, conforming 



  Page 50 of 88   

to relevant Indian Standard, as specified. The ratings of the bus bars shall be 100A, 200A, 300A, 400A, 
500A, 600A, or 800A as specified. 
(b) Current Density 
Bus bars shall be of sufficient cross-section so that a current density of 100A/sq.cm is not exceeded at 
nominal current rating for aluminum bus bars, and 150A/sq.cm for copper bus bars. The minimum sizes 
of sections of bus bars are given in Table VI. 

 
(c) Cross Section of Bus Bars 
The cross section of the neutral bus bar shall be the same as that of the phase bus bar for bus bars of 
capacities upto 200A; for higher capacities, the neutral bus bar must not be less than half the cross- 
section of that of the phase bus bar. 

 
(d) Insulation 
Each bus bar shall be suitably insulated with PVC sleeves/ tapes. The insulation of the rising mains 
shall be capable of withstanding the voltage of 660 V of AC. 

 
(e) Bus Bar Supports 
Bus bar support insulators shall be class F insulators made of monohygroscopic, non-combustible, 
track resistant and high strength FRP/ SMC/DMC material, and shall be of suitable size and spacing to 
with-stand the dynamic stresses due to short circuit currents. The spacing between two insulators 
should be provided by the manufacturers according to the design 
approved by CPRI for their bus bar supports. 

 
(f) Bus Bar Clearances 
(i) The minimum clearance to be maintained for enclosed indoor air insulated bus bars for medium 
voltage applications shall be as follows: 
Between Min. Clearances 
Phase to earth 26 mm 
Phase to phase 32 mm 
Note: For strip connection from bus bars to switchgear, the above clearances don’t apply. 

 
(ii) (a) Bus bar joints shall be thoroughly cleaned and a suitable oxidizing grease shall be applied before 
making the joint. 

 
(b) High tensile bolts, plain and spring washers shall be provided to ensure good contact at the joints. 

 
(c) The overlap of the bus bars at the joints shall be not less than the area of the cross section of the bus 
bars. 

 
(g) Bus Bar Marking 
Bus bars and main connections shall be marked by color or letter as per Table VII. 

 
(iv) Expansion Joint 
Expansion joint made of aluminum/copper strips shall be provided wherever necessary, to take care of 
expansion and contraction of the bus bars under normal operating conditions. This shall be invariably 
provided whenever the length of the rising mains exceeds 15 m. 
(v) Thrust Pads 
(a) The bus bars shall be provided with thrust pads so that the expansion of the conductors is upwards 
only. 

 
(b) The bus bar clamps and insulators shall be designed to withstand the forces due to short circuit 
current. They shall also permit free vertical movement of the bus bars during expansion and contraction. 

 
(vi) Mounting 
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(i) Incoming cable will be connected to the rising main through an end feed unit, consisting of switch 
fuse unit with HRC fuse/ MCCB/ ACB of required capacity and cable end box. 

 
(ii) Tap-off boxes at specified intervals and height shall be provided on rising main to tap power. The 
box shall consist of set of HRC fuses or MCCB/Switch fuse unit, so that power from rising main can 
be switched ON/OFF and provided with suitable overload/ short circuit protection. 

 
(iii) Distribution boards/ switch boards will not be mounted on rising main. Such boards will be 
separately erected on floor/ wall and connected to tap-off box with suitable copper conductor cable 
(See Fig. 10). 

 
(vii) Construction Features 
(a) The rising mains shall be manufactured in convenient sections to facilitate easy transportation and 
installation. The sections shall be connected to form a vertical run at site. Each section shall be provided 
with suitable wall straps at convenient intervals for fixing to the wall. 

 
(b) The enclosure shall be sturdy so as to withstand the internal and external forces resulting from the 
various operating conditions. 

 
(c) The front covers shall be detachable. Neoprene gaskets shall be provided between the covers and 
the side channels. 

 
(d) The enclosure shall have a degree of protection not less than IP 42. 

 
(e) The rising main shall be designed for temperature rise not exceeding 40 degree Cover ambient 
temperature of 45 degree C. 

 
(f) Built-in fi reproof barriers having 2 hr. fire rating shall be provided to restrict the spread of fi re 
through the rising mains from one section to the adjacent section. 

 
(g) Necessary provisions for ventilation shall be made at suitable intervals. These shall be complete 
with welded non-ferrous metallic mesh to prevent entry of vermin. 

 
(h) Two numbers of copper earth strips of 25x 3 mm (for Rising Main upto 400 Amp.) and 25 x 5 mm 
(for Rising main above 400 Amp. and upto 800 Amp.) shall be provided along side the rising mains 
enclosure, and shall be bolted to each section of the rising mains. 

 
(viii) Installation of Rising Mains 
(i) Rising mains shall be installed on walls, to which the foundation bolts shall be suitably grouted (in 
a shaft of adequate size for rising main and floor distribution panel). The foundation bolts shall be 
provided by the contractor without extra payment. 

 
(ii) (a) No structural member in the building shall be damaged/ altered, without prior approval from the 
competent authority through the Engineer-incharge. 

 
(b) Structural provisions like openings, cutouts, if any, provided by the department for the work, shall 
be used. Where these require modifications, or where fresh provisions are required to be made, such 
contingent works shall be carried out by the contractor at his cost. 
(c) All such openings in floors provided by the Department shall be closed by the contractor after 
installing the cables/ conduits/ rising mains etc. as the case may be, by any suitable means as approved 
by the Engineer-in-charge without any extra payment. 

 
(d) All chases required in connection with the electrical works shall be provided and filled by the 
contractor at his own cost to the original architectural finish of the buildings. 
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(ix) Commissioning 
Before connecting mains supply after installation, pre-commissioning checks comprising megger test, 
checking the tightness of connections, body earth connection etc. shall be carried out and recorded. 

 
7.3 Bus Trunking 
7.3.1 Application 
These are generally provided for interconnections between the transformers of 400 KVA and above 
and DG sets 300 KVA and above and their switch board panels, and also for interconnections between 
large switch board panels where specified, thereby avoiding use of large sizes of cables for such 
interconnections. 

 
7.3.2 Materials 
7.3.2.1 Enclosure 
Sheet steel of minimum 2 mm thickness shall be used for fabricating the enclosure. 

 
7.3.2.2 Bus Bars and Supports 
Bus bars and their supports shall comply with clauses 7.2 (iii) of these specifications. 
The current rating shall be as specified in individual cases. 

 
7.3.3 Construction 
7.3.3.1 Enclosure 
(i) The enclosure shall  be of bolted type, box  type, welded type or any other type as per the 
manufacturer’s standard practice, and shall be made out from sheet steel of minimum 2 mm thickness. 
The front cover only shall be detachable. The section of the bus duct shall be rectangular. The enclosure 
shall be sturdy so as to withstand the internal and external forces resulting from the various operating 
conditions. 
(ii) The bus trunking enclosure shall be fabricated in convenient sections for easy transportation and 
installation. The sections shall be connected to form horizontal and vertical runs as required at site. The 
enclosure shall be provided with flanged ends with drilling arrangements to suit the flanges at the 
switchgear and transformer terminals. All flanges shall be provided with gaskets, nuts, bolts, washers 
etc. 
(iii) The entire bus trunking enclosure shall be designed for dust and vermin proof construction. The 
enclosure for outdoor installation shall be additionally in weatherproof construction. The enclosure 
shall have a degree of protection not less than IP 42 for indoor application, and IP 54 for outdoor 
application in accordance with IS 2147. 
(iv) Bus trunking, if required to be installed outdoors, shall be provided with a metallic protecting 
canopy of adequate size above the bus trunking, fabricated as part of the enclosure. 
(v) Neoprene gaskets shall be provided to satisfy the operating conditions imposed by temperature, 
weather etc. and durability. 
(vi) Provisions for ventilation shall be made as per clause 7.2 (vii) (g) of these specifications. 
(vii) Two numbers of Copper earth strips of appropriate size shall be provided alongside 
the bus trunking enclosure and shall be bolted with each section of the bus trunking 
(See Table VIII). 

 
7.3.3.2 Expansion Joint/ Flexible Termination 
(i) Flexible connections shall be provided by braided or multi-leafed conductors for terminations at 
transformer bushing and switchgear. 
(ii) Expansion joints shall be provided as per clause 7.2 (iv) of these specifications. 
7.3.4 Installation 
(i) Each section of the enclosure shall be suspended from the ceiling slab with suitable 
MS suspenders and support angles/ channels. The runs shall be neat and the route shall be as directed 
by the Engineer-in-charge. 
(ii) The bus trunking shall be supported such that its weight does not come on the terminations. 
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(iii) Danger notice boards shall be provided on the bus trunking enclosure at suitable intervals in every 
room through which it passes. 
(iv) The earthing strips shall be properly terminated to the earth bars at both ends. 
(v) Pre-commissioning checks shall be conducted. 

 
7.4 Overhead Bus Bar System 
7.4.1 Application 
The overhead bus bar system is generally used for distribution of power to a number of 
distributed power loads, such as motors, as in a workshop. This system has an in-built 
flexibility for meeting additional loads without much change in the distribution system. 
These specifications cover indoor application only. 

 
7.4.2 Materials 
7.4.2.1 Enclosure 
Sheet metal used for fabrication of side channels shall be 1.6 mm thick and the top and 
bottom covers 1.2 mm thick. 

 
7.4.2.2 Bus Bars and Supports 
(i) The bus bars shall comply with clause 7.2 (iii) of these specifications. The bus bars 
shall however be rated for 200A, 300A or 400A as specified. Each bus bar shall be individually 
insulated by means of PVC sleeves. 
(ii) The bus bar supports shall comply with clause 7.2 (iii)(e) of these specifications. 

 
7.4.3 Construction 
(i) The enclosure shall be sturdy to withstand the internal and external forces resulting from the various 
operating conditions. The enclosure shall have a degree of protection not less than IP 42 in accordance 
with IS 2147. 
(ii) The top and bottom cover plates shall be detachable, and shall complete with gaskets to make the 
enclosure totally dust and vermin proof. 
(iii) The enclosure shall be fabricated in convenient sections for easy transportation and installation. 
The bus sections shall be jointed together with flanges and tie bolts. Each section of the enclosure shall 
be suspended from the ceiling slab with suitable and rigid MS suspenders and brackets as required. 
Detachable blank sheet steel covers shall be provided for enclosing the free ends of the bus bar run. 
(iv) Two numbers of Copper earth strips of appropriate size shall be provided for the complete run of 
bus bar enclosure and shall be bolted to each section of the bus bar enclosure. Suitable provision should 
be made to enable earth connection to the plug-in box, when plugged in. 

 
7.4.4 Plug-in Boxes 
(i) Each section of the bus bar enclosure shall have plug-in points spaced at intervals of approximately 
600 mm for the insertion of plug-in boxes. (ii) The plug-in boxes shall be fabricated as compact sheet 
steel boxes with hinged doors and shall house the fuse holders/ MCCB/ MCB. The fuse holders/ 
MCCB/MCB shall be solidly connected to high conductivity copper clip-on contacts and reinforced by 
spring steel strips. These clip-on contacts shall plug-in directly on to the bus bars at the plug-in points. 
(iii) Two earth points shall be located at the ends of the plug-in boxes. While inserting these boxes into 
the plug-in points, the earth points shall engage first in the special earth bushes provided on the 
underside of the bus bar enclosure before the main contacts are made. While withdrawing these boxes, 
the earth contact is maintained even after the main contacts are isolated. (iv) The plug-in boxes after 
insertion into the plug-in points shall be fastened by wing nuts. (v) Each plug-in box shall be fitted with 
a brass compression gland suitable for the size of the cable specified. It should be possible to provide 
this gland in any position, i.e. left hand side, right hand side or lower side of the plug-in box.(vi) The 
unused plug-in points shall be blanked with detachable sheet steel covers. 
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7.4.5 Installation 
(i) The bus sections shall be jointed together with flanges and tie bolts. Each section of the enclosure 
shall be suspended from the ceiling slab with suitable MS suspenders and support angles/ channels as 
required. 
(ii) Bus trunking shall be suspended at a uniform height of about 2.4 m above floor level. The layout 
shall be got approved from the Engineer-in-charge before erection. The runs shall be straight, except at 
points of changes in direction. 
(iii) A connector assembly shall be supplied loose with each section of the enclosure for coupling two 
sections, and it shall comprise a rubber locating ring, bus bar insulating tube and a connector insulating 
tube. 

 
7.4.6 Earthing 
The Copper earth strips of the bus duct shall be connected to the earth bus/ earth terminal(s) of the 
switchboard controlling the bus ducts, by appropriate protective conductors, notwithstanding the 
connection by the armouring of the feeder cable. 

 
7.4.7 Danger Notice Board 
These shall be provided on the enclosure at suitable intervals and not exceeding 5 m. 
7.4.8 Pre-commissioning checks shall be conducted. 

 
Note: 
(i) In larger bus bars of sizes above 1000 amps, the sections can be accepted in other rectangular cross- 
sections and numbers also, provided the total cross sectional area offered is not less than the total cross- 
sectional area shown in the above table against the respective bus bar rating. 

 
(ii) With aluminum bus bars, only aluminum wire/ solid bar connections shall be made for incoming/ 
outgoing mountings on the switchboards. 

 
(iii) With copper bus bars, only copper wire/ solid bar connections shall be made for incoming/ outgoing 
mountings on the switchboards. 

 
TABLE VII 

 
(i) Marking for A.C. Bus Bars & Main Connections 
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(ii) For D.C. Bus Bars and Main Connections 

 
Note: In the wiring diagram, positive and negative should be indicated by ‘+’ and ‘-’ respectively. 

 
 

TABLE VIII 
A: Earth Continuity Strip for Protective Earthing of Sub-Station Equipment 

 
098765B: Earth Continuity Strip for Bus Trunking and Rising Main 
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C: Neutral Earthing of Transformers and Generators 

 
 
EARTH LEAKAGE CB/RESIDUAL CURRENT CB : 
The ELCB/RCCB shall comply with IS: 12640-1988/IEC: 1008. The ELCB/RCCB shall be current 
operated independent of the line voltage. ELCB/RCCB shall work on the principle of core balance 
transformer. The ELCB/RCCB shall be rated for current sensitivity of a min of 30mA and a max of 
300 mA at 240/415 V AC. The terminals shall be protected against finger contact to IP:20 degree of 
protection. The ELCB/RCCB shall have a minimum of 20,000 electrical operations. 

 
Testing Provision : 
A test device shall be incorporated to check the integrity of the earth leakage detection system and the 
tripping mechanism. When the unit is connected to service, pressing the test know shall trip the 
ELCB and the operating handle shall move to the “OFF” position. 
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TECHNICAL SPECIFICATIONS - HVAC 
 
1.0 Equipment: 

 
1.1 Air-cooled Variable Refrigerant Flow System : 
1.1.1 Scope 
The scope of this section comprises of supply, installation, testing and commissioning of self-contained 
air cooled split type variable refrigerant flow packages each comprising of an outdoor and multiple 
indoor ductable / non ductable units conforming to these specifications and in accordance with the 
requirement of drawings and schedule of quantities. 
 
1.1.2 Outdoor Unit : 
 
Outdoor unit shall be factory assembled, good for outdoor installation, constructed out of heavy gauge 
MS panels with weather proof painting. The units shall be factory wired with necessary controls duly 
tested prior to dispatch conforming to the following specifications. 
(a) All outdoor units shall consist of inverter scroll compressors. 
(b) Outdoor units above 18 HP shall consist of minimum two separate inverter driven compressors. 
(c) The units shall be provided with duty cycling arrangement for multiple inverter scroll compressors. 
(d) The outdoor unit shall be modular in design to facilitate installation one after another close to each 
other. Preference would be given to compact units having smaller footprint. 
(e) Outdoor units should be rugged of anti-corrosion design. 
(f) The outdoor unit shall comprise of sub cooling feature to effectively use the entire coil surface through 
proper circuit/bridge in order to prevent flushing of refrigerant owing to large length of piping. 
(g) The condensing unit shall be provided with state-of-the-art microprocessor based control panel. 
The outdoor unit shall be provided with Aero spiral design fan exhibiting low noise level characteristics 
complete with aero fitting grille to facilitate spiral discharge of airflow to effect reduction in pressure 
losses. The fan should be capable to respond to external static pressure of 5mm. The condensing unit 
shall be designed to facilitate fail safe operation when connected to multiple indoor units. Following 
safety devices shall be integral part of the outdoor unit: 
� High pressure switch 
� Fan drive overload protection switch 
� Fusible plug 
� Overload relay including overload protection for inverter driven scroll compressor. 
1.1.2.1 Scroll Compressor :  
The inverter scroll compressor shall be an industrial quality rugged, cast iron, direct hermetic compressor 
with scroll plates, suction & discharge service valves. The compressor shall be complete with straight 
suction tube, centrifugal oil pump, oil charging valve, oil level sight glass, crank case heater and check 
valve on the scroll discharge port. The compressor shall be complete with the provision of two-point 
lubrication for each motor bearing. The compressor shall be completely enclosed in a chamber with no 
leakage path and providing the capability for scroll plates to separate. The compressor shall be provided 
with industrial solid motor mounts internal motor protection and vibration isolation pads. Each 
compressor shall be independently wired and piped to its own circuit for efficient operation & ease of 
maintenance. The compressor speed shall not exceed 3000 RPM. The compressor shall be capable of 
functioning with inverter control. The inverter driven compressor shall preferably be with reluctance DC 
inverter for higher efficiency and reliability. 
1.1.2.2 Condenser : 
Condenser shall be air-cooled type, suitable for outdoor installation and shall be suitable for operating at 
52 deg C db and 24 deg C wb temperatures. Condenser shall be in copper tube & aluminium fin 
construction. Condenser coil shall be of minimum 3 rows and the FPI shall ne minimum 18. The 
maximum face velocity across the coil shall not exceed 215 MPM. The condenser frame shall be 
constructed from heavy duty galvanized steel. 
 
The condenser fan/s shall be of propeller type with 900 RPM variable voltage electric motor complete 
with IP-55 protection. Motor shall be speed controlled to ensure a stable operation for varying ambient, 
by a factory fitted direct acting head pressure activated variable speed drive. The condenser shall be 
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complete with provisions for refrigerant piping connections, shut off valves and any other standard 
accessories necessary with the equipment supplied. 
1.1.3 Anti-Corrosion Protective Treatment Associated with Condensing Units, Piping, Joints and U bends 
& Refrigerant Piping between Outdoor and Indoor Units. 
All interconnecting piping, joints and U bends within the condensing unit shall be painted with two coats 
of clear transparent polymer coating for protection against corrosion from ambient air pollution. Two 
coats of protective coating shall be applied. Each coat shall have dry film thickness of 35 micron or more.  
The coating shall be strong, flexible and durable. It shall have good adhesive and abrasion resistance. It 
shall be resistant to moisture, UV, acid, alkali and other chemicals and capable of functioning between -
250 C and 1500 C. 
The polymer shall be obtained by the mixing of base / monomer with a hardener/polymerizor. It may 
brush applied or with the use of a suitable gun. 
 
1.2  Refrigerant Piping (VRF) : 
The copper refrigerant piping shall be carried out neatly to connect outdoor and group of indoor units 
and shall run along with wires/cables. The refrigerant piping shall be carried out using hard drawn copper 
pipes & readymade copper fittings for pipe diameter exceeding 19mm. Piping less than 19mm shall be 
carried out using soft seamless copper pipes. Joints shall be affected by soldering/brazing process using 
silver rods. Suitable sleeves shall be provided at all wall crossings as required. The refrigerant circuit 
shall include liquid line and gas shut-off valves besides solenoid valve at the end of condenser.  
 
The refrigerant piping shall be carefully sized with necessary headers and should consist of accessories 
including Y-joints. After the refrigerant piping installation has been completed, the refrigerant piping 
system shall be pressure tested using nitrogen at pressure holding of 150 PSI for 3 minutes, followed by 
an increase in pressure to 325 PSI for holding for 5 minutes, and finally an increase in pressure to 600 
PSIG and holding for 24 hours. Pressure shall be maintained in the system for 24 hours. The system shall 
then be evacuated to minimum vacuum equivalent to 700mm Hg and held for another 24 hours prior to 
commencement of gas charging. 
 
All refrigerant pipes shall be properly supported and anchored to the building structure using steel 
hangers, anchors, brackets and supports which shall be fixed to the building element by means of inserts 
or expansion shields of adequate size and number to support the load imposed thereon. The liquid and 
suction refrigerant lines including all fittings, valves, strainer etc. shall be insulated with 25 mm thick 
closed cell elastomeric insulation material preferably in tubing  
form as specified in Schedule of Quantities. 
 
To protect nitrile rubber insulation associated with exposed copper piping from degrading  
due to ultra violet rays & atmospheric conditions, it shall be covered with poly shield coating. Fiberglass 
tape shall be helically wrapped & applied with two coats of resin with hardener to give smooth finish. 
 
1.3 Centralized Remote Controller, Touch Screen Type : 
A multifunctional compact centralized controller shall be provided with the system. The Graphic 
Controller must act as an advanced air conditioning management system to facilitate complete control of 
VRF air conditioning equipment, it should be user friendly through its touch screen, icon display and 
colour LCD display. It shall be able to control up to several groups of indoor units with the following 
functions: 
Starting/stopping of Airconditoners as a zone or group or individual unit. 
Temperature setting for each indoor unit or zone. 
Switching between temperature control modes, switching of fan speed and direction of airflow, 
enabling/disabling of individual remote controller operation. 
Monitoring of operation status such as operation mode & temperature setting of individuals indoor unit, 
maintenance information and troubleshooting information. 
Display of air conditioner operation history. 
Daily management automation through yearly schedule function with possibility of various schedules. 
The controller shall comprise of wide screen user friendly colour LCD display and can be wired by a 
non-polar 2 wire transmission cable upto a distance of 500 m away from indoor unit. 
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1.4 Unified On/Off Controller : 
 
Unified ON/OFF controller shall be supplied as optional accessory. 
The controller shall be able to control minimum 15 groups, each group containing maximum 16 indoor 
units or 128 indoor units with the following functions: 
On/Off as a zone or individual unit. Indication of operation condition of each group. 
Select one of 4 operation modes. 
1.5 Schedule Timer : 
A schedule timer shall be supplied as an optional accessory. 
The timer shall be able to set operation schedule for all indoor units. 
The timer shall be able to set 8 patterns of schedule combined with centralized controller. 
1.6  Propeller Fans : 
Propeller type, Ring/Diaphragm mounted fans shall be equipped with a TEFC phase motor with the 
impeller mounted directly on the shaft. The blades shall be die formed steel. The fan shall be fitted with 
gravity type louvers.  
a. The Contractor shall supply all foundation bolts, base frame wherever required, vibration eliminators 
etc. and shall ensure that all the above accessories are placed securely in proper position while the 
foundation is cast. 
b. Vibration eliminators shall be provided with an efficiency of not less than 80% wherever necessary. 
c. Fan inlet and outlet connections shall be with flexible canvas connections wherever necessary. 
Testing : 
 
All the fans shall be tested for performance and the following test results shall be furnished: 
a. Air flow rate in CFM. 
b. Static pressure at the fan supply end. 
 
Painting : 
On completion of the erection and testing, the outside of the fans shall be painted with two  
coats of Synthetic Enamel paint of approved colour over and under coat of primer. 
 
1.7  Inline Fans : 
Inline fan shall incorporate approved make SISW direct driven Centrifugal Fan with TEFC motor with 
IP-44 protection. The fan assembly shall be encased in a sheet metal housing of 22 gauge GSS and with 
necessary inspection cover with proper gasket assembly. The fan material shall be galvanized sheet steel. 
Flanges shall be provided on both sides of the Inline fan to facilitate easy connection. Flexible anti-
vibration joints shall be provided to arrest vibration being communicated to other equipment connected 
to the Inline fan. Motor shall be single phase/three phase as per required duty conditions. 
 
All single phase fans shall be provided with speed regulator while all three phase fans shall be provided 
with opposed blade damper in GSS construction at fan outlet for air balancing. All inline fans shall be 
internally lined with 15mm thick open cell nitrile rubber insulation to achieve noise level of 40 db. 
 
1.8 Centrifugal Fans : 
Centrifugal fans shall be of high efficiency forward/backward curved approved make DIDW/SISW of 
specified Class and arrangement complete with access door, squirrel-cage induction motor, direct drive 
and vibration isolators. Type, direction of discharge / rotation, and motor position shall be as per the 
Approved for Construction shop drawings. The fan shall be complete with the following – 
Housing : Housing shall be constructed out of heavy gauge galvanized sheet steel welded/bolted 
construction. Housing for mounting of blower should be strong enough to hold the bearings preferably 
with twin rib spider arrangement. It shall be rigidly reinforced and supported by structural angles. Split 
casing shall be provided on larger sizes of fans, however, neoprene packing should be provided 
throughout split joints to make it air tight.18 gauge galvanized wire mesh inlet guards of 5 cm sieves 
shall be provided on both inlets. Housing shall be provided with standard cleanout and door with quick 
locking tension handles and neoprene gasket. Rotation arrow shall be clearly marked on the housing. 
Fan Wheel : 
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Fan Wheel shall be backward-curved non-overloading type OR forward curved type. Fan wheel and 
housing shall be statically and dynamically balanced, conforming to standard G 2.5 . Fan outlet velocity 
shall not exceed 2000 FPM (610 MPM) and maximum fan speed shall be 1000 RPM. 
Shaft : Shaft shall be constructed of high quality steel, turned, ground and polished. 
Bearings : 
Bearings shall be of ball bearing, taper lock type for self-alignment, mounted directly on the fan housing. 
Bearings shall be designed especially for quiet operation and shall be of the self-aligning, oil grease pack 
pillow block type. 
Motors : 
Fan motor shall be high efficiency IE-3 suitable for operation on 415 + 10% volts, 50 cycle, 3 phase AC 
power supply. The motor shall be TEFC, squirrel cage induction type having two speed and IP-55 
protection, provided with class ‘F’ insulation, centrifugal fans, whenever used for smoke venting duty, 
motor shall be with class H insulation. Motor name plate horse power shall exceed brake horse power by 
a minimum of 20%. Motor shall be designed especially for quiet operation and motor speed shall not 
exceed 1450 rpm. The fan and motor combination selected for the particular required performance shall 
be energy efficient ensuring lowest noise level. The motor shall be of approved make. Drive : Direct 
drive to fan shall be provided. 
 
Vibration Isolation : MS base shall be provided for both fan as well as motor, built as an integral part, 
and shall be mounted on a concrete foundation through vibration isolators of approved make or cushy 
foot mountings. The concrete foundation shall be at least 15 cm above the finished floor level or as shown 
in approved for construction shop drawings. 
1.9  Extract Fan Section : 
Fan section casing shall be of at least 16 gauge galvanized sheet complete with provisions of separate GI 
sheet enclosure to locate the motor in hot air stream free area (applicable for kitchens). The fan section 
shall be re-inforced with access panel as required. Factory Fabricated Plenums shall be provided as 
shown in design drawings. 
 
The fan shall be forward curved, floor standing, double inlet double width type. The wheel and housing 
shall be fabricated from heavy gauge galvanized steel. The fan impeller shall be mounted on a solid shaft 
supported to housing with angle iron frame/spider and self lubricated sealed eccentric type ball bearings. 
 
The impeller and fan shaft shall be statically and dynamically balanced. The fan outlet velocity shall not 
be more than 2000 FPM (610 MPM). Fan housing with motor shall be mounted on a common steel base 
inside the air handling housing on anti-vibration springs mounts or rubber mounts. The fan outlet shall 
be connected to casing with the help of fire retardant canvass. 
Fans shall be driven by an electric motor as specified in the schedule of quantities. Motor ratings are only 
tentative and where a fan requires a higher capacity motor, the contractor shall clearly point out the 
requirement and make his offer accordingly. Motor ratings shall be at least 20% over limit load plus 
transmission losses. 
Fan motors shall be suitable for operation on 415+10% volts, 50 cycles, 3 phase, AC power supply and 
shall be IE-3, TEFC squirrel cage induction type totally enclosed, fan cooled with IP-55 protection. 
Motors shall be especially designed for quiet operation and motor speed shall not exceed 1440 RPM. 
Direct drive to fan shall be provided. 
 
1.10  Fan Filter Units (Fresh Air Fans) : 
Fan section casing shall be of at least 16 gauge galvanized sheet complete with viscous metallic filters 
and Factory Fabricated Plenums as shown in design drawings. The fan section shall be reinforced with 
access panel as required. Factory Fabricated Plenums shall be provided as shown in design drawings. 
Where called for in ‘Schedule of Quantities’, unit shall be provided in double skin configuration similar 
to ‘Air Handling Units’. 
The fan shall be forward curved floor standing double inlet double width type. The wheel and housing 
shall be fabricated from heavy gauge galvanized steel. The fan impeller shall be mounted on a solid shaft 
supported to housing with angle iron frame/spider and self lubricated sealed eccentric type ball bearings. 
The impeller and fan shaft shall be statically and dynamically balanced. The fan outlet velocity shall not 
be more than 2000 FPM (610 MPM). Fan housing with motor shall be mounted on a common steel base 
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inside the air handling housing on anti-vibration springs mounts or rubber mounts. The fan outlet shall 
be connected to casing with the help of fire retardant canvass. 
Fans shall be driven by an electric motor as specified in the schedule of quantities. Motor ratings are only 
tentative and where a fan requires a higher capacity motor, the contractor shall clearly point out the 
requirement and make his offer accordingly. Motor ratings shall be at least 20% over limit load plus 
transmission losses. 
Fan motors shall be suitable for operation on 415+10% volts, 50 cycles, 3 phase, AC power supply and 
shall be IE-3, TEFC squirrel cage induction type totally enclosed, fan cooled with IP-55 protection. 
Motors shall be especially designed for quiet operation and motor speed shall not exceed 1440 RPM. 
Drive to fan shall be provided through belt-drive arrangement. 
Belts shall be of the oil-resistant type. Fan Filter units should be provided with necessary viscous metallic 
filters as mentioned under subhead filters. 
1.11 Filters : 
1.11.1 Viscous Metallic Filters 
Viscous metal filter shall be all metal, washable type. The filter media shall be composed of layers of 
crimped GI wire mesh. The velocity over face of filter shall not exceed 90 MPM. and pressure drop shall 
not exceed 5mm for 50mm thick filter. The filter shall be of GI and suitable for mounting as required at 
site. 
1.11.2. Synthetic Fibre Filters (EU5) : 
Synthetic fibre filter shall be constructed out of 50mm deep non-woven synthetic fibre replaceable media 
secured with anodized ductile aluminium mesh on one side & 40 sieve HDPE mesh on the other side. 
All the layers to be dully stitched together & to be housed in 18G Aluminium anodized frame. The filter 
element shall have 11 folds/Rft. The filter shall have an efficiency of 95 to 99 % down to 5 microns when 
tested as per BS: 2831 standard.  
It shall be suitable for operation under 100% Relative Humidity & 120 degree C temperature conditions. 
The velocity over the face of filter shall not exceed 105 MPM and the pressure drop across the filter shall 
not exceed 3 mm WG for 50mm thick filter. The filter frame shall be suitable for mounting in air handling 
unit as required at site. 
 
1.12 Air Curtains 
Air curtains shall be vertical down throw type and shall comprise of twin centrifugal blowers, statically 
and dynamically balanced, designed for noiseless and continuous operation, motor etc. The enclosure 
shall be factory fabricated out of 18 gauge aluminium/CRCA sheet duly powder coated. The outlet shall 
be carefully designed to create laminar draft providing an invisible air curtain at critical junction isolating 
clean and semi clean areas or as required. 
 
1.13 DX-Split Packages : 
Scope : 
The scope of this section comprises supply, installation, testing and commissioning of self-contained air 
cooled split type air conditioning units each comprising of an outdoor and single/twin indoor units 
conforming to these specifications and in accordance with the requirement of drawings and schedule of 
quantities. 
1.13.1 Outdoor Unit 
Outdoor unit shall be an air cooled condensing unit suitable for outdoor installation conforming to the 
following specifications. 
1.13.1.1 Unit Base & Casing 
Base panel shall be constructed out of fabricated steel structure of adequate size. Casing panels shall be 
of 1.2 mm thick, welded construction, removable type to provide easy access to equipment and shall be 
bonderized and painted. Casing shall be complete with discharge outlets, grilles, space for refrigeration 
equipment, fans, condenser coil etc. 
1.13.2 Compressor 
1.13.2.1 Inverter Scroll Compressor : The inverter scroll compressor shall be an industrial quality rugged, 
cast iron, direct hermetic compressor with scroll plates, suction & discharge service valves. The 
compressor shall be complete with straight suction tube, centrifugal oil pump, oil charging valve, oil 
level sight glass, crank case heater and check valve on the scroll discharge port. The compressor shall be 
complete with the provision of two-point lubrication for each motor bearing. The compressor shall be 
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completely enclosed in a chamber with no leakage path and providing the capability for scroll plates to 
separate. The compressor shall be provided with industrial solid motor mounts internal motor protection 
and vibration isolation pads. Each compressor shall be independently wired and piped to its own circuit 
for efficient operation & ease of maintenance. The compressor speed shall not exceed 3000 RPM. 
1.13.2.3 Condenser : Condenser shall be air cooled in copper tube & aluminium fins construction. 
Condensers shall be complete with provisions for refrigerant piping connections, shut off valves and any 
other standard accessory necessary with the equipment supplied. 
1.13.2.4 Condenser Fan 
Fan shall be preferably propeller type suitable for fractional horse power drive with IP-55 protection. 
1.13.3 Indoor Unit 
The indoor unit shall be basically a fan coil unit suitable for wall, floor and under ceiling installation of 
various types conforming to the following specifications. Indoor units shall be either ceiling mounted 
cassette type, wall mounted type, floor mounted type or ceiling mounted ductable type in conformity 
with the design drawings and schedule of quantities.  
Each indoor unit shall consist of PID controller for maintaining design room conditions besides micro-
processor based thermostat for cooling. The indoor unit shall also be provided with wired LCD type 
remote controller which shall memorize the latest malfunction code for ease in maintenance. The 
controller shall incorporate self diagnostic features. Such remote controllers associated with cassette type 
and hi-wall type indoor units shall incorporate inbuilt feature to be able to change fan speed and angle of 
swing flap individually as desired by the user. 
The ceiling mounted cassette type indoor units shall comprise of an attractive moulded ABS plastic 
exterior enclosure provided with four way supply air grilles on the periphery and square return air grill 
at the centre with filter behind. Each cassette types indoor unit shall consist of high efficiency paddle 
type condensate water pump to facilitate forced disposal of condensate water and low gas detection 
system. 
The hi-wall indoor units shall be suitable for installation on the wall preferably at lintel level. The 
specifications shall otherwise be similar to above. Ceiling mounted ductable indoor units shall comprise 
of high static centrifugal fan, direct driven or belt driven through TEFC squirrel cage induction motor 
suitable for moderate amount of duct work. The housing shall be of light weight construction fabricated 
out of powder coated galvanized sheet steel single skin panels, internally insulated with 9mm thick closed 
cell elastomeric insulation material. 
1.13.3.1 Cooling coil 
Cooling coil shall be of the fin and tube type, having aluminium fins, firmly bonded to seamless copper 
tubes. Face and surface areas shall be such as to assure rated capacity and the air velocity across the coil 
shall not exceed 170 MPM. The coil shall be factory tested under water at 21 Kg/Sq cm air pressure. 
1.13.3.2 Fan Section 
The fan associated with non ductable indoor units shall be dual suction, aero dynamically designed, multi 
blade type, statically-dynamically balanced to ensure smooth circulation of air exhibiting lower noise 
level. The fan shall be direct driven type mounted directly on motor shaft supported from the housing. 
Fan associated with ductable indoor unit shall be centrifugal double inlet double width forward curved 
type, preferably with variable pitch pulleys. The fan housing shall be statically-dynamically balanced at 
works to ensure noise and vibration free operation. 
1.13.3.3 Filters 
Filters shall be cleanable, synthetic fibre media of approved make. Velocity through filters shall not 
exceed 105 MPM and pressure drop across filters shall not exceed 5 mm of WG. 
1.13.3.4 Insulation 
All indoor unit shall be factory insulated with minimum 13 mm thick closed cell elastomeric insulation 
material towards thermal/acoustic treatment. Drain pan shall be insulated with minimum 13 mm thick 
closed cell elastomeric insulation material. Fixing of coil section and drain pan shall be done in such a 
way to avoid direct metal contact with any other un-insulated metal part in order to avoid condensation. 
Condensate drain piping around the indoor unit shall also be insulated with minimum 9mm thick closed 
cell elastomeric insulation preferably in tubing form. 
1.13.4 Refrigerant Piping (For Split Units) 
The copper refrigerant piping shall be carried out neatly to connect outdoor and indoor unit/s and shall 
run along with wires/cables. The refrigerant piping associated with ductable units shall be carried out 
using hard drawn copper pipes & readymade copper fittings for pipe diameter exceeding 19mm. Piping 
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less than 19mm shall be carried out using soft seamless copper pipes. Joints shall be affected by 
soldering/brazing process using silver rods. Suitable sleeves shall be provided at all wall crossings as 
required. The refrigerant circuit shall include liquid line and gas shut-off valves at the end of condenser. 
After the refrigerant piping installation has been completed, the refrigerant piping system shall be 
pressure tested using nitrogen at pressure holding of 150 PSI for 3 minutes, followed by an increase in 
pressure to 325 PSI for holding for 5 minutes, and finally an increase in pressure to 600 PSIG and holding 
for 24 hours. Pressure shall be maintained in the system for 24 hours. The system shall then be evacuated 
to minimum vacuum equivalent to 700mm Hg and held for another 24 hours prior to commencement of 
gas charging. 
All refrigerant pipes shall be properly supported and anchored to the buildings structure using steel 
hangers, anchors, brackets and supports which shall be fixed to the building element by means of inserts 
or expansion shields of adequate size and number to support the load imposed thereon. 
The liquid and suction refrigerant lines including all fittings, valves, strainer etc. shall be  
insulated with 13 mm thick closed cell elastomeric insulation material preferably in tubing  
form as specified in Schedule of Quantities. To protect nitrile rubber insulation associated with exposed 
copper piping from degrading due to ultra violet rays & atmospheric conditions, it shall be covered with 
polyshield coating. Fiberglass tape shall be helically wrapped & applied with two coats of resin with 
hardener to give smooth finish. 
2. Air Distribution : 
2.1 Scope 
The scope of this section comprises of supply, fabrication, installation and testing of all sheet metal ducts 
and supply, installation, testing and balancing of grilles, registers and diffusers, in accordance with these 
specifications and the general arrangements shown on various drawings. 
2.2 Duct Material 
The ducts shall be fabricated from galvanized steel sheets class VIII conforming to ISS:277, 1962 
(revised) or aluminium sheets conforming to ISS:737-1955, wherever aluminium ducts are specified. 
All ducts shall be fabricated from galvanized steel sheets and all ductwork shall conform  
to SMACNA Standard. Galvanized sheet shall possess light coating of Zinc, generally 120gm/sum of 
surface area. GI sheets shall be of Lock Forming Quality prime material along with mill test certificates. 
In addition, if deemed necessary, samples of raw material, selected at random by Owner’s site 
representative shall be subject to approval and tested for thickness and zinc coating at Contractor’s 
expense. 
2.3 Duct Fabrication 
All ducts shall be fabricated and installed in a workman like manner, generally conforming to SMACNA 
Standards. Round exposed ducts shall be die formed for achieving perfect circle configuration. The plain 
end of the round duct shall be slipped into the mating round duct with machine pressed flared end and 
thereafter pop riveted to complete the joint. The sample of round duct shall be displayed at the site prior 
to procurement for the approval of Consultants and IUCAA Engineers. 
a. Ducts shall be straight and smooth on the inside with neatly finished joints. All joints shall be made 
air tight. 
b. All exposed ducts within conditioned spaces shall have only slip joints and no flanged joints. The 
internal ends of slip joints shall be made in the direction of air flow. 
c. Change in dimensions and shape of ducts shall be gradual. Curved elbows, unless otherwise approved, 
shall have a centre line radius equal to one and half times the width of the duct. Air turns shall be installed 
in all abrupt elbows and shall consist of curved metal blades or vanes, arranged to permit the air to make 
the turns without appreciable turbulence. GI splitter dampers complete with brass metal lever shall be 
installed at each bifurcation/trifurcation point of duct for proper flow of air quantity in each duct. 
d. All ducts shall be rigid and shall be adequately supported and braced where required with standing 
seams, tees or angles of ample size to keep the ducts true to shape and to prevent buckling, vibration or 
breathing. 
e. All sheet metal connections, partitions and plenums required to confine the flow of air to and through 
the filters and fans, shall be constructed out of 18 gauge galvanized steel sheet, thoroughly stiffened with 
25mm x 25mm x 3mm angle iron braces and fitted with all necessary doors as required by the Consultants 
to give access to all parts of the apparatus. Doors shall not be less than 450mm x 450mm in size. All 
hardware fittings such as thunder bolts, hinges, handles etc shall be in extruded aluminium construction. 
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f. In case of grid type false ceiling, the entire diffuser assembly with plenum shall be independently hung 
from the ceiling through adjustable GI wires and the same shall be connected to the main duct through a 
flexible round duct. 
Fabrication Standards & Equipment 
All duct construction and installation shall be in accordance with SMACNA standard. In addition, the 
ducts shall be factory fabricated with the help of following machines to produce the requisite quality of 
duct work. 
1. Coil (sheet metal in roll form) lines to facilitate location of longitudinal seams at corners/folded edges 
only, for required duct rigidity and leakage free characteristics. No longitudinal seams permitted along 
any face side of the duct. 
2. All ducts, transformation piece, and fittings to be made on CNC profile cutter for requisite accuracy 
of dimensions, location and dimensions of notches at the folding lines. 
3. All edges to be machine treated using lock formers, flanges and rollers for turning up edges. 
2.4 Duct Construction 
All ducts shall be fabricated and installed in workmanlike manner, conforming to relevant SMACNA 
codes. 
a.) Ducts so identified on the Drawing shall be acoustically lined and insulated from outside as described 
in the section “Insulation” and as indicated in schedule of quantities. Duct dimensions shown on 
drawings, are overall sheet metal dimensions inclusive of acoustic lining where required and indicated 
in Schedule of quantities. The fabricated duct dimensions should be as per approved drawings and care 
should be taken to ensure that all connecting sections are dimensionally matched to avoid any gapes.  
b.) Ducts shall be straight and smooth on the inside with longitudinal seams shall be airtight and at 
corners only which shall be either Pittsburgh or Snap button as per SMACNA practice to ensure air 
tightness. 
c.) All ducts up to 750 mm width within conditioned spaces have slip and drive (C & S/SS) joints. The 
internal ends of slip joints shall be in the direction of airflow. Care should be taken to ensure that S/SS 
Cleats are mounted on the longer side of the duct and Cleats on the shorter side. Ducts and accessories 
including insulation within ceiling spaces, visible from air-conditioned areas shall be provided with two 
coats of mat black finish paint unless and otherwise specified. 
d.) All ducts over 750 mm duct size for pressure class 1” / 250 Pa (W.G.), and over 550 mm duct size for 
pressure class 2” / 500 Pa (W.G.) shall have transverse joints. 
e.) Changes in dimensions and shapes of ducts shall be gradual (between 1:4 and 1:7), Air –turns (vanes) 
shall be installed in all bands and duct collars designed to permit the air to make the turn without 
appreciated turbulence. 
f.) Ducts shall be fabricated as per details on Drawings. All ducts shall be rigid and shall be adequately 
supported and braced where required with standing seam, tees, or angels of ample size to keep the ducts 
true to shape and to prevent buckling, vibration or breaking. 
g.) All sheet metal connection, partitions and plenums, required to confine the flow of air to and through 
the filters and fans shall be constructed of 18 gauge GSS/ 16 gauge aluminium thoroughly stiffened with 
25mm x 25mmx3mm galvanized steel angle braces and fitted with all necessary inspection doors as 
required to give access to all parts of the apparatus access doors shall be not less than 45cm x 45 cm in 
size. 
h.) Plenums shall be shop/factory fabricated panel type and assembled at site. Fixing of galvanized angle 
flanges on duct pieces shall be with rivets heads inside i,e. towards GS sheet and riveting shall be done 
from outside.  
i.) Self-adhesive Neoprene rubber/ UV resistant PVC lining of 5mm thickness instead of felt shall be 
used between mating flanges and duct supports for all ducting installation. 
j.) Towards fire protection, all kitchen extract ductwork shall be fabricated out of 18 gauge GSS and 
coated with approved fire retardant paint preferably sprayed at factory prior to dispatch in order to capture 
the flanges, corners and internal joints. 
2.5 Duct Installation 
All ducts shall be installed generally as per the drawings and in strict accordance with approved for 
construction shop drawings prepared by the contractor. 
a. The contractor shall provide and neatly erect all sheet metal work as may be required to carry out the 
intent of these specifications and drawings. This work shall meet with the approval of the Architect/ 
Consultants in all its parts and details. 
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b. All necessary allowances and provisions shall be made by the contractor for beams, pipes or other 
obstructions in the buildings, whether or not the same are shown on the drawings. Where it becomes 
necessary to avoid beams or other structural work, plumbing or other pipes, and or conduits, the ducts 
shall be transformed, divided or curved to one side, the required area being maintained as approved or 
directed by the IUCAA Engineers/Consultants. 
c. If a duct cannot be run as shown on the drawing, the contractor shall install the duct between the 
required points by any path available, subject to the approval of the IUCAA Engineers/ Consultants. 
d. All duct work shall be independently supported from building elements or as required by the 
Architect/Consultants. All horizontal ducts shall be rigidly and securely supported, in an approved 
manner, within hangers formed of wire rope suspension arrangement with hot dipped galvanized (HDG) 
perforated channel under the ducts. The distance between two successive supports shall not be greater 
than 1.5 meter centre to centre. All vertical duct work shall be supported by structural members at each 
floor. 
e. Ducting on top of the ceiling shall be supported from the slab above, or from beams with the help of 
adequate strength dash fasteners, after obtaining approval of the IUCAA Engineers / Consultant. In no 
case shall a duct be supported from the ceiling hangers or be permitted to rest on a hung ceiling.  
f. All metal work in dead or closed down spaces shall be erected in time to occasion no delay to other 
contractors in the building. 
g. All ducts shall be totally free from vibration under all conditions of operations. Whenever duct work 
is connected to fans, that may cause vibrations in the duct, ducts shall be provided with two flexible 
connections located close to the unit in mutually perpendicular directions. Flexible connection shall be 
constructed of fire resistant flexible double canvas sleeves at least 100mm deep, secured properly and 
bolted at both ends. Sleeve shall be made smooth and the connecting duct work rigidly held by 
independent supports on both ends. The flexible connection shall be suitable for pressures at the point of 
installation. 
h. The two mating flanges of the ducts being joined with each other shall be made air tight by providing 
2mm thick foam rubber insertion fixed on both mating flanges by means of good quality adhesive. 
Rubber strip shall also be provided between bottom surface of duct and angle iron at each duct support 
to avoid metal to metal contact. 
2.6 Volume Control Dampers 
a. All dampers shall be multiblade type of robust construction of galvanized steel and tightly fitted. The 
design, method of handling, and control shall be suitable for the location and service required.  
b. Dampers shall be provided with suitable links, levers and quadrants as required for their proper 
operation control or setting devices shall be made robust, easily operable and accessible through suitable 
access doors in the ducts. Every damper shall have an indicating device clearly showing the damper 
position at all times. 
c. Dampers shall be placed in ducts and at each supply air collar, whether or not indicated on the 
drawings, for the proper volume control and balancing of the system. 
2.7 Fire Cum Smoke Dampers 
2.7.1 Bare Dampers 
a. All supply and return air ducts/return air spaces at AHU room crossings and at all floor crossings shall 
be provided with approved make motorized fire and smoke dampers of at least 90 minutes fire rating as 
certified by CBRI Roorkee, India as per clause 10 of UL:555-1995. These dampers shall be multi-leaf 
type -Ruskin. 
b. Fire damper blades and outer frame shall be formed out of 1.6mm (16G) galvanized steel sheet of 
length as mentioned in the approved for construction shop drawings titled as AHU Room Blow Up. The 
damper blade shall be pivoted on both ends using chrome plated spindles in self lubricated bronze bushes. 
Stop seals shall be provided on top and bottom of the damper housing made of 16 gauge galvanized sheet 
steel.  
For preventing smoke leakage, metallic compression side seals shall be provided. Dual side linkage shall 
be provided for better structural stability. The construction of the fire damper shall allow maximum free 
area to reduce pressure drop and noise in the air passage. In normal position damper blade shall be held 
in open position with the help of a 220 V operated electric actuators thereby providing maximum air 
passage without creating any noise or chatter. 
c. For wall mounted fire dampers retaining MS angles duly painted with black enamel paint shall be 
supplied and installed by HVAC Contractor as per established installation procedure. Whereas the fire 
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damper is also to be used for Smoke management (Smoke and fire damper) the same shall be as per UL-
555 S-Class-II. 
d. Every motorized fire damper/ Smoke and fire damper shall be tested for in the factory and will be 
certified by the manufacturer in form of the test certificate. 
e. Fire damper shall also be supplied with spring lock fusible link rated for 720 C (UL stamped) to close 
fire damper in event of rise in duct temperature. 
f. For fire dampers/ smoke fire dampers of size higher than one approved by certifying agency the damper 
shall be supplied in multiple units of size not exceeding the tested damper by CBRI. All the multiple 
units shall be housed in a common factory fitted sleeve. 
g. The fire dampers shall be mounted in fire rated wall with a duct sleeve 400mm/500mm long depending 
upon the wall thickness. The sleeve shall be factory fitted on fire damper. The joints at sleeve end shall 
be slip on type. Minimum thickness of galvanized sheet shall be 18 gauge.  
h. The damper shall be installed in accordance with the installation method recommended by the 
manufacturer. 
2.7.2 Actuators 
The actuator shall be maintenance free direct coupled spring return type suitable to work on 24 V electric 
supply. The torque rating of the actuator shall exceed at least by 15% over torque required to open/ close 
the damper. The selection of actuator size shall be the responsibility of the manufacture of the fire damper. 
Spring return time shall be 20 seconds or less at ambient temperature. Other features of the damper 
actuator shall be as under: 
a. Actuator shall have tamper proof housing with IP-54 protection rating. 
b. Actuator shall have mechanical integrity of at least one hour at 9000 C. 
c. Actuator shall have minimum 60000 safe position at rated torque. It shall be capable to withstand 
temperature of 750 C for 24 Hrs. 
d. Actuator shall have electronic over load or digital sensing circuit to prevent damage to actuator. 
e. Should be capable of changing direction of rotation by changing mounting orientation. 
f. Actuator shall have manual over ride facility. 
Damper actuator shall be such that it should close the damper in the event of power failure automatically 
& open in the same manner in case of power being restored. 
2.7.3 Control Panel 
The Control panel shall be supplied by damper manufacturer fitted on damper compatible with damper 
actuators. The control panel shall have at least following features: 
a. Power on lamps with 230 V/ 24 V Transformer. 
b. Damper close and open indication. 
c. Reset push button. 
d. Push button for manual running of actuator for periodic inspection. 
e. Auxiliary contacts 24V & 230V. 
f. Contact points to receive signal from smoke detector/fire alarm panel. 
g. Additional terminal shall be provided to have signal (audio or visual) in central control room. 
The control panel shall receive 230 V A/C supply & interconnecting wiring between control panel and 
actuator shall be carried out using fire proof cables. The Contractor shall ensure that all electrical 
connections are suitably terminated. The HVAC Contractor shall also check continuity of electrical 
circuit as recommended by the manufacture. Fire damper inspection door will be provided in AC duct to 
facilitate access to the system. 
2.8 Supply Air Registers 
Supply air registers shall be of approved make and of mild steel construction with individually adjustable 
bars. Supply air registers shall be double deflection type, with removable key-operated volume control 
dampers. The outer frame should be made out of 20 gauge and louvers of 24 gauge MS sheet. 
a. All registers shall be selected in consultation with the Consultants. Different spaces shall require 
horizontal or vertical face bars and different width of margin frames. 
b. All registers shall have a soft, continuous rubber gasket between the periphery of the register and the 
surface on which it has to be mounted. The effective area of the registers shall not be less than 80 percent. 
c. Registers shall be adjustable pattern as such grille bar shall be pivot able to provide pattern with 0 to 
100 degree horizontal arc and up to 30 degree deflection up or down. Bars shall hold deflection settings 
under all conditions of velocity and pressure. 
d. Bars longer than 450 mm shall be reinforced by a set back vertical member. 



  Page 67 of 88   

e. Registers shall be given a rust inhibiting prime coat and factory applied enamel finish of approved 
colour. 
2.9 Supply Air Diffusers 
Diffusers shall be of approved make and of mild steel construction, square in shape with flush fixed 
pattern or adjustable flow pattern. Diffusers for different spaces shall be selected in consultation with the 
Consultant. 
All supply air diffusers shall be equipped with removable key-operated volume control dampers. Anti-
smudge ring may be required in specific applications. The outer shell and diffusing assembly shall be 
made out of 18 gauge and 24 gauge MS sheet respectively. 
2.10 Extruded Aluminium Grilles & Diffusers 
2.10.1 Rectangular/ Square Ceiling Diffusers 
Rectangular /square ceiling diffusers shall be fabricated out of extruded aluminium sections powder 
coated in colour approved by IUCAA Engineers/Consultants. The four directional air flow diffusers shall 
consist of outer ring fixed to duct collar with concealed screws. Foam gasket shall be provided between 
outer ring and suspended ceiling. The central core shall be clip fixed to the outer ring. Opposed blade 
volume control damper in extruded aluminium construction shall be fixed to the neck of diffuser. The 
damper shall be adjusted after removing the central core. The diffuser shall be equipped with anti-smudge 
ring. 
In case of grid type false ceiling, the entire diffuser assembly with plenum shall be independently hung 
from the ceiling through adjustable GI wires and the same shall be connected to the main duct through a 
flexible round duct. 
2.10.2 Plaque Diffuser 
The Plaque diffusers shall be constructed out of Extruded Aluminium powder coated sections are 
designed to integrate with suspended ceiling arrangement preferably grid type. The diffuser shall consist 
of a rear pan and a removable heavy gauge front flat panel attached to the rear pan through spring loaded 
locking posts. The flat panel may be removed whenever need arises to facilitate adjustment of the damper 
for air balancing. 
The front panel shall be aerodynamic in appearance, rigid and preferably in single piece construction and 
free from any welding or forming blemishes. The horizontal air discharge pattern shall be 360 0 type. 
Blank off baffles shall be provided to obtain one, two or three way blow pattern if specifically asked for 
in the “Schedule of Quantities”. Diffusers shall be provided with following accessories: 
I. Opposed blade damper  
II. Spiggot to facilitate round duct connection at neck. 
The performance criteria shall be in conformity with relevant ANSI/ASHRAE standards. 
2.10.3 Swirl Diffuser 
The diffuser face shall consist of fixed radically arranged air control blades. The supply air pattern shall 
permit specifically arranged internal air guidance elements or guide vanes. Such elements are not 
required for return/extract versions. Due to the rotary swirling motion of the air discharge, induction of 
room air occurs very quickly, resulting in decay of supply air velocity and temperature differential. 
In order to stabilize horizontal discharge, all sizes must be mounted flushed with the suspended ceiling. 
The minimum height between floor & the diffuser face should be 2.6 M or less. The face plate shall be 
square. The supply air versions shall be supplied with top/side entry spigot with lip seals and Volume 
Control Damper. 
The diffuser face shall be fabricated out of 1.2 mm thick galvanized steel sheet, pre-treated and powder 
coated white. The spigot shall also be of 1.2 mm thick galvanized steel sheet & lip seal of soft rubber. 
The performance criteria shall be in conformity with relevant ANSI/ASHRAE standards. 
2.10.4 Multislot Linear Diffuser 
Linear ceiling diffuser shall be multislot type. The diffuser shall be fabricated out of extruded aluminium 
sections. Each slot shall be 19mm wide. Each slot shall be equipped with air flow direction control louver 
mechanically fixed. Integral sliding type hit & miss type volume control damper in extruded aluminium 
construction shall be provided for each slot for fine control of air flow in supply air portion only. The 
damper shall be fabricated out of anodized extruded aluminium sections. Other sections of ceiling 
diffuser shall be powder coated in colour & shade approved by the Consultants/IUCAA Engineers. The 
linear diffuser shall be fixed in to a plenum chamber with concealed screws. Side end pieces or corner 
pieces shall be provided if required. 
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2.10.5 Multi Louvered Grilles : For supply air double louvered grilles in extruded aluminium 
construction shall be provided with individually adjusted louvers along with volume control damper in 
extruded aluminium construction. The louvers shall be pivoted in Nylon bushes for smooth operation for 
return air grilles similar to supply air as described above will be provided but without volume control 
dampers. These grilles shall be painted as per approved powder coated shade. 
2.10.6 Linear Grilles 
Linear Grilles shall be fabricated out of extruded aluminium sections. Flanges shall be of  
1.3mm thick extruded aluminium. Louvers shall be of extruded aluminium sections 3.7mm thick at the 
front and 2.2 mm at the rear with 15 degree deflection strong enough to withstand site abuse during 
installation. The sample of grille shall have to be got approved by the consultants before delivery. The 
linear grilles shall be provided with removable/fixed internal core. 
All sections of linear grille shall be powder coated in colour/shade approved by the IUCAA 
Engineers/Consultants. 
The linear grilles shall be fixed into a plenum chamber having GI spacers with concealed  
screws. End pieces or corner pieces shall be provided as required. 
2.11 Fresh Air Arrangements 
Extruded aluminium construction duly anodized (20 microns and above) fresh air louvers with bird 
screen and extruded construction dampers shall be provided in the clear openings in the masonry walls 
of the air handling rooms having at least one external wall.  
Louvers, damper, pre-filters, ducts and fresh air fan, if required with speed regulator shall be provided 
as shown on drawings and in schedule of quantities. Fresh air dampers shall be of the interlocking, 
opposed-blade louver type. Blades shall be made of extruded aluminium construction and shall be rattle-
free. Dampers shall be similar to those specified in "Air Distribution". Fresh air fans and fresh air intake 
shall be as per the schedule of quantities. 
2.12 Air Transfer Door Grille 
Air transfer grilles in extruded aluminium construction shall be provided at the door of pantry and toilets 
wherever required. The air transfer grille shall be complete with matching rear flange. The grilles shall 
be anodized or powder coated in colour and shade as approved by the IUCAA Engineers/Consultants. 
2.13 Testing and Balancing 
After completion of the installation of the complete air distribution system, all ducts shall be tested for 
air leaks. 
Before painting the interiors, air distribution system shall be allowed to run continuously for 48 hours 
for driving away any dust or foreign material lodged within ducts during installation. 
The entire air distribution system shall be balanced using approved anemometer. Air quantities at the fan 
discharge and at various outlets shall be identical to, or less than 5 percent in excess of, those specified 
and quoted. Leakage in each air distribution system shall be within 3 percent so that supply air volume 
at each fan shall be identical to, or no greater than 3 percent in excess of, the total air quantity measured 
at all supply outlets served by the fan. Branch duct adjustments shall be made by volume or splitter 
dampers.  
Dampers shall be permanently marked after air balancing is complete so that these can be restored to 
their correct position if disturbed at any time. Complete air balance report shall be submitted to the 
Consultants for scrutiny and approval, and six copies of the approved report shall be provided with 
completion documents. 
3. Insulation 
3.1 All chilled water piping/refrigerant piping, chilled water equipment and Duct work shall be insulated 
in the manner specified hereunder: 
Material 
Chilled water pipes shall be insulated with closed cell elastomeric insulation of properties 
No insulation shall be applied on pipes until the pipes are satisfactorily tested, as specified in section 
“PIPING”. 
3.1.1 Application of Insulation 
Cold insulation on pipes shall be applied as specified below: 
a. Pipes shall be thoroughly cleaned with brush & linen and rendered free from all foreign matter and 
grease. 
b. Apply SR –998 (or equivalent) adhesive on the bare surface of pipes. 
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c. Closed cell Elastomeric Thermal insulation preferably in tubing form shall be fixed tightly to the 
surface. All joints to be sealed properly with vapour barrier compound. Condensate drain piping and 
refrigerant piping shall be insulated in the manner specified above. 
All valves, fittings, strainers, etc in chilled water piping shall be insulated to the same thickness as 
specified for the main run of piping and applied generally in the manner specified above, valves bonnets, 
yokes and spindles shall be insulated in such a manner as not to cause damage to insulation when the 
valve is used or serviced. Exposed CHW pipe insulation shall be provided with necessary treatment as 
under: 
a. Apply two layers of surface coating as under: 
I. Apply a coat of composition prepared out of synthetic resin, crystalline silica & ethyl alcohol. 
II. Cover the insulated surface with lagging in the form of fire retardant glass fibre cloth, by wrapping it 
on wet coating. 
III. Subsequently, apply a coat of special composition and allow drying. 
IV. Apply second coating thereafter achieving sufficient mechanical strength. 
3.2 AHU Room Acoustic/Thermal lining 
3.2.1 Scope 
The scope of this section comprises of supply and application of insulation conforming to these 
Specifications. 
3.2.2 Material 
Insulation material shall be processed Elastomeric, nitrile rubber or other approved equal.  
Samples of insulation material shall be submitted for approval to the Consultants prior to procurement. 
3.3.3 Application of Insulation 
Acoustic lining of ducts wherever specified shall be applied as under: 
a. Clean the internal surface of the duct to make it free from dirt and dust. 
b. Apply adhesive on the bare surface of duct. 
c. Processed Nitrile rubber foam shall be fixed tightly to the surface, joints sealed properly with tape of 
same material. 
3.4 Duct Insulation 
External thermal insulation of ducts shall be carried out with closed cell elastomeric insulation having 
thermal properties mentioned on first page of insulation sub head and thickness mentioned in schedule 
of quantities. The contractor shall ensure availability of all accessories as mentioned under appendices 
for achieving perfect workmanship.  
Insulation of ducts shall be applied strictly as per the recommendations of manufacturers amended from 
time to time. However, application procedure shall generally be as given hereunder: 
a. Apply SR 998 / equivalent adhesive on the bare surface after vigorously cleaning the duct using fresh 
linen. 
b. Closed cell elastomeric insulation material possessing class “O” properties in specified thickness to 
be fixed tightly to the surface with joints well butted. 
c. Longitudinal as well as vertical joints shall be sealed with the adhesive forming proper  
bonding. 
Circular ducts shall be insulated internally following procedure as mentioned above. In addition, 
insulated surface shall be secured with circular GI strips spaced at regular intervals. A sample of insulated 
duct shall be displayed at site and approval sought prior to application. 
3.5 Thermal Insulation of ducts exposed to atmosphere: 
Duct insulation shall be applied as follows: 
a. Apply SR 998 / equivalent adhesive on the bare surface after vigorously cleaning the duct using fresh 
linen. 
b. Closed cell elastomeric insulation material of class “O” properties in specified thickness to be fixed 
tightly to the surface with joints well butted. 
c. Longitudinal as well as vertical joints shall be sealed with the adhesive forming proper bonding and 
taped over with same material. 
d. Apply two layers of surface coating as under: 
I. Apply a coat of composition prepared out of synthetic resin, crystalline silica & ethyl alcohol. 
II. Cover the insulated surface with lagging in the form of fire-retardant glass fibre cloth, by wrapping it 
on wet coating. 
III. Subsequently, apply a coat of special composition and allow drying.  
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VRV/VRF Outdoor Units Combination: 
 
1) Lab-5 Class 10000 Cleanroom (Basement) – 12 HP X 3 Nos.  
2) Lab-6 Class 10000 Cleanroom (Basement) – 10 HP X 3 Nos. 
3) Lab-6 Class 1000 Cleanroom (Basement)   – 10 HP X 2 Nos.  

 
 

CCTV - TECHNICAL SPECIFICATION: 
 

A. CCTV is designed for 24x7 operations on site and the cameras will record via a suitable network video 
recording and retrieval system with storage for the required period. As a basic requirement, 45 days of 
storage to be considered as a minimum. The Contractor will install, test, & commission the system as 
per drawings. The Viewing angle, clarity, brightness function of all the cameras has to be as per given 
technical specification. Network monitoring is required. Cameras to be installed in various areas as 
shown in drawings. 

 B. GENERAL 
 

1. All equipment and materials used shall be standard components that are regularly manufactured and used 
in the manufacturer’s system. 

2. All systems and components shall have been thoroughly tested and proven in actual use. 
 

3. All systems and components shall be provided with comprehensive repair and spare parts replacement. 
The manufacturer on warranty and non-warranty items shall guarantee the spare parts and the repair. 

4. OEM Qualification Criteria : 
 
1. The OEM shall have a government-recognized R&D facility in India. A valid government-issued R&D 
recognition/registration certificate shall be submitted as proof. The R&D facility shall be certified to ISO 
9001:2015, ISO/IEC 27001:2022, ISO/IEC 20000-1:2018, and ISO 45001:2018.  
 
2. The OEM shall ensure that the MAC addresses assigned to the Cameras and NVRs are valid and 
officially registered in the name of the OEM. Valid documentary evidence of such registration shall be 
submitted along with the bid.  
 
3. The OEM shall have an established manufacturing facility in India along with the necessary 
infrastructure and technical support capabilities to ensure timely after-sales service. 
    
4. OEM company for Camera & NVR should have its own company registered in India since last 10 
year. Any representation through a Dealer/ Distributor/ Joint Venture/ Subsidiary/ consortium shall not 
be treated as OEM. This has to be supported by necessary statutory documents. OEM should be a 
registered business entity in India with their own office in India. Submit Certificate of Incorporation 
under the provisions of companies Act, 1956.    
  
5. The offered CCTV Cameras shall support ONVIF Profiles S, G, and T. The offered model shall be 
listed on the official ONVIF website and a  valid ONVIF conformance/test report for the offered model 
shall be submitted along with the bid.  
 
6. The Intellectual Property Rights (IPR) of all manufactured final product and source code of all 
software including firmware should not reside in countries sharing land borders with India, until unless 
specifically allowed by the Government of India and is registered with the Competent Authority of 
Government of India. Proof of IPR & source code residing in which country and requisite permission & 
registration with Competent Authority of Govt. of India, as applicable to comply with the above, shall 
be provided by the OEMs.  
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7. CCTV cameras must comply with the MEITY guidelines  “Public Procurement (Preference to Make 
in India) Order 2017-Notifying CCTV/Video Surveillance dated 6th March 2024, Essential 
Requirements (ERs) for security, to ensure the security of CCTV systems. The OEM must submit a 
security testing report issued by an STQC lab. 
 
8. OEM should not be blacklisted by any Central/State Govt. Organization, PSU, Public Listed Company 
or Indian Army. 
 
9. With reference to Order (Public Procurement No. 1) issued vide No. F.No.6/18/2019-PPD dated 23rd 
July, 2020, OEM and Bidder should not be from such a country that shares Land Border with us. OEM 
and Bidder should submit the declaration against this clause. 
 
10. OEM to confirm that the CCTV Cameras are not installed with standards like -GB28181, 
GB/T28181-2011, GB/T 28181-2011, GBT 28181- 2011, GBT28181- 2011,GB/T28181-2016, etc., 
protocols/standards which allow certain organizations to bypass all security parameters and look into the 
devices directly. 
 
11. Video Management software should be cyber secured (OWASP) by STQC. 
 
12. Cameras OEM should have valid EPR from Central Pollution Control Board for Electronic Waste.  
 
 
C ) EXECUTION : CCTV system shall be installed in accordance with the manufacturer’s installation  
            instructions. 
 

1) CONDUIT WIRING : 
1.1 SCOPE : The scope of work shall cover supply, installation testing and commissioning of all conduit 
wiring including all accessories. 

 
1.2 STANDARDS : The following standards and rules shall be applicable 
 

1) IS :     732 Code of Practice for Electrical wiring 
installation (System voltage not exceeding 
650V) 

 2) IS :   1646 Code of Practice for fire safety of building 
(General) Electrical Installation. 

 3) IS :     694 PVC insulated cables 
 4) IS :   2509 Rigid non-metallic conduits for Electrical 

wiring 
 5) IS :   6946 Flexible (Pliable) non-metallic conduits for 

electrical installation 
6) IS :  1293 3 pin plugs and sockets 
7) IS :  8130 Conductors for insulated electric cables and 

flexible cord 
8) IS :  9537 -   

       1980 
Specification for conduits for Electrical 
installations 

All standards and codes mean the latest as per IE rules. 
 
1.3 RIGID AND FLEXIBLE CONDUITS  : 
1. Conduits : Rigid hard FRLS PVC as specified and required by the schedule of work.  
2. Flexible conduits shall be halogen free PVC flexible along with suitable fittings. 
3. PVC Flexible conduits shall be halogen free (FRLS conduits, HMS grade). 
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4. Conduit fittings such as bends, elbows, reducers, chase nipples, split couplings, plugs etc. shall be 
heavy duty specifically designed and manufactured for their particular application. In the case of 
PVC conduits, heavy duty PVC fittings shall be used. 

5. Conduits shall be kept at a minimum of 100 mm from the pipes of other electrical services. 
6. Shop drawing for Conduit layout shall be prepared by the contractor taking into account the site 

conditions and got approved before proceeding with the work. Wiring for short extensions to outlets 
in hung ceiling or to vibrating equipments, motors etc., shall be installed in flexible conduits. No 
flexible extension shall exceed 1.25m in length. 

7. Conduits run  on  surfaces  shall be supported on galvanized steel 6 mm thick saddles which in turn 
are properly screwed to the wall or ceiling. Saddles shall be at intervals of not more than 500 mm. 
Fixing screws shall be with round or cheese head and of cadmium plated brass. Exposed conduits 
shall be neatly run parallel or at right angles to the walls of the building. Unseemly conduit bends 
and offsets shall be avoided by using fabricated galvanized steel junction/pull through boxes for 
better appearances. No cross-over of conduits shall be allowed unless it is necessary and entire 
conduit installation shall be clean and neat in appearance. 

8. Conduits  embedded  into the walls shall be fixed by means of staples at not more than 500 mm 
intervals. Chases in the walls shall be neatly made and refilled after laying the conduit and brought 
to the finish of the wall but final finish will be done by the building contractor. 

9. Conduits buried in concrete structure shall be put in position and securely fastened to the 
reinforcement and got approved by the Engineer, before the concrete is poured. Proper care shall be 
taken to ensure that the conduits are neither dislocated nor choked at the time of pouring the concrete. 
Suitable galvanized steel fish wires of not less than 0.63 mm dia shall be drawn in all conduits before 
they are embedded. Where conduit passes through expansion joints in the building, adequate 
expansion fittings shall be used to take care of any relative movement. 

10. Inspection boxes shall be provided for periodical inspection to facilitate withdrawal and removal of 
wires. Such inspection boxes shall be flush with the wall or ceiling in the case of concealed conduits. 
Inspection boxes shall be spaced at not more than 12 meters apart or two 90 degree solid bends or 
equal.  All junction and pull boxes shall be covered by 6mm clear Perspex plate truly cut and fixed 
with cadmium plated brass screws. These junction boxes shall form part of point wiring or conduit 
wiring as the case may be including the cost of removing the Perspex cover for painting and refixing. 
No separate charges shall be allowed except where specially mentioned. 

11.      Conduits shall be free from sharp edges and burs and the threading free from grease or oil. The entire 
system of conduits must be completely installed and rendered electrically continuous before the 
conductors are pulled in. Conduits should terminate in junction boxes of not less than 32 mm deep 
and the termination shall be rigid with check nuts and a smooth bushing. No wires shall be exposed 
in any part of the installation. 

 
 1.4) General : 
 

1. The rate shall need to include all necessary Structural steel supports, frames, making core cut holes in 
the RCC structures, making foundation/structural fabricated stand (duly applied with 2 coat of Red-
Oxide anti-corrosive paint), fire seals and giving rough finish for plastering where the chasing of wall 
are done that may be required to suit site conditions or stability of the items.  Decision of consultant 
regard to the need for such additional support shall be final. 
2. The rate shall also include the interconnecting cables/wire/cable trays/terminations as well.  
3. All the items shall include required scaffolding, ladders, temporary supporting, machinery & 
equipment. 
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4. It is required to highlight here that the any minor civil work related to this  shall need to be done by 
CCTV contractor including the civil foundations, breaking of walls etc., 
5. Vendor to include shifting of the all equipment to its respective place including the cost of shifting,  
lifting through crane etc., as required based on the given locations and no separate payment shall be 
made. 
6. Seamless co-ordination is required between this bidder with all the other services vendor at no extra 
charges. 
7. It is this contractors’ responsibility to mark the core-cuts and get it approved by the structural 
consultant of the client prior to making the core-cuts.  
8. All the products are to be ordered only after completing the Shop drawings which are prepared by the 
vendor in co-ordination with other services as applicable and its approval by Engineer In-charge.  
9. All the products should be IS marking and CCTV must be STQC approved.  
10. Vendor to include all supports, saddle/spacers, mounting accessories, fittings etc., as required for 
conduiting works as part of the conduit length quote only. 
11. Bidder is required to visit the work site to analyze the existing services and determine their locations, 
and must also carry out the following: 
a) Identify the existing services 
b) Prepare the drawings for existing services 
d) Any other activity required in terms of diversion of existing services as required. 

  12. Power will be made available at one point or more points and further extension if required shall be 
carried out by the contractor as required. All such extensions shall meet the relevant codes and local 
inspectorate. 
 
FAS - TECHNICAL SPECIFICATION : 
 
1) Fire Alarm Control Panel (FACP) : Fire Alarm Control Panel(FACP) should be Compact 
addressable Fire Alarm Control Panel which can be expandable from 1 to 4 loops and can be surface 
mounted. It should have powerful cause and effect programming capabilities along with enhanced system 
diagnostics.  FACP Should be suitable for a wide range of applications from   small to large buildings or 
sites with complex multiple areas. 
With the addition of a network card the FACP should incorporate the advanced peer-to-peer, multi-
master Networking communications protocol. The said Network can accommodate up to 32 networked 
fire alarm control panels (NODE’s). Each control panel (NODE) Should have its own internal 
configuration along with the entire Network configuration backed up, which should provide a high level 
of networking security and resilience required for distributed fire detection and alarm systems. 
The fire alarm control panel should be using either RS 422 or Fiber Optic communication for the network, 
which should be wired in a fault-tolerant loop configuration, providing multi-path system integrity for 
high-speed monitoring and data communication. Additional ethernet interfaces should be provided further 
for networking options allowing the system to communicate over other infrastructures. The control panel 
should also have the provision to connect to repeater control panels, using any of the networking 
interfaces on the Networking protocol. 
The FACP should have high resolution, high contrast backlit blue graphical LCD display which will 
provide a clear and effective user interface and accommodate any type of custom characters or graphical 
symbols, allowing multiple language support as well as pictorial and customizable elements. 
The FACP Should be securely accessible remotely via Graphics Interface or TCPIP-WEB monitoring 
platform. Integration with third-party Building Management Systems (BMS) Should be provided via a 
dedicated Modbus output. 
The system programming should be easily programmable on-site via the onboard navigation keypad or 
by using configuration software. 



  Page 74 of 88   

Expandable from 1 to 4 loops 
900mA single loop (digital communication) addressable fire alarm control panel 
Up to 32 panels can be networked. 
Connection to the repeater panels via RS422, Fiber-Optic or TCP/IP 
250 devices per loop (125 address limit) 
Up to 95 (addressable) ultra-low current base sounders (32 address limit) 
32 individually programmable sounder addresses 
Full Self-Addressing Device support 
2 Fire output relays (change-over) and 1 Fault relay (NC) 
2 conventional alarm outputs (individually programmable) 
High integrity loop communication and device monitoring 
384 fully programmable network zones 
512 fully programmable sounder groups 
512 I/O groups 
Event log (10000 events) 
Compatible with Digital analogue addressable protocols 
Compatible with digital addressable ancillary modules 
High resolution, high contrast backlit blue graphical LCD display (240 x 64 pixels) 
Programming by integrated tactile keypad or Loader PC software 
16 integrated programmable fire zone LED’s 
SMS and EMAIL notification by means of TCP IP-WEB interface 
Installer friendly self-auto-learn facility. 
Certified to EN54 parts 2 and 4 
MAINS POWER SUPPLY RATING - 90V AC to 230V AC 
PRIMARY DC SUPPLY 28.5V DC @ 2.4 A (Max) 
SECONDARY SUPPLY 21.6 Min. - 27.2V DC (Max) - Battery charger: 27.5V DC 
BATTERY CAPACITY (INTERNAL) 2 x 12V 9AH (Max) 
QUIESCENT CURRENT (NO DEVICES) 60 mA 
AUX POWER OUTPUT 2 x 24V DC 300mA / 1 x 24V switched out 
MAXIMUM LOOP OUTPUT CURRENT 1 - 4 loops 900mA alarm peak/165mA quiescent per loop 
 LOOP TOPOLOGY Class A (loop) or Class B (radial) 
LOOP CABLE Fire resistant 2 x 1.5mm (max 1200m) or 2 x 2.5mm (max 2000m) 
CONVENTIONAL SOUNDER CIRCUITS 2 x 250 mA Max current drive for each circuit - Fully 
monitored 
AUX. RELAYS FIRE 2 x rated 2A @ 30V DC resistive / 0.5A @ 120V AC resistive / 0.25A @ 240V 
AC resistive 
AUX. RELAY FAULT 1 rated 2A @ 30V DC resistive / 0.5A @ 120V AC resistive / 0.25A @ 
240V AC resistive 
GRAPHICAL LCD DISPLAY High definition, high contrast blue backlit 240 x 64 pixels 
COMMUNICATION CHANNELS 2 x configurable communications ports 
BMS OUTPUT ODYSSEY (Graphical software), TCP IP-WEB (remote web monitoring), 
MODBUS RTU, ESPA 4.4.4 
SOFTWARE CONNECTION USB type B 
EVENT LOG 10,000 events 
OPERATING / STORAGE TEMPERATURE -10ºC to 50ºC 
HUMIDITY Max. 85% RH Non-Condensing 
INGRESS PROTECTION Surface Mount: IP30, Recessed Mount: IP65 
ENCLOSURE COLOURS White (RAL 9003) and Red (RAL 3001) 
 
2) Detection Device :  The Intelligent Addressable Detectors should be designed to be fully compatible 
with Equipment range of intelligent control panels. 
The detector range should be in conjunction with respective panels, should contain algorithms that can 
accommodate several Alarm thresholds and timed options in combined smoke and heat detectors 
variants. 
The Detectors should be certified to EN54-5 and EN54-7 and consists of combined photoelectric smoke 
and heat detectors. Optionally they can be fitted with a short-circuit loop isolator. The fire detectors 
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should be addressable through Smart Addressing Mechanism (SAM). The address can be set either by 
intelligent device programmer or alternatively should be set in conjunction with Intelligent Addressable 
Fire Detection Panels, Automatic address setting mode ASET. 
Dual LEDs for 360º visibility. Advanced detection and communication protocols 
Easy installation and maintenance. Sleek low-profile housing 
Durable sensor head, no need for replacement 
SMD circuit board design. High quality and reliability guaranteed. 
 
 

SUPPLY VOLTAGE Loop Powered 17-30 V DC 
CURRENT - QUIESCENT / SURGE 450 uA max. 
CURRENT - DEVICE IN ALARM 4 mA - Alarm LED illuminated 
SENSITIVITY According to EN54-5 or/and EN54-7, EN54-17 
CABLE SIZE / RESET/START-UP TIMES 0.5-2.5 mm² / 20 seconds max. 
SMOKE SENSITIVITY SETTINGS Low, Normal (default) and High 
HEAT ALARM SETPOINTS 55ºC / 65ºC (default) / 75ºC / 85ºC 
MULTISENSOR MODES Heat, Smoke and Combined (default) 
COLOUR / CASE MATERIAL White / ABS 
NORMAL / TRANSIENT OPERATION 
TEMPERATURE 

0ºC to 50ºC / -10ºC to 85ºC 

MAX. HUMIDITY 95% RH Non-Condensing 
 
3) Manual Call Point : Addressable Manual Call Point should comply with EN54-11, compatible with 
all Addressable Control panels. With its enhanced communications mechanism the typical response time, 
when in alarm, is approximately one second, depending on the number of call points connected to the 
device loop. There is also a version incorporating a Loop Isolator. 
Bi-colour LED Should flash in Green when the unit is interrogated by the control panel and is to be 
illuminated Red when in Alarm. The command to illuminate the Red LED is emitted by the control panel 
in response to activation of the individual call point thus confirming that the Alarm signal has been 
received at the control panel. The individual address, of up to 125, of each call point should be settable 
via an eight-way DIL switch. 
The unit supplied should be complete with a hinged flap which acts as a protection for the trigger element 
from accidental activation and reduces malicious activations device activation should be with two actions 
only. This unit Should be both surface and flush mountable and it can be resettable using the supplied 
key after activation. 

OPERATION VOLTAGE 20-30 V DC 
QUIESCENT / ALARM 500 uA / 3.5 mA 
SENSITIVITY According to EN54-11 
OPERATING TEMPERATURE -10ºC to 55ºC 
STORAGE TEMPERATURE -30°C to +60°C 
INGRESS PROTECTION GRADE IP24D - Type A - Indoor Use 
MAX. HUMIDITY 95% RH Non-Condensing @ 40°C 
COLOUR / CASE MATERIAL Red / ABS & Clear/ PC - Flame Retardant - Rating 94V0 
DIMENSIONS - SURFACE MOUNTED 92.6 (W) x 92.6 (H) x 60.1 mm 

 
4) Sounder/ Beacon : The Wall Mounted Addressable Sounder/ Beacon should be with low power 
consumption. Up to 32 individually addressed sounders Should be installable per loop. The address 
Should be settable using switches. Minimum Four different tones should be available and should be 
selectable using DIL switches. 
The sounder should have a capability to be configured as a Shadow Sounder. In this case sounders Should 
not occupy an address in the loop thus freeing up addresses for more detection devices.   

SUPPLY VOLTAGE Loop: 20 V to 30 V DC 
LOOP CURRENT - QUIESCENT 0.5 mA 
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LOOP CURRENT - SOUNDER/ 
BEACON ACTIVE 

10 mA - 280 mW @ 28 V DC inc. isolator 

MAXIMUM SOUNDER OUTPUT 100 dB (@ 1 m - 30 V DC) 
MAX. CABLE SIZE 2.5 mm² 
OPERATING TEMPERATURE -10ºC to 55ºC 
MAX. HUMIDITY 95% RH Non-Condensing 
CASE MATERIAL ABS and PC 
COLOUR Red or White 

5) Isolator : The Isolator should be a standalone negative switching loop isolator, to isolate short circuits 
on the addressable detection loop or control panel. 
Up to 32 detection devices can be connected between two isolators as per EN54. 
The Isolator should be loop powered. It Should have two LEDs fitted to facilitate “Loop in” and “Loop out” 
identification. 
LOOP OPERATING VOLTAGE 17 V to 40 V 
LOOP CURRENT - QUIESCENT 0.25 mA @ 28 V DC nominal 
LOOP CURRENT - ISOLATED LED 
ON 

6.2 mA @ 28 V DC nominal 

MAXIMUM SERIES IMPEDANCE 
(Zcmax) 

28 mOhm 

MAX LEAKAGE CURRENT (iLmax) 2.7 mA 
MAX RATED SWITCHING 
CURRENT (ls max) 

1 A 

MAX. CABLE SIZE 2.5 mm² 
OPERATING TEMPERATURE -10ºC to 50ºC 
MAX. HUMIDITY 95% RH Non-Condensing 
ENCLOSURE / MATERIAL White or Red / ABS 
 
6) uPVC HMS Conduits & Accessories :  uPVC HMS conduits & Accessories should be in white 
colour and as per IS 9537 part 3 specification. Wall thickness of conduits must be uniform 2 mm.  
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SECTION-VI 
LIST OF APPROVED MAKES 

 
Sr. 
No. Name of Item Approved Makes 

1 MCB Distribution Boards Schneider/ North West/Siemens / ABB/Legrand 

2 Air Circuit Breaker (ACB) Siemens /ABB/ LK/ Schneider 

3 MCCB/MCB Siemens /ABB/ LK/ Schneider 

4 Switch Fuse Units Siemens /ABB/ LK/ Schneider 

5  Contactors and Starters Siemens /ABB/ LK/ Schneider 

6  Refrigerant Copper Pipes Mandev / Nippon / Totaline/ Rajco / Maxflow / 
Jobo 
 7 Air Handing Units (AHU) Edgetech/Stulz/Trane/ Systemair 

8 AHU Electrical Panel  AHU OEM Only 

9 VRV/VRF Units (Indoor & Outdoor) Mitsubishi Heavy/Daikin/Toshiba/ O General 
10 Silicone Sealants Class B1 fire-rated Soudal / Mccoy Soudal / 3M / Fischer 

11 Modular PIR Panel   Lloyd / King Span / Fabtec / Luckdeep 

12 ESD Vinyl Mat Flooring Sharang Coorporation / Hi-Star / Static 

13 Terminal Boxes  Freudenberg / Citizen / Air Product / Systemair / 
Spectrum / AAF 

14 Return Air Riser Air Product / Systemair / Asawa / GP Spira 

15 Air Shower Cleantec / Astha / AAF / Skylark/Euronics 

16 HEPA Filters AAF / Spectrum / Freudenberg / Honeywell 
 17 Heater Bank / Heater Daspass / Emerlad / Rapid / Senso Heat 

18 Cleanroom Light Fixtures Wipro/Philips/Panasonic/K-Lite 

19 Y or T- Joints/ Refnet Mitsubishi Heavy/Daikin/Toshiba/ O General 

20 UPVC Pipes & Fittings Astral/Finolex/Ashirwad 

21 GSS sheets/ Steel Angles/Channels Jindal/ SAIL-Bhilai/ TATA 

22 Prefabricated GS Ducts SA Spiro/ ASAWA/ Rolastar/ Ductofab 

23 Duct Silencers Cosmos/ Ruskin/ George-Rao/ Dynacraft 

24 Insulated flexible ducts Twiga/ ATCO/ K-flex 

25 Glass wool (Fibre Glass) Twiga/ Kimmco/ Owens-Corning 

26 Nitrile Rubber Analco/ Aeroflex/ K-Flex 

27 Cold Compound / CPRX Compound Shalicoat / Pidilite 

28 Vibration Isolators/Cushy Foot 
 

Dunlop/ Resistoflex/ Kanwal 

29 Exhaust  Disc  Valves  and  Door  
Transfer Grill Cosmos//Ruskin/ George-Rao/ Dynacraft 

30 Air Filters, Micro Filters Camfil-Farr/ Aspen/ AAF/ Dyna Filters 
31 Balancing Valves Advance/ Danfoss/ Belimo/ Audco 
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Sr. 
No. Name of Item Approved Makes 

32 Duct Thermal Insulation Thermobreak/ K-Flex/ Trocellen 

33 Grill / Diffuser / Damper / Louvers Systemair / Cosmos / Truestar / Syncro 

34 CAV Boxes Systemair/Carrier/Belimo/Halton 

35 Hardware Sundaram/ GKW/ Fit tight 

36 Anchor Fasteners Hilti / Shakti 

37 Paints Nerolac, Asian, Berger 

38 Welding Rods ESAB/ Advani-Orlecon 

39 PVC Pipes & Accessories Finolex/Astral/Ashirwad/Supreme 

40 ELMCB/RCCB/RCBO/ELCB Siemens /ABB/ Schneider /Legrand 

41 Push Buttons Technic/ Siemens /ABB/ LK/ Schneider 

42 Indicating Lamps  Technic/ Siemens /ABB/ LK/ Schneider 

43 Fuses & Fuse bases Siemens /ABB/ LK/ Schneider 

44 Indicating / Measuring Instruments Conzerv/ HPL/ Secure/ LK 

45 Terminals Elmex / Connectwell 

46 LT Cables/Wires Finolex / RR Kables /KEI/Polycab 

47 Timer L&T/ABB/Minilec 

48 Cable Glands 
Single/Double 

 

Braco / Dowells / Commet 

49 PVC rigid conduits & Accessories Precision/  Astral 

50 Crimping Type Lugs Dowells 

51 Cable Trays / Wireways Cablofil / Profab / Shruti/Pioneer 

52 EC Fan Ziehl-Abegg / ebm -papst 

53 Gauges Trio India / Acodor / Eshan  / JBS 

54 Fire Dampers/Dampers TSC / Carryair / Airtech / Servex / Cosmoss /Ruskin 
Titus 

55 Temp Sensor & Pr. Sensor, Field 
Devices 

H-guru, Danfoss, Belimo, Honeywell, Johnson 
Controls/Siemens 

56 Electrical Panel  Pratik Systems, HTS Switchgears, Arrow, SM.BE 
Electrical, Zenith 
 57 BMS/DDC Control Siemens/Johnson Control/ Honeywell 

58 Sound Attenuator Ruskin Titus/Kruger/Edgetech 

59 Camera, NVR Panasonic, Bosch, Matrix, Axis, Pelco 

60 PoE Switch HP/ Cisco/ Netgear/D-Link 

61 Hard Disk WD/Toshiba/ Seagate 

62 Cat6 Cables Systemax /Finolex / AFL Hyperscale/ Lapp / Legrand 
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Sr. 
No. Name of Item Approved Makes 

63 Network Rack President/Wallrack/ Legrand 

64 Access Control System Smarti/Essl/Matrix/DDS 

65 Detection Devices Honeywell Essar, Siemens, GFE, Shrack, Edwards 

66 Manual Call Points Honeywell Essar, Siemens, GFE, Shrack, Edwards 

67 Sounder/ Beacon Honeywell Essar, Siemens, GFE, Shrack, Edwards 

 68 Fault Isolators Honeywell Essar, Siemens, GFE, Shrack, Edwards 

69 Fire Alarm Control Panel Honeywell Essar, Siemens, GFE, Shrack, Edwards 

70 FAS Cable Finolex/RR Kabel/Polycab/KEI 

 
  Note : The bidder must clearly highlight and specify the make/manufacturer of all items 

offered, strictly in accordance with the tender approved make list. 
 

 
 

SEAL & SIGNATURE OF BIDDER 
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FORM - I 
 

DETAILS OF WORKS OF ALL SIMILAR TYPE AND MAGNITUDE CARRIED OUT 
BY THE CONTRACTOR (REFER ELIGIBILITY CRITERIA (SECTION II – Point No. 

3) OF COMPLETED WORKS) 
(DETAILS OF PROJECTS SHALL BE FILLED IN THE CHART AS PER REQUIREMENT WITH 

PROOF) 
 
 
 
 

NAME OF THE CONTRACTOR: 
 
 

 
 

Sr. 
No. 

 
 
Name 

of 
work 

Name 
and 
address 
of the 
organizat
ion from 
whom 
the work 
was 
done 

 
 
Place 
and 
Count
ry 

 
 
Agreement 
No. 

 
 
Date of 
commenc
ement 

 
Tendered 

cost (In 
Lakhs) 

Total 
cost of 
work 

done (In 
Lakhs 

 
 
Date of 
Completi
on 

 
 
Principle 
Features 
in brief 

1 2 3 4 5 6 7 8 9 10 
 
 
 
 
 
 

Signature of 
Contractor 

 
 
 
Note: - This is only a standard form. Details are to be furnished in this format in the form of type 
written statements which shall be scanned and attached in COVER No. I. The work done 
certificates shall be attached in support of the works claimed in this form. The work done 
certificates shall be duly signed by the officer not below the rank of Deputy Engineer. 
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FORM - II 
 

STATEMENT SHOWING ON-GOING WORK OF SITC OF CLASS 1000 AND CLASS 
10000 CLEANROOM FACILITY (DETAILS OF PROJECTS SHALL BE FILL IN THE 

CHART AS PER REQUIREMENT WITH PROOF) 
 

NAME OF CONTRACTOR :- 
 
 
 
 

Sr. 
No. 

Name 
of 
work 

Amount Put 
to Tender/ 
Tendered 

cost 

Agreement 
No. 

Date of 
Commencement 

and Date of 
Completion (if 

work 
completed) 

(Rs. In Lakhs) 

Amount of 
work still 
remaining 

to be 
executed 
(Rs. In 
Lakhs) 

Remarks 

1 2 3 4 5 11 12 
       

Grand Total   

Average Annual Turnover   

 
 
 
 

Signature of Contractor 
 
 
 

Note: - This is only a standard form. Details are to be furnished in this format in the form of type 
written statements which shall be scanned and attached in COVER No. I. The work done 
certificates shall be also attached in support of the works claimed in this form. The work done 
certificates shall be duly signed by the officer not below the rank of Deputy Engineer. 
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FORM - III 
 
 

Undertaking / Acceptance 
 
 

(On non-judicial stamp paper worth Rupees 100/- and notarized) 
 
1. I, son/   daughter/   wife   of   Shri. 

  
Proprietor /Director / authorized signatory of the Company / Firm mentioned above, is 
competent to sign this declaration and execute this tender document. 

 
 
2. I have carefully read and understood all the terms and conditions of the tender and undertake to abide to 

them. 
 
 
3. The information / documents furnished along with the above tender form are true and authentic to the 

best of my knowledge and belief. I am well aware of the fact that furnishing of any false information 
/ fabricated document would lead to rejection of my tender at any stage besides liabilities towards 
prosecution under appropriate law. 

 
 
 
 
 

Place: Pune Authorised Signatory 
 

Date : Sign and Seal 
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FORM – 1V 
 

Declaration 
 

(On non-judicial stamp paper worth Rupees 100/- and notarized) 
 
 

1. We are not involved in any major litigation that may have any impact of affecting or compromising 
the delivery of services as required under this tender. 

 
2. We are not black-listed by any Central / State Government / Public Sector Undertaking in India. 

 
 

3. I/ We hereby declare that I/ We have read and studied in detail the all instructions and conditions of 
this Contract in the above Clauses, and understood the scope of the project/ work and my/our 
fundamental duties and responsibilities under this Contract. I/ We unconditionally accept and agree 
to abide by them. 

 
 
 
 
 

Yours faithfully, 

(Signature of the Authorized person) 
 
Date: Name: 

 
Place: Designation: 

 
Seal: 
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FORM - V 
 

Self-Certification regarding Local Content (LC) for Goods, Services or Works 
(to be provided on the letter head) 

 
Date: ........................ 

 
I S/o, D/o, W/o , Resident of 

do  hereby  solemnly  affirm  and  declare  as 
under: 

 
That I will agree to abide by the terms and conditions of IUCAA Pune issued vide Tender Enquiry No. 
………………………. dated ……………………. 

 
That the information furnished hereinafter is correct to best of my knowledge and belief and I undertake 
to produce relevant records before the procuring authority or any authority nominated by IUCAA, Pune for 
the purpose of assessing the LC. 

 
That the LC for all inputs which constitute the said Goods /Services/Works has been verified by me and I 
am responsible for the correctness of the claims made therein. 

 
That in the event of the LC of the Goods/Services/Works mentioned herein is found to be incorrect and not 
meeting the prescribed LC norms, based on the assessment of an authority nominated by IUCAA, Pune 
and I will be liable as under clause 9(f) of Public Procurement (Preference to Make in India) Order 2017. 

 
I agree to maintain all information regarding my claim for LC in the Company’s record for a period of 2 
years and shall make this available for verification to any statutory authorities: 

 
i. Name and details of the Local Supplier: 

(Registered Office, Manufacturing unit location, nature of legal entity) 
 

ii. Date on which this certificate is issued: 
 

iii. Product for which the certificate is produced: 
 

iv. Procuring agency to whom the certificate is furnished: 
 

v. Percentage of LC claimed: 
 

vi. Name and contact details of the unit of the manufacturer: 
 
For and on behalf of (Name of firm/entity) Authorized 
signatory (To be duly authorized by the Board of Directors) 
<Insert Name, Designation and Contact No.> 

 
Note: Please refer point 42(e) of Section-II. 
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FORM - VI 

 

NO RELATIONSHIP CERTIFICATE 
(On Company Letterhead) 

 
I/We hereby certify that I/We* am/are* related/not related (*) to any officer of IUCAA Pune. (If related 
provide the details of the employee) 

 
I/We* am/are* aware that, if the facts subsequently proved to be false, my/our* contract will be rescinded 
with forfeiture security deposit and I/We* shall be liable to make goods the loss or damage resulting from 
such cancellation. 

 
I//We also note that, non-submission of this certificate will render my / our tender liable for rejection. 

 
 
 
Authorized Signatory Name: 

Designation: Contact 

No.: Date: 

Place: 
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FORM-VII 
(To be printed on Letterhead) 

 
EMD Refund Request 

 
 
To 

Estate Manager 
Inter-University Centre for Astronomy & 
Astrophysics Post Bag - 4, Ganeshkhind, Pune 
University 
Campus, Pune - 411007. 

 
 

Sub: - Request for refund of EMD deposited for tender for “SITC of Class 1000 and Class 10000 
Cleanroom Facility  of IUCAA-2 Building at IUCAA Pune.” 

 
Sir, 

 
I/We request you that EMD deposited by me/ us against the tender above tender due on -------------- vide 
UTR No dated for Rs. 9,00,000/- (Rs. Nine Lacs Only) for “SITC of Class 1000 and Class 10000 
Cleanroom Facility of IUCAA-2 Building at IUCAA Pune.”, may kindly be refunded. 

 
 

Yours faithfully, 
 
 

(Signature of the Authorized Person) 
 

Date: Name: 
 

Place: Designation: 
 

Seal: 
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FORM-VIII 
TENDER ACCEPTANCE LETTER 

(To be given on B idder’s Le tte r He ad) 
To, Date : 

 
  
  
  

Sub: Acceptance of Terms & Conditions of 

Tender. Tender Reference No:    
Name of Tender / Work: -   Dear Sir, 

 
1. I/ We have downloaded / obtained the tender document(s) for the above mentioned 

‘Tender/Work’               from               the                web               site(s)               namely:    
as per your advertisement, given in the above-mentioned website(s). 

2. I / We hereby certify that I / we have read the entire terms and conditions of the tender 
document (including all documents like annexure(s), schedule(s), etc.), and I / we shall abide 
hereby by the terms / conditions / clauses contained therein. 

3. The corrigendum(s) issued from time to time by IUCAA too have also been taken into 
consideration, while submitting this acceptance letter. 

4. I / We hereby unconditionally accept the tender conditions of above-mentioned tender 
document(s) / corrigendum(s) in its totality / entirety. 

5. I / We do hereby declare that our Firm has not been blacklisted/ debarred/ terminated/ banned 
by any Govt. Department/Public sector undertaking. 

6. I / We certify that all information furnished by our Firm is true & correct and, in the event, 
that the information is found to be incorrect/untrue or found violated, then your department/ 
organization shall without giving any notice or reason therefore or summarily reject the bid 
or terminate the contract, without prejudice to any other rights or remedy including the 
forfeiture of the full said earnest money deposit absolutely. 

7. Restrictions on procurement from bidders from a country or countries, or a class of countries 
under Rule 144 (xi) of the General Financial Rules 2017: We certify as under: 
“We have read the clause regarding restrictions on procurement from a bidder of a country 
which shares a land border with India and on sub-contracting to contractors from such 
countries, and solemnly certify that we fulfil all requirements in this regard and are eligible 
to be considered. We certify that: 

i. we are not from such a country or, if from such a country, we are registered 
with the Competent Authority (copy enclosed). and; 

ii. we shall not subcontract any work to a contractor from such countries unless such 
contractor is registered with the Competent Authority. 

 
 

Yours Faithfully, 
(Signature of the Bidder, with Official Seal



 

 

***** 
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